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		  Datasheet File OCR Text:


		  ssna9000  l46 disconnect  switches l l10 discount schedule b-7   amp ra ting (a) maximum horsepower  ? dimension code 1 ? (60hz) three phase (60hz) dc switch  (typical) 120v 240v 200v 240v 460v 600v 125v 250v ca talog number price 30 2 3 7.5 7.5 15 20 3 5 l10-nn030p3 305 a2 60 3 10 15 15 30 50 5 10 l10-nn060p3 414 b2 100 ~ 7.5 ~ 30 60 75 ~ 20 l10-nn100p3 744 c1 200 ~ 10 ~ 60 125 150 ~ 40 l10-nn200p3 1641 d1 400 ~ ~ 100 125 250 300 ~ 50 l10-nn400p3 3136 f1 ?   t ime delay fuses may be required to utilize the disconnect s witch a t its maximum  horsepo wer ra ting. ?   only ul listed class j and csa certifed hrci-j fuses are suitable for use with  these disconnect s witches. ?   non-fused disconnect switches must use separa tely installed ul listed class j, cc  or t fuses or csa certifed hrci-j fuses. disconnect switches series l10 ul/csa fused disconnect switches amp rating (a) maximum horsepower  ? dimension code 1 ? (60hz) three phase (60hz) dc switch  (typical) 120v 240v 200v 240v 460v 600v 125v 250v ca talog number price ul class j and csa hrci-j fuses  ? 30 2 3 7.5 7.5 15 20 3 5 l10-nj030p3 362 a1 60 3 10 15 15 30 50 5 10 l10-nj060p3 471 b1 100 ~ 7.5 ~ 30 60 75 ~ 20 l10-nj100p3 744 c1 200 ~ 10 ~ 60 125 150 ~ 40 l10-nj200p3 1641 d1 400 ~ ~ 100 125 250 300 ~ 50 l10-nj400p3 3136 f1 csa hrcii-c fuses 30 2 3 7.5 7.5 15 20 ~ ~ l10-na200p3 362 a1 60 3 10 15 15 30 50 ~ ~ l10-na300p3 471 b1 100 ~ 15 25 30 60 75 ~ ~ l10-nh100p3 744 d1 200 ~ 30 50 60 125 150 ~ ~ l10-nh200p3 1641 e1 400 ~ 50 100 125 250 300 ~ ~ l10-nh400p3 3136 f1 ul/csa non-fused disconnect switches  ? ordering instructions ?   specify disconnect switch ca talog number (pa ge l46) ?   specify desired s witch handle ca talog number (pa ge l47) ?   specify desired opera ting shaft ca talog number (pa ge l48) ?   specify desired accessories (page l49) note:  l10 fusible and non-fusible disconnect switches with  dimension codes d,  e & f require lugs.  sprecher + schuh lugs  a vailable on pa ge l49.    obs olet e  http://

 ssna9000  l47 disconnect  switches l l10 discount schedule b-7 switch handle assembly  ? description color degree of protection catalog number price 76 x 76mm type r handle - for 30a and 60a  switches   -   with defeater   -   lockable:      3 locks  ? black t ype 1 C ip42 l10-hs1 36 t ype 3r,  3,  12,  4,  4x C ip66 l10-hs4 56 red/y ello w t ype 1 C ip42 l10-hs1e 36 t ype 3r,  3,  12,  4,  4x C ip66 l10-hs4e 56 76 x 76mm t ype r handle - f or 30a and 60a  s witches   -   without defeater   -   lockable:      3 locks  ? black t ype 1 C ip42 l10-hs1-n2 68 t ype 3r,  3,  12,  4,  4x C ip66 l10-hs4-n2 56 red/y ello w t ype 1 C ip42 l10-hs1e-n2 68 t ype 3r,  3,  12,  4,  4x C ip66 l10-hs4e-n2 56 103 x 103mm pistol grip handle - f or 100a,  200a and  400a s witches  ?   -   with defeater   -   lockable:      3 locks  ? black t ype 1 C ip42 L10-HM1 68 type 3r, 3, 12, 4, 4x C ip66 l10-hm4 104 red/y ello w t ype 1 C ip42 L10-HM1e 68 t ype 3r,  3,  12,  4,  4x C ip66 l10-hm4e 104 103 x 103mm pistol grip handle - f or 100a,  200a and  400a s witches  ?   -   without defeater   -   lockable:      3 locks  ? black t ype 1 C ip42 L10-HM1-n2 68 type 3r, 3, 12, 4, 4x C ip66 l10-hm4-n2 104 red/y ello w t ype 1 C ip42 L10-HM1e-n2 68 t ype 3r,  3,  12,  4,  4x C ip66 l10-hm4e-n2 104 switch handle assemblies ?   mounting screws inc luded with switch handle  assembly . ?   lockable in  off  position (and  on  position with special modifcation). ?   can be used on 30 and 60a s witches.  select l10-r1m or  l10-r2m shaft. disconnect switches series l10 t ype r handle with defea ter t ype r handle without defea ter pistol grip handle with defea ter pistol grip handle without defeater     o b s o l e t e f or  l 1 0

 ssna9000  l48 disconnect  switches l l10 discount schedule b-7   accessor y description catalog number price shaft guide  - increases the alignment tolerance of the shaft to the s witch handle. for l10-r1(2) shafts l10-hsg1 6.50 shaft  (typical) switch  dimension  code for use with  handle type operating  shaft  length  (mm) catalog number price a1,   a2 b1, b2 t ype r (l10-30/60a) 263 l10-r1 22.75 457 l10-r2 32.50 a1,   a2 b1,  b2 pistol grip (l10-30/60a) 263 l10-r1m 34.00 457 l10-r2m 45.50 c1,  d1 pistol grip (l10-100/200a) 200 l10-r3 27.50 403 l10-r4 52.00 e1,  f1 pistol grip (l10-nh200/400a) 278 l10-r5 52.00 532 l10-r6 97.50 metal operating shafts disconnect switches series l10 operating shaft accessories accessory description catalog number price auxiliar y contact blocks  -  one pole (no) one pole (nc) t wo pole (1 no/1 nc) t wo pole (no) t wo pole (nc) l10-ga10    ?? l10-ga01    ?? l10-ga11    ?? l10-ga20    ?? l10-ga02    ?? 17.00 17.00 27.25 27.25 27.25 auxiliar y contact adaptor  - required for ftting  auxiliar y contacts to all 30 & 60a fused and non-fused  disconnect s witches. one required. l10-aa 8.00 auxiliar y contact support kit   - required when  mounting more than two  auxiliar y contact blocks per  s witch. l10-a1 24.50 accessories ?   30 & 60a disconnect s witches require  auxiliar y contact  ada ptor (l10-aa) for installa tion of auxiliar y contacts. ?   a maximum of four contact blocks can be installed on each disconnect switch.  when more than two contact blocks are  used, the auxiliary contact support kit (l10-a1) must be installed.    o b s o l e t e f or  l 1 0  obs olet e  obs olet e

 ssna9000  l49 disconnect  switches l l10 discount schedule b-7 accessory description catalog number price p adlocking kit  - for 30 & 60a switches l10-p1 19.50 switch handle instruction label  - f or use  with all switch handle  assemblies (10 per packa ge - priced per packa ge) l10-l1 4.75 fuse covers  ?   -  dim.  code a1,   a2 b1,  b2 c1 d1 e1 f1 quantity req d 1 1 3 3 3 3 l10-fc a2   ? l10-fcj60   ? l10-fcc1   ? l10-fcd1 l10-fce1 l10-fcf1 34.00 40.50 37.50 52.00 71.50 97.50 replacement t erminal shield   ? ?  -  all disconnect switches come standard with  one terminal shield. for use on either line or  load side of the disconnect switch. dim.  code a1,   a2 b1,  b2 c1 d1 e1 f1 l10-lnc1   ? l10-lnc2   ? l10-lnc3   ? l10-lnc4 l10-lnc5 l10-lnc6 13.00 22.75 32.50 45.50 65.00 84.50 t erminal lugs  - 3 per packa ge l10-le1 l10-lf1 l10-lg1 l10-lh1 41.00 92.75 1 3 6 . 5 0 1 9 7 . 0 0 dimension code d1 (l10-nh100p3 only) d1 e1 f1 wire size 10mm 2 C50mm 2 #8C1/0  a wg 16mm 2 C120mm 2 #6C250mcm  a wg 25mm 2 C240mm 2 #4C500mcm  a wg t wo 50mm 2 C150mm 2 two 1/0C350mcm awg disconnect switches  l46ldisco accessories  (continued) ?   also used for covering the shorting bars on 100,  200 and 400a non-fused disconnect s witches. ?   3060a s witches are supplied with line and load terminal shields,  dead-front for non-fused disconnects,  and  fuse cover for fused disconnects.   t erminal shields listed on this pa ge are for renewal parts only . ?   100400a s witches are supplied with line side lug (terminal) shields only .  100400a s witches do not  include dead-front or fuse covers. load side terminal and fuse covers must be ordered separately as required.      obs olet e  obs olet e  obs olet e

 ssna9000  l50 disconnect  switches l l10 discount schedule b-7   disconnect switches series l10 no te:    all enc losed disconnects come standard with a black  handle with on/off marking.  f or a yello w and red handle,  add  suffx  e  to the end of the ca talog number .  example:  change l10- fn030p3 to l10-fn030p3 e . l10 enc losed motor disconnects (ul and csa appro ved enc losures) amp/horsepower rating t ype 3/4/12 w a tertight,  dusttight sheetmetal enc losure - ip66 t ype 4/4x w a tertight,  corrosion-resistant stainless steel enc losure - ip66 type 4/4x watertight, corrosion-resistant non-metallic enclosure - ip66 ul/ csa amps horsepower dimension    code dimension    code dimension    code 1? (60 hz) 3? (60 hz) 120v 240v 200v 240v 460v 600v ca talog number price ca talog number price ca talog number price non-fused 30 2 3 7.5 7.5 15 20 l10-fn030p3 561 a2 l10-cn030p3 1056 a2 l10-kn030p3 561 a2 60 3 10 15 15 30 50 l10-fn060p3 993 b2 l10-cn060p3 1337 b2 l10-kn060p3 993 b2 100 ~ 7.5 ~ 30 60 75 l10-fn100p3 1433 c1 l10-cn100p3 2629 c1 l10-kn100p3 1433 c1 200 ~ 10 ~ 60 125 150 l10-fn200p3 2390 d1 l10-cn200p3 3695 d1 l10-kn200p3 2389 d1 400 ~ ~ 100 125 250 300 l10-fn400p3 4402 f1 l10-cn400p3 7064 f1 l10-kn400p3 4401 f1 class j fused 30 2 3 7.5 7.5 15 20 l10-fj030p3 847 a1 l10-cj030p3 1217 a1 l10-kj030p3 850 a1 60 3 10 15 15 30 50 l10-fj060p3 1053 b1 l10-cj060p3 1398 b1 l10-kj060p3 1053 b1 100 ~ 7.5 ~ 30 60 75 l10-fj100p3 1433 c1 l10-cj100p3 2629 c1 l10-kj100p3 1433 c1 200 ~ 10 ~ 60 125 150 l10-fj200p3 2390 d1 l10-cj200p3 3695 d1 l10-kj200p3 2389 d1 400 ~ ~ 100 125 250 300 l10-fj400p3 4402 f1 l10-cj400p3 7064 f1 l10-kj400p3 4401 f1    obs olet e  obs olet e

 ssna9000  l51 disconnect  switches l l10 discount schedule b-7 t echnical information series l10 disconnect switches fused disconnect switches for csa hrci-j and ul class fuses  ? l10- l10- l10- l10- l10- nj030p3 nj060p3 nj100p3 nj200p3 nj400p3 electrical ratings standards and appro v als  (see pa ge l32) csa fuse t ype/ul fuse t ype hrci-j/ hrci-j/ hrci-j/ hrci-j/ hrci-j/ class j class j class j class j class j maximum fuse cartridge size [a] 30 60 100 200 400 maximum v oltage ac [v] 600 600 600 600 600 dc [v] 250 250 250 250 250 ampere rating [a] 30 60 100 200 400 max.  short circuit prospective f ault current [ka] 100 100 100 100 100 fuse operating characteristics t ime delay non-time delay t ime delay non-time delay t ime delay non-time delay t ime delay non-time delay t ime delay non-time delay maximum hp 200v ,  60hz [hp] 7.5 3 15 7.5 ~ ~ 50 25 100 50 3 ?   ac 240v ,  60hz [hp] 7.5 3 15 7.5 30 15 60 25 125 50 460v ,  60hz [hp] 15 5 30 15 60 25 125 50 250 100 600v ,  60hz [hp] 20 7.5 50 15 75 30 150 60 300 125 1 ?   ac 120v ,  60hz [hp] 2 0.5 3 1.5 ~ ~ ~ ~ ~ ~ 240v ,  60hz [hp] 3 1.5 10 3 7.5 7.5 10 10 ~ ~ dc 125v dc [hp] 3 2 5 5 ~ ~ ~ ~ ~ ~ 250v dc [hp] 5 5 10 10 20 20 40 40 50 50 mechanical ratings degree of protection  (per iec 947) switch only ip00 ip00 ip00 ip00 ip00 switch with  t erminal shields and fuse cover(s) ip20 ip20 ip20 ip20 ip20 mechanical endurance  ? [opera tions] 10,000 10,000 10,000 8,000 8,000 handle mechanism  operating t or que  (max.)  [nm] 4 4 17.5 20.3 31.4 [lb.-in.] 35 35 155 180 275 t erminal capacity  ? p o wer terminals [mm 2 ] 2.56 2.525 2.535 1620 t wo 50150 [a wg] #14#8 #14#4 #14#2 #6250mcm t wo 1/0350mcm auxiliar y  contact  terminals [mm 2 ] 2.54 2.54 2.54 2.54 2.54 [a wg] #14#12 #14#12 #14#12 #14#12 #14#12 maximum number of auxiliar y contact blocks 4 4 8 8 8 approximate w eight [kg.] 0.92 1.32 4.12 6.16 13.83 [lbs.] 2.03 2.9 9.08 13.59 30.50 minimum enc losure size height [mm] 248 248 330 560 762 [in.] 9  3/4 9  3/4 13 22 30 width [mm] 171 197 301 344 424 [in.] 6  3/4 7  3/4 11  27/32 13  17/32 16  45/64 depth [mm] 148 148 162 178 243 [in.] 5  13/16 5  13/16 6  3/8 7 9  9/16 ?   only csa certifed hrci-j and ul listed class j fuses are suitable for use with  these disconnect s witches. ?   based on rockwell  automa tion tests in accordance with the requirements as  defned in csa c22.2 no. 4, iec 947-3, ul 1087 and ul98. ?   see l10 po wer wire installation on page l58.1 for power terminal torque ratings.   

 ssna9000  l52 disconnect  switches l l10 discount schedule b-7   t echnical information series l10 disconnect switches ?   based on sprecher+schuh tests in accordance with the requirements as defned in  csa c22.2 no.  4 and iec 947-3. ?   see l10 po wer wire installation on page l58.1 for power terminal torque ratings. fused disconnect switches for csa hrcii-c fuses l10- na200p3 l10- na300p3 l10- nh100p3 l10- nh200p3 l10- nh400p3 electrical ratings standards and appro v als  (see pa ge l32) csa fuse t ype hrcii-c hrcii-c hrcii-c hrcii-c hrcii-c maximum fuse cartridge size [a] 30 60 100 200 400 maximum v oltage            - ac [v] 600 600 600 600 600 ampere rating [a] 30 60 100 200 400 max.  short circuit prospective f ault current [ka] 100 100 100 100 100 maximum hp 200v ,  60hz [hp] 7.5 15 25 50 100 3 ?   ac 230v ,  60hz [hp] 7.5 15 30 60 125 460v ,  60hz [hp] 15 30 60 125 250 575v ,  60hz [hp] 20 50 75 150 300 1 ?   ac 115v ,  60hz [hp] 2 3 C C C 230v ,  60hz [hp] 3 10 15 30 50 mechanical ratings degree of protection  (per iec 947) switch only ip00 ip00 ip00 ip00 ip00 switch with  t erminal shields and fuse cover(s) ip20 ip20 ip20 ip20 ip20 mechanical endurance  ? [opera tions] 10,000 10,000 10,000 8,000 8,000 handle mechanism   operating t or que  (max.)  [nm] 4 4 20.3 31.4 31.4 [lb.-in.] 35 35 180 275 275 t erminal capacity  ? p o wer terminals [mm 2 ] 2.56 2.525 1050 25240 t wo 50150 [a wg] #14#8 #14#4 #8#1/0 #4500mcm t wo 1/0350mcm auxiliar y contact terminals [mm 2 ] 2.54 2.54 2.54 2.54 2.54 [a wg] #14#12 #14#12 #14#12 #14#12 #14#12 max.  number of auxiliar y contact blocks 4 4 4 4 4 approximate w eight [kg.] 0.83 1.18 6.16 9.30 13.83 [lbs.] 1.84 2.60 13.59 20.50 30.50 minimum enc losure size height [mm] 248 248 384 610 762 [in.] 9  3/4 9  3/4 15  1/8 24 30 width [mm] 171 197 344 394 424 [in.] 6  3/4 7  3/4 13  17/32 15  33/64 16  45/64 depth [mm] 148 148 178 227 243 [in.] 5  13/16 5  13/16 7 8  15/16 9  9/16  

 ssna9000  l53 disconnect  switches l l10 discount schedule b-7 t echnical information series l10 disconnect switches ?   non-fused disconnects must use separa tely installed csa certifed hrci-j,  hrci-t  or hrci-misc (also ul listed as class cc) fuses; or ul listed class j,  cc or  t  fuses. ?   when using csa hrci-j,  hrci-misc (also ul listed as class cc) or hrci-t fuses,   and ul class j,  cc or  t fuses. ?   based on sprecher + schuh tests in accordance with the requirements as defned  in csa c22.2 no. 4,  iec 947-3, ul 1087 and ul98. ?   line and load terminal shields supplied as standard. ?   see l10 po wer wire installation on page l58.1 for power terminal torque ratings. non-fused disconnect switches for csa and ul class applications  ? l10- nn030p3 l10- nn060p3 l10- nn100p3 l10- nn200p3 l10- nn400p3 electrical ratings standards and appro v als  (see pa ge l32) maximum fuse cartridge size [a] 30  ? 60  ? 100  ? 200  ? 400  ? maximum v oltage ac [v] 600 600 600 600 600 dc [v] 250 250 250 250 250 ampere rating [a] 30 60 100 200 400 max.  short circuit prospective f ault current [ka] 100 100 100 100 100 fuse operating characteristics time non-time delay t ime non-time delay t ime non-time delay t ime non-time delay t ime non-time delay maximum hp 200v ,  60hz [hp] 7.5 3 15 7.5 25 15 50 25 100 50 3 ?   ac 230v ,  60hz [hp] 7.5 3 15 7.5 30 15 60 25 125 50 460v ,  60hz [hp] 15 5 30 15 60 25 125 50 250 100 575v ,  60hz [hp] 20 7.5 50 15 75 30 150 60 300 125 1 ?   ac 115v ,  60hz [hp] 2 0.5 3 1.5 7.5 C C C C C 230v ,  60hz [hp] 3 1.5 10 3 15 7.5 25 15 50 25 dc 125v dc [hp] 3 2 5 5 C C C C C C 250v dc [hp] 5 5 10 10 20 20 40 40 50 50 mechanical ratings degree of protection  (per iec 947) switch only ip20 ip20 ip00 ip00 ip00 switch with  t erminal shields and fuse cover(s) ip20   ? ip20   ? ip20 ip20 ip20 mechanical endurance  ? [ o p e r a t i o n s ] 10,000 10,000 10,000 8,000 8,000 handle mechanism   operating t or que  (max.)  [nm] 4 4 17.5 20.3 31.4 [lb.-in.] 35 35 155 180 275 t erminal capacity  ? p o wer terminals [mm 2 ] 2.56 2.525 2.535 16120 t wo 50150 [a wg] #14#8 #14#4 #14#2 #6250mcm t wo 1/0350mcm auxiliar y contact terminals [mm 2 ] 2.54 2.54 2.54 2.54 2.54 [a wg] #14#12 #14#12 #14#12 #14#12 #14#12 max.  number of auxiliar y contact blocks 4 4 4 4 4 approximate w eight [kg.] 0.81 1.14 4.31 6.56 14.97 [lbs.] 1.78 2.52 9.50 14.47 33.00 minimum enc losure size height [mm] 248 248 330 560 762 [in.] 9  3/4 9  3/4 13 22 30 width [mm] 171 197 301 344 424 [in.] 6  3/4 7  3/4 11  27/32 13  17/32 16  45/64 depth [mm] 111 111 162 178 243 [in.] 4  3/8 4  3/8 6  3/8 7 9  9/16   

 ssna9000  l58 disconnect  switches l l10 discount schedule b-7   dimensions series l10 disconnect switches l10 disconnect switch (30 & 60a) l10 disconnect switch (100, 200 & 400a) disconnect switch approximate dimensions dimension reference h w d a b fd a1 106 (4  11/64 ) 102 (4  1/64 ) 112 (4  13/32 ) 82 (3  15/64 ) 85 (3  11/32 )  2-m4 2-#8 a2 106 (4  11/64 ) 102 (4  1/64 ) 83 (3  17/64 ) 82 (3  15/64 ) 82 (3  15/64 ) 2-m4 2-#8 b1 118 (4  21/32 ) 134 (5  9/32 ) 115 (4  33/64 ) 100 (3  15/16 ) 120 (4  23/32 ) 4-m4 4-#8 b2 118 (4  21/32 ) 134 (5  9/32 ) 83 (3  17/64 ) 100 (3  15/16 ) 120 (4  23/32 ) 4-m4 4-#8 disconnect switch approximate dimensions dimension reference h w d a b fd c1 148 (5  53/64 ) 194 (7  41/64 ) 130 (5  7/64 ) 106 (4  11/64 ) 170 (6  11/16 ) 4-m6 (4  1/4 ) d1 184 (7  1/4 ) 236 (9  19/64 ) 148 (5  53/64 ) 106 (4  11/64 ) 212 (8  11/32 ) 4-m6 (4  1/4 ) e1 220 (8  21/32 ) 278 (10  15/16 ) 180 (7  3/32 ) 150 (5  29/32 ) 252 (9  59/64 ) 4-m8 (4  5/16 ) f1 250 (9  27/32 ) 308 (12  1/8 ) 213 (8  25/64 ) 150 (5  29/32 ) 282 (11  7/64 ) 4-m8 (4  5/16 ) dimensions are in millimeters (inches).  dimensions not intended for manufacturing purposes. dimensions are in millimeters (inches).  dimensions not intended for manufacturing purposes.    obs olet e

 ssna9000  l58.1 disconnect  switches l l10 discount schedule b-7 dimensions series l10 disconnect switches l10 p ower wire installation   dimensions are in millimeters (inches).  dimensions not intended for manufacturing purposes. b a c d   c l10-nj100p3 -nn100p3 off on l10-nh100p3 -nh200p3 -nj200p3 -nn200p3 -na400p3 -nh400p3 -nj400p3 -nn400p3 l10-nh100p3 -nh200p3 -nj200p3 -nn200p3 -na400p3 -nh400p3 -nj400p3 -nn400p3 l10 fuse installation dimension  reference a b c d mm 2 #a wg nm lb-in nm lb-in c1,  c2 l10-le1 2.5-35 14-2 4.0 35 ~ ~ d1 l10-lf1 10-50 8-1/0 16.9 150 16.9 150 l10-lf1 16-120 6-4/0 31 275 31 275 d2 l10-lf1 16-120 6-4/0 31 275 31 275 e1 l10-lg1 25-240 #4-500mcm 42 375 45 400 f1 l10-lh1 (2) 50-150 (2) 1/0-350mcm 31 275 45 400 a l10-nh100p3 -nj100p3 -nj200p3 -na400p3 l10-nh200p3 -nj400p3 -nh400p3 a catalog number a nm lb-in l10-nj100p3 4.0 35 l10-nj200p3 4.0 35 l10-nh100p3 6.2 55 l10-na400p3 6.2 55 l10-nh200p3 16 140 l10-nh400p3 16 140 l10-nj400p3 22 200   

 ssna9000  l59 disconnect  switches l l10 discount schedule b-7 dimensions series l10 disconnect switches l10-hs (t ype r) switch handle assembly l10-hm pistol grip switch handle assembly 65 4 C  5.5 37.5 (2-9/16  dia.) (4  7/32  dia.) 75 (1-15/32) (2-61/64) 75 (2-61/64) 37.5 (1-15/32) on o f f 76.2 mm 76.2 mm 18.4 40.3 50 50 25 25 ? 35 ? 5.5mm 65.1 8.8 dimensions are in millimeters (inches).  dimensions not intended for manufacturing purposes. dimensions are in millimeters (inches). dimensions not intended for manufacturing purposes.     obs olet e

 ssna9000  l60 disconnect  switches l l10 discount schedule b-7   dimensions series l10 disconnect switches t ype 3/4/12 - w atertight,  dusttight sheet metal enc losure (30,  60 & 100a) type 3/4/12 - watertight, dusttight sheet metal enclosure (200 & 400a) amps t ype dim.  ref. a b c d e f g h 30 fused &   non-fused a1,   a2 305 (12.00) 305 (12.00) 173 (6.80) 213 (8.39) 267 (10.5) 267 (10.5) 76 (3) 265 (10-7/16) 60 fused &   non-fused b1,  b2 305 (12.00) 305 (12.00) 173 (6.80) 213 (8.39) 267 (10.5) 267 (10.5) 76 (3) 265 (10-7/16) 100 fused &   non-fused c1 406 (16.00) 406 (16.00) 224 (8.80) 282 (11.10) 368 (14.5) 368 (14.5) 178 (7) 315 (12-25/64) amps t ype dim.  ref. a b c d e f g h 200 fused &  non-fused d1 406 (16) 610 (24) 224 (8-51/64) 282 (11-5/64) 688 (27-5/64)  650 (25-9/16) 368 (13-31/64) 572 (22-1/2) 400 fused &  non-fused f1 610 (24) 762 (30) 326 (12-51/64) 384 (15-5/64) 840 (33-5/64) 802 (31-9/16) 572 (22-1/2) 724 (28-1/2) d dimensions are in millimeters (inches).  dimensions not intended for manufacturing purposes. dimensions are in millimeters (inches). dimensions not intended for manufacturing purposes.    obs olet e

 ssna9000  l61 disconnect  switches l l10 discount schedule b-7 dimensions series l10 disconnect switches t ype 4/4x w atertight,  corrosion-resistant stainless steel enc losure (30,  60 &100a) type 4/4x watertight, corrosion-resistant stainless steel enclosure (200 & 400a) amps t ype dim.  ref. a b c d e f g h 200 fused &  non-fused d1 406 (16) 610 (24) 224 (8-51/64) 282 (11-5/64) 688 (27-5/64) 650 (25-19/32) 368 (14-1/2) 572 (22-1/2) 400 fused &  non-fused f1 610 (24) 762 (30) 326 (12-51/64) 384 (15-5/64) 840 (33-5/64) 802 (31-15/32) 572 (22-1/2) 724 (28-1/2) dimensions are in millimeters (inches).  dimensions not intended for manufacturing purposes. amps t ype dim.  ref. a b c d e f g h 30 fused &   non-fused a1,   a2 305 (12.00) 305 (12.00) 173 (6.80) 213 (8.39) 267 (10.5) 267 (10.5) 76 (3) 265 (10-7/16) 60 fused &   non-fused b1,  b2 305 (12.00) 305 (12.00) 173 (6.80) 213 (8.39) 267 (10.5) 267 (10.5) 76 (3) 265 (10-7/16) 100 fused &   non-fused c1 406 (16.00) 406 (16.00) 224 (8.80) 282 (11.10) 368 (14.5) 368 (14.5) 178 (7) 315 (12-25/64) d dimensions are in millimeters (inches). dimensions not intended for manufacturing purposes.     obs olet e

 ssna9000  l62 disconnect  switches l l10 discount schedule b-7   dimensions series l10 disconnect switches t ype 3/4/4x/12 - corrosion resistant non-metallic enc losure (30 & 60a) type 3/4/4x/12 - corrosion resistant non-metallic enclosure (100a) amps t ype dim.  ref. a b c d f g h j k 30 & 60 fused & non-fused a1 &  a2 b1 & b2 226 (8-59/64) 267 (10-33/64) 163 (6-27/64) 203 (7-31/32) 278 (10-61/64)  152 (6) 216 (8-1/2) 305 (12) 6 (15/64) b c a d f g h j (4)- 8 x 13 slot mtg. holes                k 5.5 (15/64) 32 (1-1/4) (11/32)       (17/32) b c a d f g h j k 5 (3/16) (4)- 8 x 13 slot mtg. holes      32 (1-9/32) (11/32)       (17/32) amps t ype dim.  ref. a b c d f g h j k 100 fused & non-fused c1 380 (14-31/32) 420 (16-1/4) 215 (8-31/64) 273 (10-49/64) 430 (16-61/64)  305 (12) 370 (14-9/16) 457 (18) 5 (13/64) dimensions are in millimeters (inches).  dimensions not intended for manufacturing purposes. dimensions are in millimeters (inches).  dimensions not intended for manufacturing purposes.    obs olet e
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