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		  Datasheet File OCR Text:


		  main features     small size at 10a switching capacity relay for high density pcb mounting technique     1a and 1c contact form available     surge resistiveness of 5000v on series relays     ul, csa & tuv recognized     selection fo plastic insulatiopn material for high temperature and better chemical soultion performance applications     domestic appliances, office machines, audio equipment, automobile, etc. ordering information nominal coil volta g e: 5v, 9v, 12v, 24v, 48v      t yp e  contact material:  power consum p tion    b: a g cdo d: standard    c: a g snin  ( for rohs ) l: hi g h sensitive  ( form a onl y)      trc            12v  dc            f        c              a        l              r             r: rohs compliant            add suffix "r" for rohs com p liant structure:            onl y  use for order indentif y           f: flux free t e yp contact arran g ent:            not use for safet y  certified s: washable t yp e a : 1 form a c: 1 form c dimension  ( unit:mm )                            drilling  ( unit:mm )              wiring diagram 1 form a 1 form c contact rating type trc    item                       contact capacity resistive load (cos  =1) 10a 120vac / 28vdc (ul) 5a 240vac / 28vdc (tuv) rated carrying current 10a max. allowable voltage 265vac / 30vdc max. allowable current 10a max. allowable power force 1200va / 280w referenced min. applicable load 5vdc / 10ma contact material ag alloy trc  

 coil data chart (at20  ) coil sensitivity nominal voltage ( vdc ) norminal current ( ma) coil resistance ( ? )  10% power consumption ( w ) pickup voltage ( vdc ) max release voltage ( vdc ) min. coil voltage ( vdc ) max. trc - l high sensitivity 5 40.0   125 abt. 0.2w 75% 5% 130% 9 22.5   400 12 16.7   720 24    8.16 2800 trc - d standard 5 91.0     55 abt. 0.45w 75% 5% 120% 9 50.0   180 12 37.5   320 24 18.8 1280 48   9.4 5100 performance  type trc    item                       1 form c 1 form a contact resistance 100m
  max. operation time 10m sec max. release time   4m sec max. dielectric strength   between coil & contact 2800vac 1 min 3500vac 1 min   between open contact   750vac 1 min surge resistiveness 5000v insulation resistance 100 m
  min. (500vdc) max. on/off switching  mechanically 300 operation/min max. on/off switching  electrically   30 operation/min operating ambient temperature -30   to + 60  operating humidity 45 to 85% rh coil temperature rise 40 deg. max. (at rated coil voltage) vibration   endurance / error operation 1.5mm d.a. 10 to 55hz shock   endurance 100g min.   error operation   10g min. life expectancy   mechanically      1x10  ops. min. (no load)   electrically 1x10 ops. min. ( at rated coil voltage ) weight abt. 6 grs ul e156521 csa lr102317 tuv r50062360 reference dat a  
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