

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						G2227			514265			1N4004			CMKD6001			2907AL			SPF2086			NCP1252A			KA5H0265			

			
	
	Product Description

			
	
	Full Text Search




				


		
		
		


			




			
				 	
				To Download 
				GRS-625-BAFF-CX Datasheet File

	
				 
				If you can't view the 
				Datasheet, Please click here to try to view without PDF Reader .	
				 



[image: ]


			
				
					





				　



			 



	

	



		



			
				


				


			



		
 
		





		  Datasheet File OCR Text:


		  grs series 3-piece trunk and distribution connectors grs series 3-piece trunk and distribution connectors are used in low power rf, video, data signals and powered broadband systems. chassis mounting connectors are used in 5/8-24 equipment entry. ?  independent seizing of the center conductor permits  installers to physically verify the center conductor has been  seized prior to tightening the  back nut ?  placement of the integral mandrel of the connector in the  main nut provides a full view of  the center conductor's entrance  into the seizing mechanism and requires minimal pull back for  ease of installation ?  domed insulator at the ks interface prevents moisture  from collecting between the  contact pin and connector body, reducing the possibility of corrosion ?  the grs connectors have a center conductor cutting guide ? reusable

 5/8-24 thd hex c hex b hex a .31 [8.0 mm] 2.31 [58.8 mm] center conductor cutting guide .067 [1.7 mm] dia. pin grs pin type connectors cable series part number center conductor outer conductor body hex (a) main nut hex (b) back nut hex (c) .412 grs-412-ch-du-01-t .092 .412 15/16 1 15/16 .500 grs-500-ch-du-03-t .109 .500 1-1/8 1-1/8 1 .625 grs-625-ch-du-02-t .137 .625 1-1/4 1-1/4 1-1/8 .750 grs-750-ch-du-01-t .167 .750 1-3/8 1-3/8 1-1/4 .875 grs-875-ch-du-02-t .194 .875 1-3/8 1-3/8 1-3/8 1.000 grs-1000-ch-du-01-t .220 1.000 1-3/8 1-5/8?, 1-1/2 flats 1-1/2 commscope? p-3? times fiber? t-10 .320 (7c) grs-320-ch-qr-t .071 .320 15/16 1 1 .540 grs-540-ch-qrp-t *** .124 .540 1-1/4 1-1/4 1-1/4 .715 grs-715-ch-qrp-t *** .166 .715 1-5/16 1-5/16 1-5/16 .860 grs-860-ch-qrp-t *** .203 .860 1-7/16 1-1/2 1-1/2 1.125 grs-1125-ch-qr-t .263 1.125 r equires 2 hook type spanner wrenches (p/n sw-2) commscope? quantum reach? (qr) .480 grs-480-ch-tx-t .109 .480 1-1/8 1-1/8 1 .565 grs-565-ch-tx-t .129 .565 1-1/4 1-1/4 1-1/8 .700 grs-700-ch-tx-t .165 .700 1-5/16 1-5/16 1-5/16 .840 grs-840-ch-tx-t .194 .840 1-3/8 1-1/2 1-1/2 1.160 grs-1160-ch-tx-t .269 1.160 r equires 2 hook type spanner wrenches (p/n sw-2) times fiber tx-10 .440 grs-440-ch-mc2-t .105 .450 1-1/8 1-1/8 1 .500 grs-500-ch-mc2-t .123 .510 1-1/8 1-1/8 1 .650 grs-650-ch-mc2-t .156 .640 1-5/16 1-5/16 1-5/16 .750 grs-750-ch-mc2-t .185 .760 1-3/8 1-3/8 1-1/4 1.000 grs-1000-ch-mc2-t .248 1.015 1-1/2 1-3/4?, 1-5/8 flats 1-1/2 trilogy? mc2 .412 group a grs-412-ch-a-01-t .080 .412 13/16 1 15/16 .412 group cx grs-412-ch-cx-t .080 .482* 15/16 1-1/8 1 .500 group c grs-500-ch-a-01-t .100 .500 15/16 1-1/8 1 .500 group d grs-500-ch-du-01-t .109 .500 1-1/8 1-1/8 1 .500 group e grs-500-ch-du-02-t .109 .500 1-1/8 1-1/8 1 .500 group f grs-13.0-ch-du-01-t .119 .509 1-1/8 1-1/8 1 .500 group cx grs-500-ch-cx-t .110 .571 1-1/8 1-1/4 1-1/8 .625 group cx grs-625-ch-cx-t .137 .693 1-1/4 1-3/8 1-1/4 .750 group g grs-750-ch-a-01-t .148 .750 1-1/8 1-3/8 1-1/4 .750 group h grs-750-ch-du-03-t .167 .750 1-3/8 1-3/8 1-1/4 .750 group j grs-750-ch-fd-04-t .176 .750 1-3/8 1-3/8 1-1/4 .750 group cx grs-750-ch-cx-t .169 .816* 1-3/8 1-1/2?, 1-7/16 flats 1-1/4 .875 group cx grs-875-ch-cx-t .194 .947* 1-3/8 1-5/8?, 1-1/2 flats 1-1/2 1.000 group o grs-1000-ch-a-01-t .193 1.000 1-3/8 1-5/8?, 1-1/2 flats 1-1/2 1.000 group n grs-1000-ch-fd-01-t .236 1.000 1-1/2 1-3/4?, 1-5/8 flats 1-1/2 early generations  see cable group listings in reference section of this catalog *indicates diameter over outer jacket ***incorporates a non-metallic support sleeve corning gilbert broadband products tel: 800 528 5567 / 623 245 1050 ? fax: 800 344 6358 / 623 939 3538 2

 *indicates diameter over outer jacket corning gilbert broadband products tel: 800 528 5567 / 623 245 1050 ? fax: 800 344 6358 / 623 939 3538 3 grs extension connectors note: the part numbers listed are for the 3" extension length.  extensions are also available in 6" and 9 length.  to order the 6" and 9 extension length follow the example shown below: example: grs-500-ext- 6 -du-03-t  grs-500-ext- 9 -du-03-t  2.31 [58.8 mm] 3.19 [81.0 mm] .067 [1.7 mm] dia. pin 5/8-24 thd 3/4 [19.1mm] hex hex b hex a hex c .31 [8.0 mm] center conductor cutting guide cable series part number center conductor outer conductor body hex (a) main nut hex (b) back nut hex (c) .412** grs-412-ext-du-01-t .092 .412 15/16 1 15/16 .500 grs-500-ext-du-03-t .109 .500 1-1/8 1-1/8 1 .625 grs-625-ext-du-02-t .137 .625 1-1/4 1-1/4 1-1/8 .750 grs-750-ext-du-01-t .167 .750 1-3/8 1-3/8 1-1/4 .875 grs-875-ext-du-02-t .194 .875 1-3/8 1-3/8 1-3/8 1.000** grs-1000-ext-du-01-t .220 1.000 1-3/8 1-5/8?, 1-1/2 flats 1-1/2 commscope p-3 times fiber t-10 .320 (7c)** grs-320-ext-qr-t .071 .320 15/16 1 1 .540 grs-540-ext-qrp-t *** .124 .540 1-1/4 1-1/4 1-1/4 .715 grs-715-ext-qrp-t *** .166 .715 1-5/16 1-5/16 1-5/16 .860 grs-860-ext-qrp-t *** .203 .860 1-7/16 1-1/2 1-1/2 1.125** grs-1125-ext-qr-t .263 1.125 r equires 2 hook type spanner wrenches (p/n sw-2) commscope qr .565 grs-565-ext-tx-t .129 .565 1-1/4 1-1/4 1-1/8 .700 grs-700-ext-tx-t .165 .700 1-5/16 1-5/16 1-5/16 .840 grs-840-ext-tx-t .194 .840 1-3/8 1-1/2 1-1/2 1.160** grs-1160-ext-tx-t .269 1.160 r equires 2 hook type spanner wrenches (p/n sw-2) times fiber tx-10 .440** grs-440-ext-mc2-t .105 .450 1-1/8 1-1/8 1 .500 grs-500-ext-mc2-t .123 .510 1-1/8 1-1/8 1 .650 grs-650-ext-mc2-t .156 .640 1-5/16 1-5/16 1-5/16 .750 grs-750-ext-mc2-t .185 .760 1-3/8 1-3/8 1-1/4 1.000** grs-1000-ext-mc2-t .248 1.015 1-1/2 1-3/4?, 1-5/8 flats 1-1/2 trilogy mc2 .412 group a** grs-412-ext-a-01-t .080 .412 13/16 1 15/16 .412 group cx** grs-412-ext-cx-t .080 .482* 15/16 1-1/8 1 .500 group c** grs-500-ext-a-01-t .100 .500 15/16 1-1/8 1 .500 group d grs-500-ext-du-01-t .109 .500 1-1/8 1-1/8 1 .500 group e** grs-500-ext-du-02-t .109 .500 1-1/8 1-1/8 1 .500 group cx** grs-500-ext-cx-t .110 .571* 1-1/8 1-1/4 1-1/8 .625 group cx** grs-625-ext-cx-t .137 .693* 1-1/4 1-3/8 1-1/4 .750 group g** grs-750-ext-a-01-t .148 .750 1-1/8 1-3/8 1-1/4 .750 group h** grs-750-ext-du-03-t .167 .750 1-3/8 1-3/8 1-1/4 .750 group j** grs-750-ext-fd-04-t .176 .750 1-3/8 1-3/8 1-1/4 .750 group cx** grs-750-ext-cx-t .169 .816* 1-3/8 1-1/2?, 1-7/16 flats 1-1/4 .875 group cx** grs-875-ext-cx-t .194 .947* 1-3/8 1-5/8?, 1-1/2 flats 1-1/2 1.000 group o** grs-1000-ext-a-01-t .193 1.000 1-3/8 1-5/8?, 1-1/2 flats 1-1/2 1.000 group n** grs-1000-ext-fd-01-t .236 1.000 1-1/2 1-3/4?, 1-5/8 flats 1-1/2 early generations  see cable group listings in reference section of this catalog **extension connector is assembled from a pin type connector and a socket contact extension adapter ***incorporates a non-metallic support sleeve

 grs splice connectors hex c hex b hex a hex b hex c cutting guide center conductor cable series part number center conductor outer conductor body hex (a) main nut hex (b) back nut hex (c) .412 grs-412-sp-du-01 .092 .412 15/16 1 15/16 .500 grs-500-sp-du-03 .109 .500 1-1/8 1-1/8 1 .625 grs-625-sp-du-02 .137 .625 1-1/4 1-1/4 1-1/8 .750 grs-750-sp-du-01 .167 .750 1-3/8 1-3/8 1-1/4 .875 grs-875-sp-du-02 .194 .875 1-3/8 1-3/8 1-3/8 1.000 grs-1000-sp-du-01 .220 1.000 1-3/8 1-5/8?, 1-1/2 flats 1-1/2 commscope p-3 times fiber t-10 .320 (7c) grs-320-sp-qr .071 .320 15/16 1 1 .540 grs-540-sp-qrp *** .124 .540 1-1/4 1-1/4 1-1/4 .715 grs-715-sp-qrp *** .166 .715 1-5/16 1-5/16 1-5/16 .860 grs-860-sp-qrp *** .203 .860 1-7/16 1-1/2 1-1/2 1.125 grs-1125-sp-qr .263 1.125 r equires 2 hook type spanner wrenches (p/n sw-2) commscope qr .565 grs-565-sp-tx .129 .565 1-1/4 1-1/4 1-1/8 .700 grs-700-sp-tx .165 .700 1-5/16 1-5/16 1-5/16 .840 grs-840-sp-tx .194 .840 1-3/8 1-1/2 1-1/2 1.160 grs-1160-sp-tx .269 1.160 r equires 2 hook type spanner wrenches (p/n sw-2) times fiber tx-10 .440 grs-440-sp-mc2 .105 .450 1-1/8 1-1/8 1 .500 grs-500-sp-mc2 .123 .510 1-1/8 1-1/8 1 .650 grs-650-sp-mc2 .156 .640 1-5/16 1-5/16 1-5/16 .750 grs-750-sp-mc2 .185 .760 1-3/8 1-3/8 1-1/4 1.000 grs-1000-sp-mc2 .248 1.015 1-1/2 1-3/4?, 1-5/8 flats 1-1/2 trilogy mc2 .412 group a grs-412-sp-a-01 .080 .412 13/16 1 15/16 .412 group cx grs-412-sp-cx .080 .482* 15/16 1-1/8 1 .500 group c grs-500-sp-a-01 .100 .500 15/16 1-1/8 1 .500 group d grs-500-sp-du-01 .109 .500 1-1/8 1-1/8 1 .500 group e grs-500-sp-du-02 .109 .500 1-1/8 1-1/8 1 .500 group cx grs-500-sp-cx .110 .571* 1-1/8 1-1/4 1-1/8 .625 group cx grs-625-sp-cx .137 .693* 1-1/4 1-3/8 1-1/4 .750 group g grs-750-sp-a-01 .148 .750 1-1/8 1-3/8 1-1/4 .750 group h grs-750-sp-du-03 .167 .750 1-3/8 1-3/8 1-1/4 .750 group j grs-750-sp-fd-04 .176 .750 1-3/8 1-3/8 1-1/4 .750 group cx grs-750-sp-cx .169 .816* 1-3/8 1-1/2?, 1-7/16 flats 1-1/4 .875 group cx grs-875-sp-cx .194 .947* 1-3/8 1-5/8?, 1-1/2 flats 1-1/2 1.000 group o grs-1000-sp-a-01 .193 1.000 1-3/8 1-5/8?, 1-1/2 flats 1-1/2 1.000 group n grs-1000-sp-fd-01 .236 1.000 1-1/2 1-3/4?, 1-5/8 flats 1-1/2 early generations  see cable group listings in reference section of this catalog *indicates diameter over outer jacket ***incorporates a non-metallic support sleeve corning gilbert broadband products tel: 800 528 5567 / 623 245 1050 ? fax: 800 344 6358 / 623 939 3538 4

 grs cable terminators center conductor cutting guide hex a hex b hex c cable series part number center conductor outer conductor body hex (a) main nut hex (b) back nut hex (c) .412 grs-412-tr-du-01 .092 .412 15/16 1 15/16 .500 grs-500-tr-du-03 .109 .500 1-1/8 1-1/8 1 .625 grs-625-tr-du-02 .137 .625 1-1/4 1-1/4 1-1/8 .750 grs-750-tr-du-01 .167 .750 1-3/8 1-3/8 1-1/4 .875 grs-875-tr-du-02 .194 .875 1-3/8 1-3/8 1-3/8 1.000 grs-1000-tr-du-01 .220 1.000 1-3/8 1-5/8?, 1-1/2 flats 1-1/2 commscope p-3 times fiber t-10 .320 (7c) grs-320-tr-qr .071 .320 15/16 1 1 .540 grs-540-tr-qrp *** .124 .540 1-1/4 1-1/4 1-1/4 .715 grs-715-tr-qrp *** .166 .715 1-5/16 1-5/16 1-5/16 .860 grs-860-tr-qrp *** .203 .860 1-7/16 1-1/2 1-1/2 1.125 grs-1125-tr-qr .263 1.125 r equires 2 hook type spanner wrenches (p/n sw-2) commscope qr .565 grs-565-tr-tx .129 .565 1-1/4 1-1/4 1-1/8 .700 grs-700-tr-tx .165 .700 1-5/16 1-5/16 1-5/16 .840 grs-840-tr-tx .194 .840 1-3/8 1-1/2 1-1/2 1.160 grs-1160-tr-tx .269 1.160 r equires 2 hook type spanner wrenches (p/n sw-2) times fiber tx-10 .440 grs-440-tr-mc2 .105 .450 1-1/8 1-1/8 1 .500 grs-500-tr-mc2 .123 .510 1-1/8 1-1/8 1 .650 grs-650-tr-mc2 .156 .640 1-5/16 1-5/16 1-5/16 1.000 grs-1000-tr-mc2 .248 1.015 1-1/2 1-3/4?, 1-5/8 flats 1-1/2 trilogy mc2 .412 group a grs-412-tr-a-01 .080 .412 13/16 1 15/16 .412 group cx grs-412-tr-cx .080 .482* 15/16 1-1/8 1 .500 group c grs-500-tr-a-01 .100 .500 15/16 1-1/8 1 .500 group d grs-500-tr-du-01 .109 .500 1-1/8 1-1/8 1 .500 group e grs-500-tr-du-02 .109 .500 1-1/8 1-1/8 1 .500 group cx grs-500-tr-cx .110 .571* 1-1/8 1-1/4 1-1/8 .625 group cx grs-625-tr-cx .137 .693* 1-1/4 1-3/8 1-1/4 .750 group g grs-750-tr-a-01 .148 .750 1-1/8 1-3/8 1-1/4 .750 group h grs-750-tr-du-03 .167 .750 1-3/8 1-3/8 1-1/4 .750 group j grs-750-tr-fd-04 .176 .750 1-3/8 1-3/8 1-1/4 .750 group cx grs-750-tr-cx .169 .816* 1-3/8 1-1/2?, 1-7/16 flats 1-1/4 .875 group cx grs-875-tr-cx .194 .947* 1-3/8 1-5/8?, 1-1/2 flats 1-1/2 1.000 group o grs-1000-tr-a-01 .193 1.000 1-3/8 1-5/8?, 1-1/2 flats 1-1/2 1.000 group n grs-1000-tr-fd-01 .236 1.000 1-1/2 1-3/4?, 1-5/8 flats 1-1/2 early generations  see cable group listings in reference section of this catalog *indicates diameter over outer jacket ***incorporates a non-metallic support sleeve corning gilbert broadband products tel: 800 528 5567 / 623 245 1050 ? fax: 800 344 6358 / 623 939 3538 5

 grs baff connectors "f" female designed for outdoor applications when used with seal ring (g-sr-1/2) and  ultraseal or gilbert 360 connectors.  cable series part number center conductor outer conductor body hex (a) main nut hex (b) back nut hex (c) .412 grs-412-baff-du-01 .092 .412 15/16 1 15/16 .500 grs-500-baff-du-03 .109 .500 1-1/8 1-1/8 1 .625 grs-625-baff-du-02 .137 .625 1-1/4 1-1/4 1-1/8 .750 grs-750-baff-du-01 .167 .750 1-3/8 1-3/8 1-1/4 .875 grs-875-baff-du-02 .194 .875 1-3/8 1-3/8 1-3/8 1.000 grs-1000-baff-du-01 .220 1.000 1-3/8 1-5/8?, 1-1/2 flats 1-1/2 commscope p-3 times fiber t-10 .320 (7c) grs-320-baff-qr .071 .320 15/16 1 1 .540 grs-540-baff-qrp *** .124 .540 1-1/4 1-1/4 1-1/4 .715 grs-715-baff-qrp *** .166 .715 1-5/16 1-5/16 1-5/16 .860 grs-860-baff-qrp *** .203 .860 1-7/16 1-1/2 1-1/2 1.125 grs-1125-baff-qr .263 1.125 r equires 2 hook type spanner wrenches (p/n sw-2) commscope qr .565 grs-565-baff-tx .129 .565 1-1/4 1-1/4 1-1/8 .700 grs-700-baff-tx .165 .700 1-5/16 1-5/16 1-5/16 .840 grs-840-baff-tx .194 .840 1-3/8 1-1/2 1-1/2 1.160 grs-1160-baff-tx .269 1.160 r equires 2 hook type spanner wrenches (p/n sw-2) times fiber tx-10 .440 grs-440-baff-mc2 .105 .450 1-1/8 1-1/8 1 .500 grs-500-baff-mc2 .123 .510 1-1/8 1-1/8 1 .650 grs-650-baff-mc2 .156 .640 1-5/16 1-5/16 1-5/16 .750 grs-750-baff-mc2 .185 .760 1-3/8 1-3/8 1-1/4 1.000 grs-1000-baff-mc2 .248 1.015 1-1/2 1-3/4?, 1-5/8 flats 1-1/2 trilogy mc2 .412 group a grs-412-baff-a-01 .080 .412 13/16 1 15/16 .412 group cx grs-412-baff-cx .080 .482* 15/16 1-1/8 1 .500 group c grs-500-baff-a-01 .100 .500 15/16 1-1/8 1 .500 group d grs-500-baff-du-01 .109 .500 1-1/8 1-1/8 1 .500 group e grs-500-baff-du-02 .109 .500 1-1/8 1-1/8 1 .500 group cx grs-500-baff-cx .110 .571* 1-1/8 1-1/4 1-1/8 .625 group cx GRS-625-BAFF-CX .137 .693* 1-1/4 1-3/8 1-1/4 .750 group g grs-750-baff-a-01 .148 .750 1-1/8 1-3/8 1-1/4 .750 group h grs-750-baff-du-03 .167 .750 1-3/8 1-3/8 1-1/4 .750 group j grs-750-baff-fd-04 .176 .750 1-3/8 1-3/8 1-1/4 .750 group cx grs-750-baff-cx .169 .816* 1-3/8 1-1/2?, 1-7/16 flats 1-1/4 .875 group cx grs-875-baff-cx .194 .947* 1-3/8 1-5/8?, 1-1/2 flats 1-1/2 1.000 group o grs-1000-baff-a-01 .193 1.000 1-3/8 1-5/8?, 1-1/2 flats 1-1/2 1.000 group n grs-1000-baff-fd-01 .236 1.000 1-1/2 1-3/4?, 1-5/8 flats 1-1/2 early generations  see cable group listings in reference section of this catalog *indicates diameter over outer jacket ***incorporates a non-metallic support sleeve outdoor corning gilbert broadband products tel: 800 528 5567 / 623 245 1050 ? fax: 800 344 6358 / 623 939 3538 6 hex c hex b hex a center conductor cutting guide 5/8-24 thd 1.48 [37.6 mm] .50 [12.7 mm] .47 [11.8 mm] 3/8-32 thd 3/4 [19.1 mm] hex female "f" port  designed to work  with seal ring g-sr-1/2 accepts .022 to .051  conductor dia.

 grs afm connectors cable series part number center conductor outer conductor body hex (a) main nut hex (b) back nut hex (c) .412 grs-412-afm-du-01 .092 .412 15/16 1 15/16 .500 grs-500-afm-du-03 .109 .500 1-1/8 1-1/8 1 .625 grs-625-afm-du-02 .137 .625 1-1/4 1-1/4 1-1/8 .750 grs-750-afm-du-01 .167 .750 1-3/8 1-3/8 1-1/4 .875 grs-875-afm-du-02 .194 .875 1-3/8 1-3/8 1-3/8 1.000 grs-1000-afm-du-01 .220 1.000 1-3/8 1-5/8?, 1-1/2 flats 1-1/2 commscope p-3 times fiber t-10 .320 (7c) grs-320-afm-qr .071 .320 15/16 1 1 .540 grs-540-afm-qrp *** .124 .540 1-1/4 1-1/4 1-1/4 .715 grs-715-afm-qrp *** .166 .715 1-5/16 1-5/16 1-5/16 .860 grs-860-afm-qrp *** .203 .860 1-7/16 1-1/2 1-1/2 1.125 grs-1125-afm-qr .263 1.125 r equires 2 hook type spanner wrenches (p/n sw-2) commscope qr .565 grs-565-afm-tx .129 .565 1-1/4 1-1/4 1-1/8 .700 grs-700-afm-tx .165 .700 1-5/16 1-5/16 1-5/16 .840 grs-840-afm-tx .194 .840 1-3/8 1-1/2 1-1/2 1.160 grs-1160-afm-tx .269 1.160 r equires 2 hook type spanner wrenches (p/n sw-2) times fiber tx-10 .440 grs-440-afm-mc2 .105 .450 1-1/8 1-1/8 1 .500 grs-500-afm-mc2 .123 .510 1-1/8 1-1/8 1 .650 grs-650-afm-mc2 .156 .640 1-5/16 1-5/16 1-5/16 .750 grs-750-afm-mc2 .185 .760 1-3/8 1-3/8 1-1/4 1.000 grs-1000-afm-mc2 .248 1.015 1-1/2 1-3/4?, 1-5/8 flats 1-1/2 trilogy mc2 .412 group a grs-412-afm-a-01 .080 .412 13/16 1 15/16 .412 group cx grs-412-afm-cx .080 .482* 15/16 1-1/8 1 .500 group c grs-500-afm-a-01 .100 .500 15/16 1-1/8 1 .500 group d grs-500-afm-du-01 .109 .500 1-1/8 1-1/8 1 .500 group e grs-500-afm-du-02 .109 .500 1-1/8 1-1/8 1 .500 group cx grs-500-afm-cx .110 .571* 1-1/8 1-1/4 1-1/8 .625 group cx grs-625-afm-cx .137 .693* 1-1/4 1-3/8 1-1/4 .750 group g grs-750-afm-a-01 .148 .750 1-1/8 1-3/8 1-1/4 .750 group h grs-750-afm-du-03 .167 .750 1-3/8 1-3/8 1-1/4 .750 group cx grs-750-afm-cx .169 .816* 1-3/8 1-1/2?, 1-7/16 flats 1-1/4 .875 group cx grs-875-afm-cx .194 .947* 1-3/8 1-5/8?, 1-1/2 flats 1-1/2 1.000 group o grs-1000-afm-a-01 .193 1.000 1-3/8 1-5/8?, 1-1/2 flats 1-1/2 early generations  see cable group listings in reference section of this catalog *indicates diameter over outer jacket ***incorporates a non-metallic support sleeve corning gilbert broadband products tel: 800 528 5567 / 623 245 1050 ? fax: 800 344 6358 / 623 939 3538 7 cutting guide center conductor 3/8-32 thd 7/16 [11.1 mm] hex hex a hex b hex c .025 [.6 mm] dia. pin

 corning gilbert broadband products tel: 800 528 5567 / 623 245 1050 ? fax: 800 344 6358 / 623 939 3538 8 grs feed thru connectors 5/8-24 thd hex b hex a .31 [8.0 mm] cable series part number center conductor outer conductor body hex (a) back nut hex (b) .412 grs-412-b-du-01 .092 .412 1 1-15/16 .500 grs-500-b-du-03 .109 .500 1-1/8 1 commscope p-3 times fiber t-10 .540 grs-540-b-qr .124 .540 1-1/4 1-1/4 commscope qr .440 grs-440-b-mc2 .105 .450 1-1/8 1 .500 grs-500-b-mc2 .123 .510 1-1/8 1 trilogy mc2 .500 group d grs-500-b-du-01 .109 .500 1-1/8 1-1/8 early generations  see cable group listings in reference section of this catalog 3/4 [19.1 mm] hex 5/8-24 thd .31 [8.0 mm] series 11 part number figure dielectric o.d. g-11-ft 1,3 .284 g-11-ft-spl 2,3 .284 series 11 insulator cable dielectric will be visible figure 1 figure 2 figure 3

 series cable size connector cable group coring depth center conductor trim corning gilbert broadband products tel: 800 528 5567 / 623 245 1050 ? fax: 800 344 6358 / 623 939 3538 9 cable preparation dimensions cable size 320 500 540 715 860 1125 (a) 1/2[12.7mm] 1/2[12.7mm] 1/2[12.7mm] 1/2[12.7mm] 5/8[16mm] 5/8[16mm] (b) 15/16[24mm] 15/16[24mm] 15/16[24mm] 15/16[24mm] 1-1/16[27mm] 1-1/4[32mm] cable size 1000 1160 (a) 1-1/16[27mm] 1-1/4[32mm] *  typical dimension, actual is dependent upon equipment selected.  this dimension should be verified for appropriate length. 7/8 [22 mm] 15/16 [24 mm] 7/8 [22 mm] 1-1/16 [27 mm] 1-1/4 [32 mm] (a) 1-1/4 [32 mm] (b) (a) 7/8 [22 mm] 1-9/16 [38 mm]* 1-1/4 [32 mm] 2-1/16 [52 mm]* 1/2 [12.7 mm] 01 02 03 04 07 a du fd mc2 cx tx ch sp baff afm ext tr 412, 440 480, 500 565, 625 650, 700 750 grs 02 du cx tx ch sp baff afm ext tr 840 875 grs 01 a du mc2 tx fd ch sp baff afm ext tr 1000 1160 grs qr ch sp baff afm ext tr 320 500 540 715 860 1125 grs 01 02 03 a du mc2 cx tx b 412, 440 480, 500 565, 625 650, 750 grs qr b 500 540 grs




		


		
			

			▲Up To 
				Search▲    



		 
	
Price & Availability of GRS-625-BAFF-CX 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	

	


.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 























