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		  Datasheet File OCR Text:


		  acpdt -4v0ua-hf thru.  acpdt -15ua-hf page 1 maximum rating and electrical characteristics  (at  t a=25c unless otherwise noted) comchip t echnology co., l td. rev :  a   aqw -jp001 rohs device    - 300w peak pulse power(8/20s) . mechanical data    - case: sot -23 , plastic package.          - mounting position:  any .       - 2 unidirectional  t ransil functions.    -  low leakage current. circuit diagram    -  t ransient protection for data lines as per .    - iec61000-4-2 esd protection . features . company reserves the right to improve product design , functions and reliability without notice. d i m e n s i o n s   i n   i n c h e s   a n d   ( m i l l i m e t e r ) so t -23 0.070 (1.78) 1 2 3 0.120 (3.04) 0.1 10 (2.80) 0.104 (2.64) 0.083 (2.10) 0.020 (0.50) 0.015 (0.37) 0.055 (1.40) 0.047 (1.20) 0.044 (1.1 1) 0.035 (0.89) 0.080 (2.04) 0.004 (0.100)  0.007 (0.18) 0.003 (0.08) 0.027 (0.69) 0.014 (0.35) 0.001 (0.013) dual esd protection diode halogen free 3 1 2 op era tin g t em pe rat ure  ra ng e pa ra m et er sy m bo l v al ue 30 0 26 0 -40  to  +1 25 un it   w c t l p pp t op c peak pulse power ( tp = 8/20s ) lead temperature for soldering during 10s c storage temperature range -55 to +150 t stg t j v pp ele ctr os tat ic  dis ch arg e  15 kv c junction temperature 150 iec 61000-4-2(air discharge) iec 61000-4-2(contact )  discharge 8    - comply with  aec-q101.

 ra ting  and characteristic cur ves (a ) cpdt -4v0ua-hf  thru.  acpdt -15ua-hf f ig . 2   -   p o w e r   d e r a t i n g f ig .1  -  p u ls e  wa v e fo rm   t i m e ,  t   ( u s )   0 % 2 0 % 4 0 % 6 0 % 8 0 % 1 0 0 % 0 5 1 5 2 5 3 0 1 0 2 0 1 2 0 % p e a k   p u l s e   c u r r e n t ,   ( % i p p   ) t a = 2 5  c   p e a k   v a l u r   i p p   t e s t   w a v e f o r m p a r a m e t e r s t f = 8 u s t d = 2 0 u s e   - t t d =   t       p o w e r   r a t e d ,   ( % ) lead  t emperature,  t l  (c)  2 0 4 0     0 0 2 5 5 0 1 0 0 1 5 0 7 5 1 2 5 8 0 1 0 0   6 0 p e a k   p l u s e   p o w e r   8 / 2 0 u s a v e r a g e   p o w e r i p p / 2 company reserves the right to improve product design , functions and reliability without notice. f ig .3  -  p e a k  p u ls e  p o w e r  v s .  p u ls e  t im e p u l s e   d u r a t i o n   ,  t d ( u s )   1 0 1 0 0 1 , 0 0 0 1 0 , 0 0 0 0 . 1 1 1 0 0 1 0 1 , 0 0 0 p e a k   p u l s e   p o w e r ,   p p p   ( w a t t s ) 30 0w , 8 /2 0u s  wave fo rm dual esd protection diode notes  1. 8/20 waveform used. (see fig1.) 300 220 190 90 60 ( ) pf c acpdt -4v0ua-hf 4.0 17 acpdt -5v0ua-hf 5.0 12.5 17 a cpdt -8v0ua-hf 8.0 15.0 15 a cpdt -12vua-hf 12.0 28.0 12 a cpdt -15vua-hf 15.0 39.0 10 rated ( ) v 20.0 5.0 5.0 1.0 1.0 (  a) ( ) v ( ) a part no.  @ tp=8/20us @  1a vc ( ) v 10.5 8.5 9.8 13.4 19.0 24 v rm 4.0 6.0 8.5 13.3 16.7 ( ) v @ 1ma v br i ppm vc electrical characteristics  (at  t a =25c unless otherwise specified) stand-of f v oltage i rm max. leakage current max. breakdown v oltage max. clamping v oltage  max. pulse peak current max. capacitance  @ 0v , 1mhz @ v rm @  5a (note 1) page 2 comchip t echnology co., l td. rev :  a   aqw -jp001

 company reserves the right to improve product design , functions and reliability without notice. dual esd protection diode part number marking code marking code 04c m   1 2 3 4 5 6 e f h j k l month  jan feb w er apr may jun odd  y ear (per  a.d.)  even  y ear (per  a.d.)  7 8 9 t v c n p   u x y z jul aug sep oct nov dec acpdt -4v0ua-hf a cpdt -5v0ua-hf a cpdt -8v0ua-hf a cpdt -12vua-hf a cpdt -15vua-hf 05c m   08c m   12c m   15c m   3 1 2 xxx  m    ?  or  ??   or C :t raceablity code product marking code   :  month code xx x page 3 comchip t echnology co., l td. rev :  a   standard packaging c a s e   t y p e 3 , 0 0 0 r e e l (  p c s  ) reel size (inch) 7 r e e l   p a c k s o t - 2 3 suggested p ad layout size (inch) 0.031 (mm) 0.80 0.90 0.95 0.035 0.037 sot -23 2.00 0.079 e 2.90 0.1 14 b d c a a b c d e aqw -jp001
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