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		  Datasheet File OCR Text:


		  tyco / electronics  raychem circuit protection   308 constitution drive  menlo park, ca 94025-1164  phone: 800-227-4856  fax:  800-227-4866     surface mount fuse  slow blow, marked            document: scd 26346  pcn: rf0158-000  rev letter: a  rev date: august 29, 2005  page no.: 1 of 1       product: 1206sfs300fm/32   specification status:  released      table i. dimensions:     a  b  c  d    min max min max min max min max  mm: 3.00 3.40 0.77 1. 17 0.26 0.76 1.40 1.80  in:    (0.118)      (0.134)      (0.030)      (0.046)       (0.010)      (0.030)      (0.055)      (0.071)      table ii. performance ratings @ 25c (unless otherwise noted):    rated      nominal cold  clear time  @  operating  temperature (c) current (a)  dcr ( ? )*  100% of rated  current  200% of rated  current  300% of rated  current  800% of rated  current    min    max    3.0    0.032    4 hours min  120 seconds max 3 seconds max 0.05 seconds max    -55    125  * measured at 10% of  rated current and 25c      agency recognition:  ul e197536  precedence:  this specification takes pr ecedence over documents  referenced herein.  effectivity: reference documents  shall be the issue in effect on  the date of invitation for bid.      materials information      rohs compliant   elv compliant                           ? 2005 tyco electronics corporation. all rights reserved.  max electrical rating at 25c  max   voltage:  32v dc      max interrupt current: 50a     termination material: silver, nickel, tin    fuse element: silver                             body material: glass ceramic     marking:            k                                  part identification  indicates 3a device  k k
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