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		  Datasheet File OCR Text:


		  86 pressure ranges model AS17A (absolute)................10 to 10,000 psia model as19g (gage)................25 to 10,000 psig linearity ................ +/- 0.15% full scale hysteresis................+/- 0.10% full scale output................3 mv/v nominal resolution ................ infinite temperature, operating................-65 to 300 f temperature, compensated ................ -65 to 250 f temperature, effect zero................0.005% full scale/ f span ................ 0.005% reading/ f excitation (calibration)................10 vdc bridge resistance................350 ohms electrical termination (std) ................bendix ptih-10-6p or equivalent  media................fluids compatible with 17-4 ph stainless steel pressure port................7/16-20 per ms33656e-4 wetted parts material ................17-4 ph stainless steel weight................5 oz. case material................stainless steel dimensions performance environmental electrical mechanical n non-linearity 0.15% bfsl n lightweight model AS17A/ as19g aerospace pressure transducers order code ap161 (absolute); ap162 (gage) ptih-10-6p connector 1.75 in. ?1.13 in. (AS17A) ?1.01 in. (as19g) pressure port 7/16-20 per ms33656e-4 wiring code connector/unamplified a&b (+) excitation c&d (-) excitation   e (-) output f (+) output  

 87 range range code 10 psig/a av 15 psig/a bj 25 psig/a bl 50 psig/a bn 75 psig/a bp 100 psig/a br 150 psig/a cj 200 psig/a cl 300 psig/a cp 500 psig/a cr 750 psig/a ct 1,000 psig/a cv 1,500 psig/a dj 2,000 psig/a dl 3,000 psig/a dn 5,000 psig/a dr 7,500 psig/a dt 10,000 psig/a dv how to order combine the order code and the range code. order code range code sample code:     ap161           bj            range codes model AS17A/ as19g typical system diagram adaptors  compatible with : 7/16-20 unf male model AS17A/ as19g m ating connectors & cables p t06a-10-6s (6 conductor cable), std. pt06e-10-6s (6 conductor cable) c ustomer supplied c hart recorder alarm panel data acquisition c omputer plc i n-line amplifiers (used with unamplified units only) a mplifier o utput universal in-line amplifiers u v +/- 5 vdc uv-10 +/- 10 vdc ubp 0 +/- 5 vdc u3w 4-20 ma (3 wire) d in rail mount in-line amplifiers dv-05 0 +/- 5 vdc (3 wire) d a-05 4-20 ma (3 wire) dv-10 0 +/- 10 vdc (3 wire) display units   sc500  s c1000                     sc2000           s c2001           sc3004           gm                         nk            hh                
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