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		  Datasheet File OCR Text:


		  size code & package quantity: 5 1000 1812 4532 5 2500 1210 3225 5 3000 1206 3216 5 3000 0805 201211 5 4000 0805 201209 5 4000 0603 1608 5 10000 0402 1005 reel / box pcs / reel eia code jis code test equipment :   * hp4284a,hp42841a- l,idc,q.rdc * hp8753d network analyzer- srf    standard atmospheric conditions: ambient temp:20+/-15 o c relative humidity:65+/-20% if there may be any doubt on the result, measurement shall be made within the following limits: ambient temp:25+/-5 o c relative humidity:75+/-10% [   z   ]   i m p e d a n c e fre q uenc y   ( mhz ) 10 100 1 0                10                  100                  1000     z v.s frequency curve xl r [ z ] [   z   ]   i m p e d a n c e frequency (mhz) z v.s frequency curve 10 100 1000 1 10                  100            1000  -> [a] material [b] material dimensions: [mm] type             l                   w                  t                 c     201209    2.0  0.20   1.25  0.20   0.90  0.20   0.50  0.3        201212    2.0  0.20   1.25  0.20   1.25  0.20   0.50  0.3  160808    1.6  0.15   0.80  0.15   0.80  0.15   0.40  0.2 321611    3.2  0.20   1.60  0.20   1.10  0.20   0.50  0.3 322513    3.2  0.20   2.50  0.20   1.30  0.20   0.50  0.3 453215    4.5  0.25   3.20  0.20   1.50  0.20   0.50  0.3 100505    1.0  0.15   0.50  0.15   0.50  0.15   0.25  0.15 t l c c w 451616    4.5  0.25   1.60  0.20   1.60  0.20   0.50  0.3 gbd    201209   p    ga      601     n     ------     ---------   ---  -------   -------   ---     1            2        3       4         5       6            1. gbd : gotrend series  2. 201209 : length 2.0mm x width 1.2mm x height 0.9mm 4.  ga   :  normal cu rve ( general purpose use ) gb   :  sharp  curve ( narrow band ) 5.  601   :  impedance (ohm) = 600 ohm gh   :  high-current   6.    n    :  tolerance  m=20%, n=25% part no example: 3. p : pb  < 1000ppm  gz    : ghz band bead  ga, gb, gh  smd dip shield unshield ?? ?? product structure nd nd nd nd nd  [   z   ]   i m p e d a n c e frequency (mhz) 500 10  0                10                  100                  1000        z v.s frequency curve gbd[b] series [z] value curv e [ z ] 1000 300 500 600 800 1000 ohm [   z   ]   i m p e d a n c e frequency (mhz) 500 10  0                10                  100                  1000        z v.s frequency curve gbd[a][h] series [z] value curv e [ z ] 1000 300 500 600 800 1000 ohm     (temp- c )   o 300    a    b 150 100 50 100sec (max)  60sec 20  20   10 sec sec sec (time:second) recommand reflow curve  60-80sec pre-heating natural-cooling soldering lead         solder: point a=230 , b=235  lead free solder: point a=245 , b=255  notice: iron soldering:  3 seconds max. @260  c o operating & storage condition: operating temp:-40~+85 o c   storage     temp:-40~+85 o c storage life time: 12 month @25 o c , rh 65% attention & caution: please avoid following matters: * splashing water or salt water  * toxic gas (hydrogen sulfide, sulfurous acid, chlorine, ammonia) * vibrations or shocks which  exceed the specified condition * dew condenses * please be careful for the stress to this product by board flexure or        something after the mounting. page : 3 pages 2010.09.28 latest edit date multilayer ferrite chip bead  description 2009.07.24 established date teddy editor gbd-v3r2 file version gotrend brand gbd product series code   gotrend technology co., ltd.     tel:886-2-82526199   fax:886-2-82526534                                                      page: 3 http://www.gotr end.com.tw  e.mail: service@gotrend.com.tw                                                         free datasheet http:///

 50 1.30 100 2700 gbd160808pga272n 50 1.30 100 2500 gbd160808pga252n 50 1.20 100 2200 gbd160808pga222n 50 1.00 100 1500 gbd160808pga152n 200 0.70 100 1000 gbd160808pga102n 200 0.70 100 750 gbd160808pga751n 200 0.50 100 600 GBD160808PGA601N 200 0.50 100 500 gbd160808pga501n 200 0.50 100 470 gbd160808pga471n 200 0.50 100 450 gbd160808pga451n 200 0.50 100 330 gbd160808pga331n 200 0.40 100 300 gbd160808pga301n 200 0.40 100 240 gbd160808pga241n 200 0.30 100 220 gbd160808pga221n 200 0.30 100 200 gbd160808pga201n 200 0.30 100 180 gbd160808pga181n 200 0.30 100 150 gbd160808pga151n 300 0.25 100 120 gbd160808pga121n 300 0.20 100 100 gbd160808pga101n 300 0.20 100 90 gbd160808pga900n 300 0.15 100 80 gbd160808pga800n 300 0.15 100 75 gbd160808pga750n 300 0.15 100 70 gbd160808pga700n 300 0.10 100 60 gbd160808pga600n 300 0.10 100 50 gbd160808pga500n 300 0.10 100 47 gbd160808pga470n 400 0.10 100 40 gbd160808pga400n 400 0.10 100 31 gbd160808pga310n 400 0.10 100 30 gbd160808pga300n 400 0.10 100 26 gbd160808pga260n 400 0.10 100 25 gbd160808pga250n 400 0.10 100 22 gbd160808pga220n 500 0.08 100 19 gbd160808pga190n 500 0.05 100 11 gbd160808pga110n 60 2.00 100 1500 gbd100505pga152n 100 1.50 100 1000 gbd100505pga102n 200 1.00 100 600 gbd100505pga601n 200 0.80 100 480 gbd100505pga481n 200 0.50 100 240 gbd100505pga241n 200 0.50 100 120 gbd100505pga121n 200 0.40 100 80 gbd100505pga800n 300 0.40 100 75 gbd100505pga750n 300 0.30 100 40 gbd100505pga400n 300 0.20 100 30 gbd100505pga300n 500 0.05 100 10 gbd100505pga100n 500 0.05 100 6 gbd100505pga060n rated current  (ma)  (max) dcr  (ohm)  (max) test freq. (mhz) z - value  (ohm)  (+/- 25%) part no. gbdxxxxxxgaxxxx               ga series for  normal usage page : 4 pages 2010.09.28 latest edit date multilayer ferrite chip bead  description 2009.07.24 established date teddy editor gbd-v3r2 file version gotrend brand gbd product series code   gotrend technology co., ltd.     tel:886-2-82526199   fax:886-2-82526534                                                      page: 4 http://www.gotr end.com.tw  e.mail: service@gotrend.com.tw                                                         free datasheet http:///

 200 0.70 100 2700 gbd201209pga272n 200 0.70 100 2500 gbd201209pga252n 200 0.60 100 2200 gbd201209pga222n 200 0.60 100 2000 gbd201209pga202n 200 0.60 100 1500 gbd201209pga152n 200 0.60 100 1200 gbd201209pga122n 200 0.50 100 1000 gbd201209pga102n 200 0.50 100 750 gbd201209pga751n 300 0.40 100 600 gbd201209pga601n 300 0.40 100 500 gbd201209pga501n 300 0.40 100 470 gbd201209pga471n 300 0.40 100 450 gbd201209pga451n 300 0.30 100 400 gbd201209pga401n 300 0.30 100 330 gbd201209pga331n 300 0.30 100 300 gbd201209pga301n 300 0.30 100 220 gbd201209pga221n 300 0.30 100 200 gbd201209pga201n 300 0.25 100 150 gbd201209pga151n 300 0.25 100 120 gbd201209pga121n 300 0.25 100 100 gbd201209pga101n 500 0.15 100 90 gbd201209pga900n 500 0.15 100 80 gbd201209pga800n 500 0.15 100 70 gbd201209pga700n 500 0.15 100 60 gbd201209pga600n 500 0.10 100 50 gbd201209pga500n 500 0.10 100 47 gbd201209pga470n 500 0.10 100 40 gbd201209pga400n 600 0.10 100 31 gbd201209pga310n 600 0.10 100 30 gbd201209pga300n 600 0.10 100 26 gbd201209pga260n 600 0.10 100 22 gbd201209pga220n 600 0.10 100 19 gbd201209pga190n 600 0.10 100 17 gbd201209pga170n 600 0.10 100 11 gbd201209pga110n 600 0.10 100 9 gbd201209pga090n 600 0.10 100 7 gbd201209pga070n rated current  (ma)  (max) dcr  (ohm)  (max) test freq. (mhz) z - value  (ohm)  (+/- 25%) part no. gbdxxxxxxgaxxxx               ga series for  normal usage page : 5 pages 2010.09.28 latest edit date multilayer ferrite chip bead  description 2009.07.24 established date teddy editor gbd-v3r2 file version gotrend brand gbd product series code   gotrend technology co., ltd.     tel:886-2-82526199   fax:886-2-82526534                                                      page: 5 http://www.gotr end.com.tw  e.mail: service@gotrend.com.tw                                                         free datasheet http:///

 500 0.30 100 120 gbd453215pga121n 500 0.30 100 70 gbd453215pga700n 500 0.30 100 170 gbd451616pga171n 500 0.30 100 150 gbd451616pga151n 500 0.30 100 100 gbd451616pga101n 600 0.20 100 80 gbd451616pga800n 600 0.20 100 60 gbd451616pga600n 600 0.20 100 50 gbd451616pga500n 500 0.20 100 90 gbd322513pga900n 500 0.20 100 60 gbd322513pga600n 500 0.20 100 32 gbd322513pga320n 500 0.20 100 70 gbd321616pga700n 500 0.20 100 60 gbd321616pga600n 500 0.10 100 25 gbd321616pga250n 200 0.60 30 2700 gbd321611pga272n 200 0.60 30 2000 gbd321611pga202n 200 0.45 50 1500 gbd321611pga152n 200 0.40 50 1200 gbd321611pga122n 200 0.40 50 1000 gbd321611pga102n 400 0.30 100 600 gbd321611pg a 601n 400 0.20 100 500 gbd321611pga501n 400 0.20 100 470 gbd321611pga471n 400 0.20 100 400 gbd321611pga401n 400 0.20 100 300 gbd321611pga301n 400 0.20 100 220 gbd321611pga221n 400 0.20 100 200 gbd321611pga201n 500 0.15 100 150 gbd321611pga151n 500 0.15 100 120 gbd321611pga121n 500 0.15 100 100 gbd321611pga101n 500 0.15 100 90 gbd321611pga900n 500 0.15 100 80 gbd321611pga800n 500 0.10 100 70 gbd321611pga700n 500 0.10 100 60 gbd321611pga600n 500 0.10 100 50 gbd321611pga500n 500 0.10 100 47 gbd321611pga470n 600 0.05 100 32 gbd321611pga320n 600 0.05 100 31 gbd321611pga310n 600 0.05 100 30 gbd321611pga300n 600 0.05 100 26 gbd321611pga260n 600 0.05 100 19 gbd321611pga190n 600 0.05 100 11 gbd321611pga110n rated current  (ma)  (max) dcr  (ohm)  (max) test freq. (mhz) z - value  (ohm)  (+/- 25%) part no. gbdxxxxxxgaxxxx               ga series for  normal usage page : 6 pages 2010.09.28 latest edit date multilayer ferrite chip bead  description 2009.07.24 established date teddy editor gbd-v3r2 file version gotrend brand gbd product series code   gotrend technology co., ltd.     tel:886-2-82526199   fax:886-2-82526534                                                      page: 6 http://www.gotr end.com.tw  e.mail: service@gotrend.com.tw                                                         free datasheet http:///

 100 0.85 100 2700 gbd201209pgb272n 100 0.75 100 2200 gbd201209pgb222n 100 0.70 100 1500 gbd201209pgb152n 100 0.70 100 1200 gbd201209pgb122n 100 0.60 100 1000 gbd201209pgb102n 100 0.60 100 750 gbd201209pgb751n 200 0.50 100 600 gbd201209pgb601n 200 0.50 100 500 gbd201209pgb501n 300 0.50 100 400 gbd201209pgb401n 300 0.50 100 300 gbd201209pgb301n 300 0.50 100 220 gbd201209pgb221n 300 0.50 100 200 gbd201209pgb201n 400 0.50 100 170 gbd201209pgb171n 400 0.40 100 150 gbd201209pgb151n 400 0.40 100 120 gbd201209pgb121n 400 0.40 100 100 gbd201209pgb101n 500 0.30 100 90 gbd201209pgb900n 500 0.30 100 75 gbd201209pgb750n 500 0.30 100 60 gbd201209pgb600n 500 0.30 100 40 gbd201209pgb400n 600 0.20 100 32 gbd201209pgb320n 600 0.20 100 30 gbd201209pgb300n 600 0.20 100 26 gbd201209pgb260n 700 0.10 100 11 gbd201209pgb110n 800 0.07 100 6 gbd201209pgb060n 50 1.50 100 2200 gbd160808pgb222n 100 0.95 100 1800 gbd160808pgb182n 100 0.80 100 1500 gbd160808pgb152n 100 0.70 100 1000 gbd160808pgb102n 100 0.60 100 600 gbd160808pgb601n 150 0.60 100 480 gbd160808pgb481n 200 0.50 100 300 gbd160808pgb301n 200 0.40 100 240 gbd160808pgb241n 200 0.40 100 220 gbd160808pgb221n 300 0.40 100 150 gbd160808pgb151n 300 0.40 100 130 gbd160808pgb131n 300 0.40 100 120 gbd160808pgb121n 300 0.40 100 100 gbd160808pgb101n 300 0.40 100 80 gbd160808pgb800n 300 0.40 100 75 gbd160808pgb750n 300 0.30 100 60 gbd160808pgb600n 300 0.30 100 47 gbd160808pgb470n 300 0.30 100 40 gbd160808pgb400n 300 0.30 100 30 gbd160808pgb300n 400 0.07 100 10 gbd160808pgb100n 500 0.05 100 6 gbd160808pgb060n 50 0.80 100 120 gbd100505pgb121n 100 0.60 100 80 gbd100505pgb800n 150 0.40 100 40 gbd100505pgb400n 200 0.20 100 10 gbd100505pgb100n 300 0.10 100 6 gbd100505pgb060n rated current (ma)  (max) dcr  (ohm)  (max) test freq. (mhz) z - value  (ohm)  part no. gbdxxxxxxgbxxxx               gb series for  narrow-band  signal line use page : 7 pages 2010.09.28 latest edit date multilayer ferrite chip bead  description 2009.07.24 established date teddy editor gbd-v3r2 file version gotrend brand gbd product series code   gotrend technology co., ltd.     tel:886-2-82526199   fax:886-2-82526534                                                      page: 7 http://www.gotr end.com.tw  e.mail: service@gotrend.com.tw                                                         free datasheet http:///

 150 1.20 100 1500 gbd321611pgb152n 200 1.00 100 1200 gbd321611pgb122n 300 0.80 100 600 gbd321611pgb601n 300 0.60 100 400 gbd321611pgb401n 300 0.60 100 350 gbd321611pgb351n 300 0.50 100 220 gbd321611pgb221n 300 0.50 100 200 gbd321611pgb201n 400 0.40 100 150 gbd321611pgb151n 400 0.40 100 120 gbd321611pgb121n 500 0.30 100 90 gbd321611pgb900n 500 0.30 100 80 gbd321611pgb800n 500 0.30 100 60 gbd321611pgb600n 600 0.20 100 32 gbd321611pgb320n 600 0.20 100 19 gbd321611pgb190n rated current (ma)  (max) dcr  (ohm)  (max) test freq. (mhz) z - value  (ohm)  part no. gbdxxxxxxgbxxxx               gb series for  narrow-band  signal line use page : 8 pages 2010.09.28 latest edit date multilayer ferrite chip bead  description 2009.07.24 established date teddy editor gbd-v3r2 file version gotrend brand gbd product series code   gotrend technology co., ltd.     tel:886-2-82526199   fax:886-2-82526534                                                      page: 8 http://www.gotr end.com.tw  e.mail: service@gotrend.com.tw                                                         free datasheet http:///

 1500 0.120 100 1000  ? 25%  gbd201209pgh102n 2000 0.100 100 600  ? 25%  gbd201209pgh601n 2000 0.100 100 500  ? 25%  gbd201209pgh501n 2000 0.100 100 400  ? 25%  gbd201209pgh401n 2000 0.080 100 330  ? 25%  gbd201209pgh331n 2000 0.080 100 300  ? 25%  gbd201209pgh301n 2000 0.080 100 220  ? 25%  gbd201209pgh221n 2500 0.050 100 200  ? 25%  gbd201209pgh201n 2500 0.050 100 180  ? 25%  gbd201209pgh181n 2500 0.050 100 150  ? 25%  gbd201209pgh151n 3000 0.040 100 120  ? 25%  gbd201209pgh121n 3000 0.040 100 100  ? 25%  gbd201209pgh101n 3000 0.040 100 90  ? 25%  gbd201209pgh900n 3000 0.040 100 80  ? 25%  gbd201209pgh800n 3000 0.040 100 75  ? 25%  gbd201209pgh750n 3000 0.040 100 70  ? 25%  gbd201209pgh700n 3000 0.030 100 60  ? 25%  gbd201209pgh600n 3000 0.025 100 50  ? 25%  gbd201209pgh500n 3000 0.020 100 40  ? 25%  gbd201209pgh400n 4000 0.020 100 31  ? 25%  gbd201209pgh310n 4000 0.020 100 30  ? 25%  gbd201209pgh300n 4000 0.020 100 27  ? 25%  gbd201209pgh270n 4000 0.020 100 22  ? 25%  gbd201209pgh220n 5000 0.020 100 17  ? 25%  gbd201209pgh170n 6000 0.010 100 11  ? 25%  gbd201209pgh110n 6000 0.010 100 7  ? 25%  gbd201209pgh070n 800 0.250 100 1000  ? 25%  gbd160808pgh102n 1000 0.200 100 600  ? 25%  gbd160808pgh601n 1500 0.150 100 500  ? 25%  gbd160808pgh501n 1500 0.150 100 470  ? 25%  gbd160808pgh471n 1000 0.140 100 390  ? 25%  gbd160808pgh391n 1500 0.150 100 330  ? 25%  gbd160808pgh331n 2000 0.100 100 300  ? 25%  gbd160808pgh301n 2000 0.100 100 220  ? 25%  gbd160808pgh221n 2000 0.100 100 200  ? 25%  gbd160808pgh201n 2000 0.080 100 180  ? 25%  gbd160808pgh181n 2000 0.080 100 150  ? 25%  gbd160808pgh151n 2500 0.050 100 120  ? 25%  gbd160808pgh121n 2500 0.050 100 100  ? 25%  gbd160808pgh101n 2500 0.050 100 90  ? 25%  gbd160808pgh900n 2500 0.050 100 80  ? 25%  gbd160808pgh800n 2500 0.050 100 75  ? 25%  gbd160808pgh750n 2500 0.050 100 70  ? 25%  gbd160808pgh700n 3000 0.040 100 60  ? 25%  gbd160808pgh600n 3000 0.035 100 40  ? 25%  gbd160808pgh400n 3000 0.030 100 30  ? 25%  gbd160808pgh300n 3000 0.030 100 25  ? 25%  gbd160808pgh250n 4000 0.020 100 11  ? 25%  gbd160808pgh110n 4000 0.020 100 10  ? 25%  gbd160808pgh100n 1200 0.090 100 120  ? 25%  gbd100505pgh121n 1500 0.080 100 60  ? 25%  gbd100505pgh600n 1700 0.050 100 30  ? 25%  gbd100505pgh300n 2000 0.030 100 10  ? 25%  gbd100505pgh100n rated current (ma)  (max) dcr  (ohm)  (max) test freq. (mhz) z - value  (ohm)  part no. gbdxxxxxxghxxxx               gh series for  high-current  use page : 9 pages 2010.09.28 latest edit date multilayer ferrite chip bead  description 2009.07.24 established date teddy editor gbd-v3r2 file version gotrend brand gbd product series code   gotrend technology co., ltd.     tel:886-2-82526199   fax:886-2-82526534                                                      page: 9 http://www.gotr end.com.tw  e.mail: service@gotrend.com.tw                                                         free datasheet http:///

 4000 0.030 100 120  ? 25%  gbd453215pgh121n 6000 0.030 100 70  ? 25%  gbd453215pgh700n 2000 0.100 100 150  ? 25%  gbd451616pgh151n 4000 0.025 100 80  ? 25%  gbd451616pgh800n 5000 0.020 100 60  ? 25%  gbd451616pgh600n 6000 0.020 100 50  ? 25%  gbd451616pgh500n 3000 0.025 100 90  ? 25%  gbd322513pgh900n 4000 0.025 100 60  ? 25%  gbd322513pgh600n 800 0.200 50 1500  ? 25%  gbd321611pgh152n 1000 0.180 50 1200  ? 25%  gbd321611pgh122n 1000 0.300 50 1000  ? 25%  gbd321611pgh102n 2000 0.100 100 600  ? 25%  gbd321611pgh601n 2500 0.070 100 500  ? 25%  gbd321611pgh501n 2500 0.065 100 400  ? 25%  gbd321611pgh401n 2000 0.060 100 300  ? 25%  gbd321611pgh301n 2000 0.050 100 220  ? 25%  gbd321611pgh221n 2000 0.040 100 150  ? 25%  gbd321611pgh151n 3000 0.030 100 120  ? 25%  gbd321611pgh121n 3000 0.030 100 100  ? 25%  gbd321611pgh101n 3000 0.030 100 90  ? 25%  gbd321611pgh900n 3000 0.025 100 80  ? 25%  gbd321611pgh800n 4000 0.020 100 60  ? 25%  gbd321611pgh600n 4000 0.020 100 50  ? 25%  gbd321611pgh500n 4000 0.015 100 32  ? 25%  gbd321611pgh320n 4000 0.015 100 31  ? 25%  gbd321611pgh310n 4000 0.015 100 30  ? 25%  gbd321611pgh300n 6000 0.015 100 26  ? 25%  gbd321611pgh260n 6000 0.015 100 19  ? 25%  gbd321611pgh190n 6000 0.015 100 11  ? 25%  gbd321611pgh110n rated current (ma)  (max) dcr  (ohm)  (max) test freq. (mhz) z - value  (ohm)  part no. gbdxxxxxxghxxxx               gh series for  high-current  use   page : 10 pages 2010.09.28 latest edit date multilayer ferrite chip bead  description 2009.07.24 established date teddy editor gbd-v3r2 file version gotrend brand gbd product series code   gotrend technology co., ltd.     tel:886-2-82526199   fax:886-2-82526534                                                      page: 10 http://www.gotr end.com.tw  e.mail: service@gotrend.com.tw                                                         free datasheet http:///

 gbg160808gza102n gbg160808gza601n gbg160808gza471n gbg160808gza331n 50 1.2 1600  ? 40% 330  ? 25%  gbd160808pgzh331n 100 0.8 1100  ? 40% 220  ? 25%  gbd160808pgzh221n 200 0.5 500  ? 40% 120  ? 25%  gbd160808pgzh121n 50 1.8 1700 (typ) 1000  ? 25%  gbd160808pgzb102n 100 1.5 1200 (typ) 600  ? 25%  gbd160808pgzb601n 100 1.2 1000 (typ) 470  ? 25%  gbd160808pgzb471n 50 1.50 1200  ? 40% 1000  ? 25% gbd160808pgza102n 100 0.90 700  ? 40% 600  ? 25% gbd160808pgza601n 200 0.70 600  ? 40% 470  ? 25% gbd160808pgza471n 200 0.50 400  ? 40% 330  ? 25% gbd160808pgza331n 2.3 50 2000  ? 40% 1000  ? 25% gbd100505pgzb102n 1.7 100 1400  ? 40% 600  ? 25% gbd100505pgzb601n 2.0 100 1400  ? 40% 1000  ? 25% gbd100505pgza102n 1.3 200 1000  ? 40% 600  ? 25% gbd100505pgza601n rated current (ma)  (max) dcr  (ohm)  (max) z - value (ohm) (1ghz ) z - value (ohm) (100mhz) part no. gbdxxxxxxgzxxxxx               gbd series for  ghz-band  signal line use page : 11 pages 2010.09.28 latest edit date multilayer ferrite chip bead  description 2009.07.24 established date teddy editor gbd-v3r2 file version gotrend brand gbd product series code   gotrend technology co., ltd.     tel:886-2-82526199   fax:886-2-82526534                                                      page: 11 http://www.gotr end.com.tw  e.mail: service@gotrend.com.tw                                                         free datasheet http:///

   the terminal electrode and the ferrite must not be damaged by the forces applied on the test conditions. 100505:  ?  0.2kg     160808:  ?  0.5kg 201209:  ?  1.0kg     321611:  ?  1.5kg 453215:  ?  2.0kg w terminal strength 11 no mechanical damage shall be noticed even when the board is bent 2 mm   2 1.6 20 45 45 flexure strength  10 the terminal electrode and the ferrite must not be damaged by the forces applied on the test conditions. 100505:  ?  1 kg  201209, 160808:  ?  3 kg 321616, 321611, 322513:  ?  6 kg  453215, 453216:  ?  8 kg 10 r 0.5 p chip a bending strength  9 the chip must have no cracks.more than 75% of the terminal electrode must be covered with solder. preheat:120 ~ 150  o   c (60 sec) solder:h63a(eutectic solder) solder temp.: 260  ?  5  o  c flux: rosin dip time: 10 ? 1 seconds soldering heat resistance  8 impedance(inductance) shall be within  ? 20% of the initial value. dcr value shall be within  ? 20% of the initial value. solder: h63a(eutectic solder) solder temp.:  230 ? 5  o  c time: 6 minutes cycles: x  1 ir reflow soldering  7 frequency: 10hz~55hz  amplitude: 1.5mm direction: x,y,z time: 2 hours each vibration 6 ?? no.5 cycle: 5 cycles 9.5hr 95~100%rh 25 ? 2  o  c 3 9.5hr 95~96%rh 55 ? 2  o  c 2 3.0hr 95~100%rh 25 ? 2  o  c 1 time humidity temp step temperature and humidity cycle  5 temperature: -40  ?  2  o  c time: 1000 ? 12 hours low temperature 4 ?? no.2~3 applied current(spec):            rated current(maximum value) temperature: 85 ? 2  o  c humidity: 20% testing time: 1000 ? 12 hours hightemperature 3 ?? no.1~4 measurement:after                 placing for 24 hours (min.) humidity: 90%~ 95% rh temperature: 40 ? 2  o  c test time: 1000 ? 12 hours humidity resistance  2 inductance value shall be within  ? 10% of the initial value. q-factor shall be within  ? 30% of  the initial value. impedance shall be within  ? 20% of  the initial value. dcr value shall be within  ? 20% of the initial value. temperature:-40  o  c/ +85  o  c kept stabilized for 30 minutes each  cycle: 100 cycles thermal shock (temperature cycle) 1 remarks test conditions item no reliability test result : page : 12 pages 2010.09.28 latest edit date multilayer ferrite chip bead  description 2009.07.24 established date teddy editor gbd-v3r2 file version gotrend brand gbd product series code   gotrend technology co., ltd.     tel:886-2-82526199   fax:886-2-82526534                                                      page: 12 http://www.gotr end.com.tw  e.mail: service@gotrend.com.tw                                                         free datasheet http:///

 inner small box          inner medium box                outter large box                                         5 reel in  5 inner small box in 8 21 20 40 41 22 42 21 21.5 box package:cm 1k 7 ? 10 20 50 178 453215 2k 7 ? 10 20 50 178 322513 3k 7 ? 10 20 50 178 321611 3k 7 ? 10 20 50 178 201211 4k 7 ? 10 20 50 178 201209 4k 7 ? 10 20 50 178 160808 10k 7 ? 10 20 50 178 100505 qty/reel reel size d c b a size / mm reel dimensions: mm   +/-0.20 bmin.   c [max]   d+/-1.5 a mfd :xxxxx-xxxxx pn   :xxx qty :xxxxx note :xxxxxxxx xxxxxx cucstomer label:  pn: barcode: po: descriptin: ...........etc.  request qc ok l a b e l e d   o n   r e e l [ reel color 7"=white , 13"=dark blue ]   0.23 +/-0.10 1.85 +/-0.10 4.00 +/-0.10 2.00 +/-0.05 8.00 +/-0.10 1.75 +/-0.10 5.50 +/-0.05 12.0 +/-0.10 4.95 +/-0.10 3.66 +/-0.10 453215 0.23 +/-0.05 1.55 +/-0.10 4.00 +/-0.10 2.00 +/-0.05 4.00 +/-0.10 1.75 +/-0.10 3.50 +/-0.05 8.00+/-0.20 3.50 +/-0.10 2.90 +/-0.10 322513 0.23 +/-0.10 1.27 +/-0.10 4.00 +/-0.10 2.00 +/-0.05 4.00 +/-0.10 1.75 +/-0.10 3.50 +/-0.05 8.00+/-0.20 3.50 +/-0.10 1.88 +/-0.10 321611 0.20 +/-0.05 1.45 +/-0.10 4.00 +/-0.10 2.00 +/-0.05 4.00 +/-0.10 1.75 +/-0.10 3.50 +/-0.05 8.00+/-0.20 2.29 +/-0.10 1.47 +/-0.10 201212 0.95 +/-0.05 n/a 4.00 +/-0.10 2.00 +/-0.05 4.00 +/-0.10 1.75 +/-0.10 3.50 +/-0.05 8.00 +/-0.10 2.25 +/-0.05 1.45 +/-0.05 201209 0.95 +/-0.05 n/a 4.00 +/-0.10 2.00 +/-0.05 4.00 +/-0.10 1.75 +/-0.10 3.50 +/-0.05 8.00 +/-0.10 1.85 +/-0.05 1.03 +/-0.05 160808 0.60 +/-0.05 n/a 4.00 +/-0.10 2.00 +/-0.05 4.00 +/-0.10 1.75 +/-0.10 3.50 +/-0.05 8.00+/-0.10 1.12 +/-0.05 0.62+/-0.05 100505 t k0 h  g p e d w b a size/mm       p     a           k0    t           b                           e     g       h                   d                 w tape dimension: mm peel strength of cover tape velocity   : 300mm/min. strength : 10~13 g carrier  angle        : 165~180   from the tape adhesive face o start the tape : min. 30cm blank tape    end the tape : min. 30 cm blank tape direction         t   page : 13 pages 2010.09.28 latest edit date multilayer ferrite chip bead  description 2009.07.24 established date teddy editor gbd-v3r2 file version gotrend brand gbd product series code   gotrend technology co., ltd.     tel:886-2-82526199   fax:886-2-82526534                                                      page: 13 http://www.gotr end.com.tw  e.mail: service@gotrend.com.tw                                                         free datasheet http:///
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