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		  Datasheet File OCR Text:


		  x     x     x     x     0.1 to 0.47 4x5.4 1 to 5(1 to 4) 4x5.4 1 to 5 1.0 4x5.4 10(8) 4x5.4 10 4x6.0 10 2.2 (8) 4x5.4 15(10) 4x5.4 15 6.3x6.0 20 3.3 (10) 4x5.4 18 5x5.4 20 6.3x6.0 28 4.7 4x5.4 19(12) 4x5.4 20 5x5.4 23 5x5.4 23 6.3x6.0 35 10 4x5.4 25(18) 5x5.4 28 5x5.4 30 6.3x5.4 34 6.3x5.4 34 6.3x7.7 50 22 (19) 4x5.4 31(19) 5x5.4 35 5x5.4 39 6.3x5.4 52 6.3x5.4 54 6.3x6.0 45 6.3x7.7 70 8x10.2 120 33 4x5.4 26 5x5.4 39 5x5.4 43 6.3x5.4 57 6.3x5.4 63 6.3x6.0 60 6.3x7.7 85 8x10.2 160 10x10.2 190 47 4x5.4 34 5x5.4 47 6.3x5.4 59 6.3x5.4 68 6.3x6.0 68 6.3x6.0 70 6.3x7.7 90 8x10.2 170 12.5x13.5 330 82 10x7.7 200 100 5x5.4 61 6.3x5.4 71 6.3x5.4 76 6.3x5.4 86 6.3x7.7 130 6.3x7.7 120 8x10.2 200 10x10.2 280 150 6.3x6.0 88 6.3x7.7 135 8x10.2 200 8x10.2 220 16x16.5 560 10x7.7 220 220 6.3x5.4 82 6.3x6.0 95 6.3x7.7 150 6.3x7.7 150 8x10.2 250 8x10.2 270 10x10.2 320 12.5x13.5 410 10x7.7 250 330 6.3x6.0 102 6.3x7.7 150 8x10.2 280 8x10.2 280 8x10.2 310 10x10.2 340 10x7.7 280 390 12.5x13.5 550 470 6.3x7.7 150 8x10.2 300 8x10.2 300 8x10.2 330 10x10.2 430 12.5x13.5 590 16x16.5 700 10x7.7 300 680 10x10.2 450 12.5x13.5 610 10x7.7 300 1000 8x10.2 330 10x10.2 450 12.5x13.5 660 16x16.5 940 10x7.7 330 1500 10x10.2 450 12.5x13.5 710 16x16.5 1160 2200 12.5x13.5 730 16x16.5 1150 3300 12.5x13.5 750 16x16.5 1200 4700 16x16.5 1260 6800 16x16.5 1330 x     x     x     x     x     16cae10s 10?, capacitance symbol 4 6.3 10 16 25 35 50 63 100 f v cae-m surface mount type ultra mini version, 3mm in diameter cae-s surface mount type standards features       solvent proof (within 2 minutes). specifications items specifications rated voltage (v) 4 6.3 10 16 25 35 50 63 100 operating temperature range (?c) -40 to +85 capacitance tolerance (%) ?0 (120hz) tangent of loss ? 0.40 0.30 - 0.19 0.16 0.14 0.14 - - angle (tan  ) ? to ?6.3 0.35 0.26 0.20 0.16 0.14 0.12 0.12 0.12 0.10 (max.) (120hz) ? to ?6 0.40 0.30 0.24 0.20 0.16 0.14 0.12 0.12 0.10 0.02 to be added to the above value every time nominal capacitance exceeds 1000 ? leakage current (l.c.) (?/after 2min.)(max.) the greater value of either 0.01cv or 3 impedance (120hz) ratio at low z - 25?c / z 20?c 743222222 temperature (max.) z - 40?c / z 20?c 1586 44 33 33 high temperature test 85?c 2000 hrs. load rated voltage ?  c/c within  25% of the initial value applied tan  ? twice the initial standard l.c.  the initial standard test capacitors placed on a 250?c hot plate for 30 seconds with their electrode terminals facing downward downward will fulfill the following conditions after being cooled to room temperature. resistance to ?  c/c within  10% of the initial value soldering heat tan  ? the initial standard l.c.  the initial standard other characteristics conform to iec 60384-18 surge components inc. 1016 grand boulevard deer park, ny 11729 ?631 595-1818 ?fax: 631 595-1283 cae-m/cae-s series visit us on the web www.surgecomponents.com 12 dimensions d +0.5max. lw ?.2 h ?.2 c ?.2 rp ?.2 3 5.4 3.3 3.3 3.9 0.45 to 0.75 0.6 4 5.4 4.3 4.3 5.0 0.5 to 0.8 1.0 5 5.4 5.3 5.3 6.0 0.5 to 0.8 1.4 6.3 5.4 6.6 6.6 7.3 0.5 to 0.8 2.2 4 6.0 4.3 4.3 5.0 0.5 to 0.8 1.0 6.3 6.0 6.6 6.6 7.3 0.5 to 0.8 2.2 6.3 7.7 6.6 6.6 7.3 0.5 to 0.8 2.2 8 10.2 8.3 8.3 9.0 0.7 to 1.0 3.2 10 7.7 10.3 10.3 11.0 1.1 to 1.4 4.6 10 10.2 10.3 10.3 11.0 1.1 to 1.4 4.6 12.5 13.5 12.8 12.8 13.5 1.1 to 1.4 4.6 16 16.5 16.3 16.3 17.0 1.8 to 2.1 7.0 (unit ; mm) model no. 16cae10s 10f, capacitance symbol 16v, rated voltage ?xl ;cae-m series (3x5.4) 10x7. 7 ; cae- series ripple current ma r.m.s. (120hz, 85?c) ( ) ; cae-c series dimensions +0.1 - 0.2 +0.1 - 0.2 +0.1 - 0.2 +0.1 - 0.2 ?.3 ?.3 ?.3 ?.3 ?.3 ?.3 ?.5 ?.5 x    
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