

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						5KPJ64C			TLGE260			10500			90013			SP8544BN			GL827L			AD760AQ			RXA101			

			
	
	Product Description

			
	
	Full Text Search




				


		
		
		


			




			
				 	
				To Download 
				SCK240N Datasheet File

	
				 
				If you can't view the 
				Datasheet, Please click here to try to view without PDF Reader .	
				 



[image: ]


			
				
					





				　



			 



	

	



		



			
				


				


			



		
 
		





		  Datasheet File OCR Text:


		      elektronische bauelemente  SCK240N  40 v, 1.5a  low vf schottky barrier rectifiers     23-oct-2013 rev. a  page 1 of 2   ? ? cathode  ? ? anode  e e f b c d a rohs compliant product   a suffix of ?-c? specifies halogen-free and rohs compliant     features  ?       batch process design, excellent power dissipation offers        better reverse leakage current and thermal resistance.  ?       guardring for overvoltage protection.  ?       very tiny plastic smd package.  ?       super low forward voltage    ?       silicon epitaxial planar chip, metal silicon junction.  ?       lead-free parts meet environmental standards of     mil-std-19500/228    packaging information  ?       epoxy: ul94-v0 rated flame retardant  ?       case: molded plastic, sod323n  ?     terminals: plated terminals,         solderable per mil-std-750, method 2026.    marking code  l4    package information           maximum ratings  (t a  = 25c unless otherwise specified.)  parameter symbol rating unit  repetitive peak reverse voltage  v rrm  40  v  maximum rms voltage    v rms  28  v  maximum reverse voltage@ i r =1ma v r  40 v  maximum forward rectified current    i o  1.5 a  peak forward surge current, 8.3ms single half sine-wave  superimposed on rated load (jedec method)  i fsm  30 a  typical thermal resistance    r ? ja  80 c/w  storage and operating temperature range  t stg , t j  -55~100, -65~175  c      electrical characteristics  parameter symbol  typ. max. unit  test condition  240 250  i f =100ma  300 350  i f =500ma  maximum instantaneous forward voltage  v f   430 450  mv  i f =2a  maximum dc reverse current  at rated dc blocking voltage    i r  65 100    a t j =25c  typical junction capacitance  1  c j  130 - pf         note:      1.    f=1mhz and applied 4v dc reverse voltage  package mpq leader size  sod-323n 3k  7 inch  sod-323n  millimete r  millimete r ref. min. max.  ref.  min. max. a 2.30 2.70 d  1.7 2.1  b 1.05 1.45 e  0.4 typ  c 0.80 1.20 f  0.30 typ 

     elektronische bauelemente  SCK240N  40 v, 1.5a  low vf schottky barrier rectifiers     23-oct-2013 rev. a  page 2 of 2     ratings and characteristic curves                                          
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