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		  Datasheet File OCR Text:


		  recommended double-d panel cutout recommanded round panel cutout 11 22 33 44 55 66 a a b b c c d d a3 1/1 rev. changes date name r t h i s   d r a w i n g   m a y   n o t   b e   c o p i e d   o r   r e p r o d u c e d i n   a n y   w a y ,   a n d   m a y   n o t   b e   p a s s e d   o n   t o   a   t h i r d p a r t y   w i t h o u t   w r i t t e n   p e r m i s s i o n . o w n e r s h i p   a n d   c o p y r i g h t   o f   c o n e c   c o r p o r a t i o n d o t   n o t   a l t e r   c a d   d r a w i n g   b y   h a n d 2012 draw. appd. norm d-old din scale: part no.: material: title: drawing no.: sheet autodesk inventor dim. in approval date name title customer: a original date apr. 17 apr. 17 j. chaudry vincent ke name mm see notes ip67 industrial duplex lc  receptacle (with flange) + cover kit nickel plated zinc die-cast version 17K1A327 see part number table tolerance unless otherwise specified 0   plc      ` 0.30 1   plc      ` 0.20 2   plc      ` 0.10 3   plc      ` 0.05 angles     ` 1 ~ notes:  1. material and finish:    - receptacle housing & protective cover: die-cas t, nickel plated    - panel gasket: nbr, color: black    - m3 mounting hardware: stainless steel      includes 4 x (screw + nut + flat washer + spri ng lock washer)     - cover gasket: silcon, color: white    - ball chain assembly, copper alloy and stainles s steel, nickel plated   duplex lc adaptor assembly:    - housing: mod. ppo , ul94 v-0, color:        sm blue/mm beige/apc sm green    - alignment sleeves: sm ceramic/mm phosphor bron ze    - dust cap: pp, color: neutral transparent    - operating temperature: -40c to +85c 2. connector can be front or rear mounted to a      maximum panel thickness of 3.2mm. 3. ip67 rated when covered or fully mated with      the appropriate mating connector 4. hardware shipped unassembled   1.8 19.5 29.7 receptacle housing bayonet locking type  die-cast version panel flange fiber optic duplex lc adaptor assembly (supllied with dust caps) 3.25 n - 0.00 0.10 +  (x4) 1 3 . 4 9 ` 0 . 0 5 2 6 . 9 7 ` 0 . 0 5 13.49 ` 0.05 26.97 ` 0.05 1 2 . 5 0 ` 0 . 0 5 2 5 . 0 0 ` 0 . 0 5 28.00 n ` 0.05 3.25 n - 0.00 0.10 +  (x4) 2 6 . 9 7 ` 0 . 0 5 26.97 ` 0.05 13.49 ` 0.05 1 3 . 4 9 ` 0 . 0 5 28.00 n ` 0.05 3 3 . 3 33.3 directive 2002/95/ec rohs compliant dust caps 26.97 2 6 . 9 7 bayonet channel x 3 3 3 . 7 3 description part number nickel plated die-cast duplex lc single mode recept acle + cover assembly nickel plated die-cast duplex lc multi mode recepta cle cover assembly   17-300700 17-300710 nickel plated die-cast duplex lc apc single mode re ceptacle cover assembly   17-300720 n 3.3 key protrusion x 3 n 31.5 8 8   r e f . 27.5 m3 mounting hardware panel gasket
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