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		  Datasheet File OCR Text:


		  locking male cable connector, screw terminals  the powercon true1 is a locking waterproof 16/20 a  true mains connector. it  replaces appliance couplers wherever a very rugged  solution in combination with a  locking device is needed in order to guarantee a sa fe power connection.     the powercon true1 is a connector with breaking cap acity (cbc), i.e. it can be  connected or disconnected under load or live.     features & benefits  true mains connector with breaking capacity (cbc)  ? lockable 16 a single phase connector (usa: 20 a)  ? dust and water resistant according to ip65 in mated  condition  ? easy and reliable twist lock system  ? extremely robust and reliable  ? unique neutrik cable retention  ? enec certified according to iec 60320  ? ul recognized components  ?       image gallery  title NAC3MX-w contact resistance   3 m ?  (inner)  dielectric strength 4 kvdc / 2.8 kvac insulation resistance 0,1 g ?  (after damp heat test iec 68-2-30) number of electronical contacts 2 + pe  rated current per contact 16 a rms (usa: 20 a) rated voltage 250 v ac cable o.d. 6 - 12 mm  lifetime > 5000 mating cycles  wiresize 1.0 - 2.5 mm2  wiresize 12 awg  contact plating 2 m ag  contacts cuni1si0.2 insert polyamide (pa 6.6 30 % gr)  locking element zual4cu1  technical information  hide   product electrical mechanical material search  distributor stock search  enter part number and search  neutrik usa distributors' stock.  NAC3MX-w   NAC3MX-w  page  1  of  2 NAC3MX - w  -  neutrik 12/5/2013 http://www.neutrik.us/en - us/industrial/powercon/powercon - true1/NAC3MX - w

 shell polyamide (pa 6.6 30 % gr)  strain relief polyacetal (pom)  flammability ul 94 v-0  protection class ip 65 (mated) temperature range -30 c - +80 c  environmental page  2  of  2 NAC3MX - w  -  neutrik 12/5/2013 http://www.neutrik.us/en - us/industrial/powercon/powercon - true1/NAC3MX - w
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