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		  Datasheet File OCR Text:


		  siliicon planar zener  diodes cll5227 to cll5261 sod - 80c mini melf (ll-34)      polarity : cathode is indicated by a blue band hermetically sealed, glass silicon zener diodes absolute  maximum  ratings. description symbol unit dc power dissipation at t a =50 oc mw derating above t a = 50 oc mw/ oc t j , t stg oc electrical characteristics (t a =25oc unless specified otherwise)  forward voltage at i f =200ma   v f  CLL5227A 3.6 20 24 1700 15 0.95 1.0 100 -0.065 cll5228a 3.9 20 23 1900 10 0.95 1.0 75 -0.06 cll5229a 4.3 20 22 2000 5.0 0.95 1.0 50 -0.055 cll5230a 4.7 20 19 1900 5.0 1.9 2.0 50 +-0.030 cll5231a 5.1 20 17 1600 5.0 1.9 2.0 50 +-0.030 cll5232a 5.6 20 11 1600 5.0 2.9 3.0 50 +0.038 cll5233a 6.0 20 7.0 1600 5.0 3.3 3.5 50 +0.038 cll5234a 6.2 20 7.0 1000 5.0 3.8 4.0 50 +0.045 cll5235a 6.8 20 5.0 750 3.0 4.8 5.0 30 +0.05 cll5236a 7.5 20 6.0 500 3.0 5.7 6.0 30 +0.058 cll5237a 8.2 20 8.0 500 3.0 6.2 6.5 30 +0.062 cll5238a 8.7 20 8.0 600 3.0 6.2 6.5 30 +0.065 cll5239a 9.1 20 10 600 3.0 6.7 7.0 30 +0.068 cll5240a 10 20 17 600 3.0 7.6 8.0 30 +0.075 cll5227_52261 rev-1 120808e value 500 3.3 - 65 to +200 pd max  zener  impedance max reverse leakage current operating and storage  junctiontemperature range a & b suffix only a&b suffix only continental device india limited an iso/ts 16949,  iso 9001 and iso 14001 certified company continental device india limited  data sheet  page 1   of 4

 siliicon planar zener  diodes cll5227 to cll5261 sod - 80c mini melf (ll-34)       polarity : cathode is indicated by a blue band electrical characteristics (t a =25oc unless specified otherwise)  forward voltage at i f =200ma   v f  CLL5227A, b thru cll5242a, b ) b. i zt =rated i zt , t j =25oc t2=125 oc (cll5243a, b thru cll5261a, b ) device to be temperature stabilized with current applied prior to reading brekdown voltage at the  specified ambient temperature cll5227_52261 rev-1 120808e i zt =7.5ma,  t j =25oc a & b suffix only a&b suffix only max  zener  max reverse leakage current continental device india limited  data sheet  page 2 of 4

 cll5227 to cll5261 sod - 80c mini melf (ll-34)      sod-80c/ll-34 (mini melf) hermetically sealed smd glass package cathode band d b c a b   dim   min   max   a   3.30   3.70   b   0.20   0.40   c    .375    .425   d    .40    .54 cathode is marked by a band  continental device india limited  data sheet  page 3   of 4 cll52275261 rev1 120808e

 ` mini melf (ll-34)      cll5227_5261 rev_1 120808e continental device india limited  data sheet  page 4 of 4 cll5227 to cll5261 sod - 80c
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