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		  Datasheet File OCR Text:


		  ul recognized file no. e43641 general specifcations     (ul 508) ~ ~ ~ ~ ~ ~ ~ spst small size quick-connect terminals for simple  connection flange mounting 30 amp rating meets ul873 & ul508  spacing (8mm through air,  9.5mm over surface) class f insulation for  max coil temperature  of 155?c 6/22 section 6 magnecraft solution guide 105a magnecraft solution guide 105a 9a miniature power relays/ spst and spdt 30 amp rating (dc and ac) units a v resistive resistive hp hp pilot duty ma v v va w (resistive) ms v v c c g-n g-n grams minimum % of nominal operations @ rated current unpowered between coil and contact between contacts standard version storage operation operational contact characteristics  number and type of contacts contact materials thermal (carrying) current maximum switching voltage switching current @ voltage minimum switching requirement coil characteristics voltage range operating range  average consumption drop-out voltage threshold performance characteristics electrical life (ul 508) mechanical life operating time (response time) dielectric environment product certifcations ambient air temperature around the device vibration resistance shock resistance weight 9as1 spst-no silver alloy 30 300v 30a @ 240v 50/60hz 30a @ 28v 2 @ 240v 50/60hz 1 @ 125v 50/60hz 470 va 100 @ 5 vdc, 12 vac 12.277 5110 85% to 120% 75% to 120% 2.8 1 10% 10% 100,000 10,000,000 15 2500 1500 ul -40+85 -40+55 3, 10-55hz 10 33    

 w9as5 optional din rail adapter (16-9adin-1) see section 3 p.17 6/23 www.magnecraft.com    847-441-2540 section 6 magnecraft solution guide 105a spdt normally open contact silver alloy 30 300v  30a @ 240v 50/60hz 30a @ 28v 2 @ 240v 50/60hz 1 @ 125v 50/60hz 470 va 100 @ 5 vdc, 12 vac 12.277 5110 85% to 120% 75% to 120% 2.8 1 10% 10%   100,000 10,000,000 15 2500 1500   ul -40+85 -40+55 3, 10-55hz 10 33 normally closed contact silver alloy 15 300v 15a @ 240 50/60hz max 10a @ 28v 1/2 @ 240 v 50/60hz 1/4 @ 125 v 50/60hz 275 va 100 @ 5 vdc, 12 vac    

 ul recognized file no. e43641 1 form a dc opera ted (top view) fig a 1 form c dc opera ted (top view) fig. b 1 form a ac opera ted 1/2 wa ve rectified (top view) fig. c 1 form c ac opera ted 1/2 wa ve rectified (top view) fig. d 1 form a ac opera ted full wa ve rectified (top view) fig. e 1 form c ac opera ted full wa ve rectified (top view) fig. f 1.98 (50.22) 1.09 (27.70) 0.08 (2.01) 1.24 (31.60) 1.08 (27.30) 1.72 (43.80) cont act terminals are 0.25 x 0.032 (6.35 x 0.81) quick connect t ab terminals 0.071 (1.80) radius for #6 screw coil terminals are 0.187 x 0.02 (4.75 x 0.508) quick connect t ab terminals no nc com 1 form c (bottom view) dc opera ted figure b 1 form c (bottom view) ac opera ted 1/2 wa ve rectified figure d full wa ve rectified (bottom view) ac opera ted 1 form c figure f 1 form a (bottom view) dc opera ted figure a ac opera ted full wa ve rectified 1 form a (bottom view) figure e 1/2 wa ve rectified (bottom view) ac opera ted 1 form a figure c wiring diagrams small size quick-connect terminals for simple  connection flange mounting 30 amp rating meets ul873 & ul508  spacing (8mm through air,  9.5mm over surface) class f insulation for  max coil temperature  of 155c 6/24 section 6 magnecraft solution guide 105a magnecraft solution guide 105a 9a miniature power relays/ spst and spdt 30 amp rating (dc and ac)  continued    

                         part number builder                       spst dc relays      spdt dc relays      spst ac relays      spdt ac relays standard part numbers optional din rail adapter (16-9adin-1) see section 3 p.17 bold-faced part numbers are normally stocked 6/25 www.magnecraft.com    847-441-2540 section 6 magnecraft solution guide 105a nominal input voltage 5 vdc 12 vdc 24 vdc 110/125 vdc 5 vdc 12 vdc 24 vdc 110/125 vdc 24 vac 50/60 hz 120 vac 50/60 hz 240 vac 50/60 hz 24 vac 50/60 hz 120 vac 50/60 hz 240 vac 50/60 hz coil resistance (ohms) 25 ? 144 ? 576 ? 12100 ? 25 ? 144 ? 576 ? 12100 ? 500 ? 3000 ? 12100 ? 500 ? 3000 ? 12100 ? part number 9as1d52-5 9as1d52-12 9as1d52-24 9as1d52-110 9as5d52-5 9as5d52-12 9as5d52-24 9as5d52-110 9as1a52-24 9as1a52-120 9as1a52-240 9as5a52-24 9as5a52-120 9as5a52-240 contact confguration spst-no spst-no spst-no spst-no spdt spdt spdt spdt spst-no spst-no spst-no spdt spdt spdt 9a series 9a s cover p = enclosed dust cover s = sealed dust cover a current type a = ac d = dc 5 mount 5 = panel mount flanged cover 2 contact material 2 = silver alloy -24 voltage coil voltage 5 confguration 1 = spst-no 5 = spdt figure a a a a b b b b e c c f d d    
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