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		  Datasheet File OCR Text:


		  FRS10    relay   features subminiature light weight relay printing circuit terminal low coil power consumption switching capacity up to 12a with agsno2 contacts dust cover or sealed type                           recognized file no.: e141516(n) specifications coil rating rated  voltage coil  resistance rated  current must operate  voltage must dropout  voltage maximum  voltage ( v  dc) ?  +/-10 % (ma)  % of rated voltage  ( at +20  o c ) 3 25 120 57070 6 100 60 9 220 40 75 max. 10 min. 130 max. 0.36 approx. 12 400 30 24 1600 15 48 6400 7.5 characteristics contact arrangement spst ( 1 form a),     spdt (1 form c) contact material silver alloy contact resistance 100m ?  max. contact rating (resistive load) switching voltage dc 110v max. ac 380v max. operate time (initial) < 10ms release time (initial) < 5ms insulation resistance 250m ?   min. ( 500v dc) dielectric strength shock resistance 10g approx. vibration resistance 10-50hz, double amplitude1.5mm ambient temperature -40 o c to +85 o c humidity 20 - 85% rh mechanical    :  10  7 electrical       :  10  5   ( at rated load ) weight 10g  approx. [specifications are subject to change without notices.] f r t w power  consumption (w) operation life 750v ac(50hz/min.) between open contacts 1500v ac(50hz/min.) between coil and contact 05  :   5a  28vdc/125vac 10  : 10a  28vdc/125vac 12  : 12a  28vdc/125vac  or  10a/250vac  or  6a/277vac c

 FRS10    relay   ordering information FRS10    c   - s   10   dc12v   f note : pb-free and rohs compliant relays are available.   for ordering, please add suffix "pb-free" or "rohs" to standard relay part numbers.  for example : FRS10c-s12  dc 12v "pb-free"    for pb-free relay for example : FRS10c-s12  dc 12v "rohs"        for rohs compliant relay dimensions (unit:mm) rated voltage contact capacity  nil  :  dust cover s    :  sealed type contact arrangement a :  1 form a c :  1 form c relay model 05---5a 10---10a 12---12a  - [12a  125vac]                  [10a  250vac]                  [  6a  277vac] nil : b class f    : f class  ( 155 o c ) terminal  arrangement  (bottom view) 1 f or m a 1 f orm  c mounting holes 1 f or m b
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