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		  Datasheet File OCR Text:


		  part number acm21- 300m 670m 900m 121m 161m 181m 261m 371m z (w) 20% 30 67 90 120 160 180 260 370 test freq (mhz) 100 100 100 100 100 100 100 100 r dc max ( ? ) 0.20 0.28 0.35 0.30 0.35 0.35 0.40 0.45 i rate max  (ma) 450 400 330 370 350 330 300 280 part number acm31- 900m 161m 261m 601m 102m 222m z (w) 20% 90 160 260 600 1000 2200 test freq (mhz) 100 100 100 100 100 100 r dc max ( ? ) 0.30 0.40 0.50 0.80 1.00 1.20 i rate max  (ma) 370 340 310 260 230 200 part number acm41- 1r25k 4r2k z (w) 10% 90 160 test freq (mhz) 50 10 r dc max ( ? ) 0.50 0.80 i rate max  (ma) 800 800 c e d b a c e 0 . 1 7 3 4 , 4 0 d 0 . 0 9 7 2 , 4 5 b a u s b   c o n n e c t o r d + e s d e s d d - a c m v c c i e e e 1 3 9 4   c o n n e c t o r t p a - t p b - t p b + a c m v c c t p a + a c m abracon is iso 9001 / qs 9000 certified 30332  esperanza, rancho santa margarita, california  92688 tel 949-546-8000  |  fax 949-546-8001 | www.abracon.com    smd common mode choke  smd common mode choke  smd common mode choke acm21, acm31, acm41 series | | | | | | | | | | | | | | | standard specifications: physical characteristics: technical information: a b c d e acm-21 0.0810.008 (2,050,20) 0.0490.008 (1,250,20) 0.0470.008 (1,200,20) 0.016 (0,40) 0.018 (0,45) acm-31 0.1250.008 (3,200,20) 0.0630.008 (1,600,20) 0.0750.008 (1,900,20) 0.024 (0,60) 0.024 (0,60) acm-41 0.1950.008 (4,950,20) 0.1380.008 (3,500,20) 0.140max (3,56) 0.030 (0,75) 0.040 (1,02) o p t i o n s : ?  tape & reel is standard applications:   ? usb line filter  ? usb 2.0/ieee1394/lvds  features: ? ferrite base ? lead free         ? ordering code: acm-xx(size)-xxx(value)m-t(t&r) ? tolerance: k=10%, m=20% ? letter suffix indicates standard tolerance ? rated voltage: 50vdc ? insulation resistance: 10mw minimum ? see scd or detail e&m performance ? operating temperature: -30c to +85c note:  all specification subject to change without noticed. rev1.1-8/04 
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