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		  Datasheet File OCR Text:


		  selection guide  (unshielded types) 1 features n bobbin format n up to 2.65a idc n 10? to 680? n optional integral emi shield n low dc resistance n surface mounting n compact size n t ape and reel packaging description the 2600 series is a range of bobbin wound surface mount inductors designed for use in switching power supply and power line filter circuits. the parts are suitable for any application requiring a high saturation cur r ent in a miniature surface mount footprint. where emi is a critical factor the devices ar e available with an integral ferrite emi shield. 1 specifications typical at t a =25? 2 the maximum dc cur r ent is the value at which the inductance falls to 80% of its nominal value or until its temperature rise reaches 40?, whichever is sooner . operating free air temperature range ?0? to 85? storage temperature range ?0? to 125? absolute maximum ratings nominal self nominal dc  dc cur r ent resonant inductance resistance continuous 2 frequency mechanical ? w a mhz dimensions order code 1hz, 100mv max max 100mv r ms 26100 10?0% 0.06 2.60 24.80 26150 15?0% 0.09 2.27 20.20 26220 22?0% 0.10 1.95 16.90 26330 33?0% 0.12 1.50 12.80 26470 47?0% 0.17 1.28 10.20 26680 68?0% 0.22 1.11 8.37 1 26101 100?0% 0.35 0.97 6.56 26151 150?0% 0.47 0.78 5.20 26221 220?0% 0.73 0.66 4.00 26331 330?0% 1.15 0.52 3.14 26471 470?0% 1.48 0.42 2.54 26681 680?0% 2.25 0.28 1.97 selection guide  (emi shielded types) 1 nominal self nominal dc  dc cur r ent resonant inductance resistance continuous 2 frequency mechanical ? w a mhz dimensions order code 1hz, 100mv max max 100mv r ms 26s100 10?0% 0.05 2.65 22.90 26s150 15?0% 0.06 2.45 19.70 26s220 22+20/?5% 0.07 2.20 15.50 26s330 33+20/?5% 0.10 1.80 11.50 26s470 47+20/?5% 0.12 1.50 9.44 26s680 68+20/?5% 0.17 1.26 7.47 2 26s101 100+20/?5% 0.25 1.05 6.04 26s151 150+20/?5% 0.40 0.85 4.67 26s221 220+20/?5% 0.52 0.70 3.75 26s331 330+20/?5% 0.80 0.57 2.87 26S471 470+20/?5% 1.20 0.48 2.33 26s681 680+20/?5% 1.78 0.40 1.83

 2600 series  bobbin wound surface mount inductors 
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