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		  Datasheet File OCR Text:


		  filter type  sfsrc   solder mount emi filter datasheet  (2.8mm body diameter, epoxy sealed)        electrical details    electrical configuration  c filter    capacitance measurement  @ 1000hr point    current rating  10a    insulation resistance (ir)  10g ?  or 1000 ? f     temperature rating  -55 o c to +125 o c  circuit configuration     ferrite inductance (typical)  not applicable    mechanical details    body flange diameter  3.2mm  (0.126")    mounting hole diameter  3.0mm  (0.118")     max soldering temperature  250 o c    temperature rise  less than 4 o c per second    soldering time  10 seconds maximum    solder type  sn62/sac or equivalent    weight (typical)  0.4g  (0.015oz)     finish  silver plate  on copper undercoat             typical insertion loss (db)  product code  capacitance  -20 +80%   dielectric  rated  voltage  (dc)  dwv  (dc)  0.01mhz  0.1mhz  1mhz  10mhz  100mhz  1ghz  sfsrc5000100zc0   10pf  c0g  500  750      4  sfsrc5000220zc0    22pf  c0g  500   750             10  sfsrc5000470zc0    47pf  c0g  500   750          1  15  sfsrc5000101zc0    100pf  c0g  500   750           4  22  sfsrc5000221zc0    220pf  c0g  500   750          10  29  SFSRC5000471ZX0    470pf  x7r  500   750         1  16  35  sfsrc5000102zx0    1.0nf  x7r   500   750        4  23  41  sfsrc5000222zx0    2.2nf  x7r   500   750         10  30  50  sfsrc5000472zx0    4.7nf  x7r   500   750      1  16  36  55  sfsrc2000103zx0    10nf  x7r   200  500      4  22  41  60  sfsrc1000223zx0    22nf  x7r 100 250    10 29 46 65  sfsrc0500473zx0   47nf  x7r  50  125    1  16  35  50  70    ordering information   type  case  style  diameter  electrical  configuration  voltage  (dc)  capacitance in  picofarads (pf)  capacitance  tolerance  dielectric  nuts &  washers  sf  s  r  c  500  0102  m  x  0  syfer filter  solder  2.8mm  c = c filter    050 = 50v   100 = 100v   200 = 200v   500 = 500v  first digit is 0. second and  third digits are significant  figures of capacitance code.  the fourth digit is the  number of zeros following.  examples:  0101 = 100pf    0332 = 3300pf  z = -20+80%    c = c0g/np0   x = x7r   0 = without  note: the addition of a 4-digit numerical suffix code can be used to denote changes to the standard part.  options include for example: change of pin length / custom body dimensions or threads / alternative voltage rating / non-standard intermediate capacitance values / test  requirements.  please refer specific requests to the factory.   syfer  technology  ltd.           sfsrc  issue  2  (p104775)  old stoke road, arminghall  norwich, norfolk, nr14 8sq  united kingdom  tel: +44 1603 723300 | email  sales@syfer.co.uk  |  www.syfer.com  
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