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		  Datasheet File OCR Text:


		  mitsumi usb series "mini-b" connectors iam-e45, cam-e42   e47   e48  connectors features 1. ultra-small size realized for 5 pins. compared to mitsuml's conventional product volume : 1/10 (cam-e42, e47, e48)  coupling projection area ratio : 1/5 (cam-e42, e47 ?e48)  2. ideal for connections between pcs and small, thin pc peripherals, such as digital still cameras, portable music players, mobilephones, etc.). 3. sequential mechanism that shifts contact timing for power supply and signal contact is used. 4. couple/decouple reliability ensured for 5,000 times 5. weight : 0.6g (cam-e42, e47, e48)  6. supports usb 2.0 how to order 1. iam-e45 e45-005- 12 3 4 1 series no. (e45) 2n o. of contacts (005 : 5pins) 3p roduct specifications 4 cable length (standard) a : 300mm, b : 500mm, c : 800mm d : 1000mm, e : 1300mm, f : 1500mm 3. cam-e47 e47-005-8619a 12 3 1 series no. (e47) 2n o. of contacts (005 : 5pins) 3p roduct specifications 4. cam-e48 E48-005-8620A 12 3 1 series no. (e48)  2n o. of contacts (005 : 5pins) 3 product specifications 2. cam-e42 e42-005-8606a 12 3 1 series no. (e42) 2n o. of contacts (005 : 5pins) 3 product specifications

 mitsumi usb series "mini-b" connectors specifications rated voltage  ac 5v (rms) rated current  1.0a withstanding voltage 100v ac (rms) 1minute  insulation resistance  100m ? min. (at 500v dc) contact resistance  50m ? max.  electrical characteristics life (matching cycle)  5,000 times total insertion force  35n  (3.57kgf) max. total withdrawal force beginning 7n (0.71kgf) min. after 5,000 times  3n (0.31kgf) min. mechanical characteristics material & finish  component parts  material finish housing  pbt resin (black) contact area: gold contact  copper alloy soldered area: solder plating iam-e45 shield case  steal nickel plating over mold pvc resin optional cable pvc resin optional housing  thermo plastic (black) cam-e42  contact area: gold e47  e48 contact  copper alloy soldered area: solder plating shield case  copper alloy solder plating

 mitsumi dimensions e45 series "mini-b" b84 series "a" contact no. (38.5) 12.2 (15.8) (7.5) (?.3) (3) (24.25) l7 (9.5) (7.5) (6.8) contact no (12) (4.5) 1 432 1 2 3 4 a a 1 2 3 4 5 iam-e45 y - y recommended pwb layout recommended set layot 3.2  0.05 0.5  0.05 2.5 3.95  0.1 7.7  0.1 9.8 contact no.1 contact no.5 contact no.1 contact no.5 y y 6.9 0 - 0.1 (7.7) (0.7) 1.5 0 - 0.1 3.3 +0.1 0 6.3 0 - 0.1 8.1 +0.1 0 2 +0.1 0 2 +0.1 0 8.3 +0.1 0 pwb edge connector 1.6  0.05 (5.4) (4.9) (0.8) (1.6) (3.2) (0.35) 4.05 +0.1 0 7.8 +0.1 0 1 +0.1 0 2.3 +0.1 0 4.9  0.05 4.7 +0.1 0 (2) (0.7) 1.2 max. 0.8 0 - 0.1 5.4 +0.1 0 8.7 +0.1 0 (0.6) (2.5) connector connector 3.7 7.3 (6.5) (2) pickup space 5.2 max. 4.7 max. (5.5) 3.9  0.1 8.5 +0.2 - 0.1 (8.5) 0.4 6.3 0 - 0.3 (8.5) cam-e42 unit: mm tolerance: ?.3 unit: mm tolerance: ?.3

 mitsumi usb series 'mini-b" connector recommended pwb layout recommended set layout y - y 7.7  0.1 3.9  0.1 1.2  0.15 0.4 y y 1.8  0.2 3.1  0.2 2.4  0.05 contact no.5 contact no.1 (0.35) (3.2) 1.2 max. 0.8 0 - 0.1 5.4 +0.1 0 8.7 +0.1 0 (0.6) 7.8 +0.1 0 4.05 +0.1 0 4.7 +0.1 0 2.3 +0.1 0 4.9  0.05 1 +0.1 0 1.9 0 - 0.1 2.5 0 - 0.1 connector connector 3.2  0.05 (0.7) pwb edge connector 5 - 0.65 +0.1 0 contact no.5 (7.7) (9) 1.6  0.05 contact no.1 (1.6) (4.9) (0.8) (2) (5.4) (0.7) 1.2  0.15 8.5 +0.2 - 0.1 4.8  0.2 9 +0.2 - 0.1 (5.5) 5.2   max. 4.7 max. 2 (0.9) (1.2) (0.25) 1.8  0.2 4.8  0.05 0.9  0.05 1.2  0.05 8.2 +0.1 0 0.8 +0.1 0 1.6 +0.1 0 1.6 +0.1 0 y - y recommended pwb layout recommended set layout 3.2  0.05 0.5  0.05 contact no.1 contact no.5 (8.5) (7.7) (0.7) 6.3 0 - 0.1 8.3 +0.1 0 pwb edge connector 1.6  0.05 (6.5) (2) pickuo space (1.6) (3.2) (0.35) (5.5) 5.2 max. 4.7 max. (4.9) (0.8) (8.5) (2) (5.4) (0.7) 1.2  0.15 8.5 +0.2 - 0.1 4.8  0.2 3.1  0.2 y y 0.4 1.2  0.15 3.9  0.1 1.8  0.2 7.7  0.1 7.8 +0.1 0 2.5 0 - 0.1 4.05 +0.1 0 4.7 +0 0 2.3 +0.1 0 4.9  0.05 1 +0.1 0 (0.6) 0.8 0 - 0.1 5.4 +0.1 0 8.7 +0.1 0 2.5 0 - 0.1 1.2 max. connector connector contact no.1 contact no.5 1.6 +0.1 0 4.8  0.05 1.6 +0.1 0 0.8 +0.1 0 8.2 +0.1 0 2.4  0.05 cam-e47 cam-e48 unit: mm tolerance: ?.3 unit: mm tolerance: ?.3
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