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		  Datasheet File OCR Text:


		  triaxial connectors for broadcasting  usa standard 4a series  for video applications lemo offers a range of dedicated connectors adapted to us standards. especially conceived to connect triax television cameras to their control equipment, the 4a series connectors  are widely used by the most important manufacturers of professional video cameras. these connectors can either  be used outdoors or indoors.  this series is compatible with the kings tri-loc kp80  series. 4a series (75   ) for tv camera applications

 ffb, fx? straight plug with safety ring and cable collet cable groupe 9 3 2 1 5 7 6 0 ? 35 65 47.8 s 30 ? 32 m 25 x 1 s 22 4 maxi fbf, fxf fixed plug with round flange  and tag, nut fixing cable groupe 1 5 2 5 0 9 7 reference basic coaxial cable mohawk m80248 rg.59/u mohawk m56301 draka triax 8 draka triax 11 draka triax 14 triax type a2 triax type b2 technical characteristics cable groupe 1 7 3 6 2 0 7 7 reference basic coaxial cable belden 8232a rg.59/u belden 9192-9232 rg.11/u belden 9267 rg.59/u belden 8233a rg.11/u fujikura 4.8/1.0 eftxf fujikura 9.6/2.22 eftxf gepco lvt 61811 rg.11/u mohawk m52479 rg.11/u recommended cables part number ffb.4a.675.ctcc90 ffb.4a.675.ctcc95 ffb.4a.675.ctcc85 ffb.4a.675.ctcc97 ffb.4a.675.ctcc11 ffb.4a.675.ctcc13 ffb.4a.675.ctcc14 ffb.4a.675.ctcc16 note: the bend relief must be ordered separately. weight (g) part number ? 35 65 48.5 38 2.5 ? 3.4 ? 25 31 weight (g) 238 fap fixed coupler, nut fixing,  round flange with plug and socket part number fap.4a.675.cta ~ 91 ~ 62 ? 29 s 24 s 22 ? 35 48.5 90.2 s 36 ? 41.5 m 30 x 1 s 28 5.5 maxi note: all dimensions are in millimetres. note: fxb is ffb without earthing sleeve. fxc is ffb without earthing sleeve, without safety ring. ffb, fx? straight plug, cable collet  and nut for fitting a bend relief cable groupe 9 3 2 1 5 7 6 0 part number ffb.4a.675.ctcc90z ffb.4a.675.ctcc95z ffb.4a.675.ctcc85z ffb.4a.675.ctcc97z ffb.4a.675.ctcc11z ffb.4a.675.ctcc13z ffb.4a.675.ctcc14z ffb.4a.675.ctcc16z ~ 98 ~ 69 ? 29 s 24 s 22 note: fxb is ffb without earthing sleeve. fxc is ffb without earthing sleeve, without safety ring. note: fxf is fbf with earthing sleeve. 154 154 fbf.4a.675.cta fxf.4a.675.cta weight (g) part number 165 fbk.4a.675.cta fbk fixed plug with square flange and tag, nut fixing, with earthing sleeve characteristics triax standard impedance 75   ? operating frequency 2.5 ghz ? vswr (f= ghz) 1.01 + 0.076 f  iec 60169-1-1 contact resistance < 3 m   iec 60512-2 characteristics triax standard contact resistance internal screen < 1 m   ? watertightness ip61 iec 60529 test voltage 2 kv ac iec 60512-2

 weight (g) 115 part number ehn.4a.675.ctl weight (g) 133 part number azb.4a.675.ctl ? 35 66.9 47.2 12 ? 27 m 20 x 1 6 maxi s 24 weight (g) 150 part number azg.4a.675.cta s 22 ? 32 m 25 x 1 51 31.8 s 30 ? 28 7 maxi ~ 94 s 22 ? 29 s 26 ? 45 ? 45 52 50.7 120 31 ? 3.4 ? 27.5 note: this model is also available with a nut for fitting a bend relief, add a ?z? at the end of the part number. the bend relief must be ordered separately. note: exn is ehn with earthing crown cable groupe 9 3 2 1 5 7 6 0 part number pca.4a.675.ctrc90 pca.4a.675.ctrc95 pca.4a.675.ctrc85 pca.4a.675.ctrc97 pca.4a.675.ctrc11 pca.4a.675.ctrc13 pca.4a.675.ctrc14 pca.4a.675.ctrc16 note: this model is also available with a nut for fitting a bend relief, add a ?z? at the end of the part number. the bend relief must be ordered separately. cable groupe 9 3 2 1 5 7 6 0 part number pxa.4a.675.ctrc90 pxa.4a.675.ctrc95 pxa.4a.675.ctrc85 pxa.4a.675.ctrc97 pxa.4a.675.ctrc11 pxa.4a.675.ctrc13 pxa.4a.675.ctrc14 pxa.4a.675.ctrc16 ~ 93 46.4 s 22 ? 28 ? 36 s 36 s 28 note: this model is also available with a nut for fitting a bend relief, add a ?z? at the end of the part number. the bend relief must be ordered separately. cable groupe 9 3 2 1 5 7 6 0 part number peh.4a.675.ctrc90 peh.4a.675.ctrc95 peh.4a.675.ctrc85 peh.4a.675.ctrc97 peh.4a.675.ctrc11 peh.4a.675.ctrc13 peh.4a.675.ctrc14 peh.4a.675.ctrc16 ~ 94 s 22 ? 29 s 26 note: all dimensions are in millimetres. ehn fixed socket with visible shell and tag, nut fixing pca free socket with cable collet pxa free socket with cable collet  and earthing crown peh free socket, nut fixing, round flange  with earthing crown azb adapter, consisting of a lemo socket and a triax smz socket azg adapter, nut fixing, consisting of a lemo socket and a triax smz socket

 cat.4a.len.p0306 chf 1.50 / euro 1 / usd 1.1 / rmb 10 data subject to change, printed in switzerland, march       2006 note: material: black neoprene. this bend relief can be used for all 4a cable groups (? min 7 mm, ? max 16 mm). 120  19.3 azg + 0.1  0 20.2 + 0.1  0 b + 0.1  0 ? a + 0.1  0 ? 27.6 + 0.1  0 ? 3.3 ? 3.3 ? 39 azb ? 25.1 + 0.1  0 fbk 31 + 0.1  0 panel cut-outs accessories for models ffb-fxb-fxc part number gmf.4a.080.145.nn ?  3 5 ?   3 5 144 abc 76 www.lemo.com  lemo  headquarters switzerland lemo sa  chemin des champs-courbes 28 - p.o. box 194 - ch-1024 ecublens tel. (+41 21) 695 16 00 - fax (+41 21) 695 16 02 - e-mail: info@lemo.com note: all dimensions are in millimetres. note: material: black neoprene. this bend relief can be used for all 4a cable groups (? min 7 mm, ? max 16 mm). for models pca-pxa part number gmp.4a.080.145.nn ?   3 2.5 ?   3 5 175 abc 75 model ehn-exn peh-fap-fxp fbf-fxf 26 22.5 31 28.7 26 22.2 dimensions (mm) ab tooling cable groupe 1-2-3-9 5-6-7 0 part number dpe.99.271.5k dpd.99.211.2k dpd.99.301.3k note: the last letter ?g? of the part number indicates the colour grey of the bend relief. for others colour, refer to the above table and replace letter ?g? by the letter of the colour required.  part number gma.4b.080.dg gma.4b.010.dg gma.4b.011.dg gma.4b.012.dg gma.4b.013.dg ref. a b g blue white grey colour ref. j m n yellow brown black colour ref. r s v red orange green colour 8.0 60 9.0 8.0 10.0 60 10.9 10.0 11.0 60 11.9 11.0 12.0 60 13.0 12.0 13.5 60 14.5 13.5 dimensions (mm) bend relief cable ? a l max. min. note: material:  polyurethane elastomer temperature range in dry atmosphere: -40c +80c l ?  a gmf bend relief with cap for plugs gmp bend relief with cap for free sockets gma bend relief for ffb, pca, pxa and peh models with nut for fitting a bend relief dpd crimping tool
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