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		  Datasheet File OCR Text:


		  weight saving ?  elimination of knurl  cost saving for end customer ?  elimination of secondary machining process for customers      who modify standard fange receptacles themselves  no risk of corrosion ?  no modifcation of standard fange receptacle (normally      exposed as a result of machining  allows an easy fxing easy cable routing in tight space easy identifcation with colour coded bands ?  6  visual  keyway orientations souriaus offer ?  available in 9 shell sizes, from 08 to 24 respect for environment ?  rohs compliant a new lightweight version ! 8sta in-line   receptacle benefts applications formula 1 ... endurance race ... rally ... the new 8sta in-line receptacle is recommended for following  applications:     ?   where weight & space saving are a preminum objective       ?   where a quick & easy fxing is requested moto gp... industry no knurl easy fxing  tight space easy to route       

 8sta in-line receptacle  technical characteristics mechanical ? shell       aluminium alloy ? shell plating     conductive black zinc ? insulator      thermoplastic ? grommet & seal     liquid silicone rubber ? contact       copper alloy ? contact plating     gold  ? endurance     500 matings/unmatings ? shock       300 g for 3 ms and eia-364-27 ? vibration resistance   147 m/s2, 10 to 2000 hz ? contact retention     size 22d     45 n        size 20     60 n       size 16     100 n         size 12      100 n       size 8     110 n       size 4     200 n climatic ? temperature range   -55c to +175c ? sealing mated connectors  ip67  (1 metre for 30 min. minimum) ? salt spray     48 hours electrical ? test voltage     ? contact resistance    size 22d     14.6 m ?       size 20     7.3 m ?       size 16     3.8 m ?         size 12      3.5 m ?       size 8     3 m ?       size 4     2 m ? ? insulation resistance     5000 m ? ( at 500 vdc) ? contact rating     size 22d     5 a             size 20     7.5 a       size 16     13 a         size 12      23 a       size 8     45 a       size 4     80 a ? shell continuity      10 m ?       service m n i ii sea level 1300 1000 1800 2300 basic series                                                                                                                   8s ta 1 10 35 p n 523 shell style  shell size         contact layouts   type of contacts orientations specification* how to order   1:  in-line receptacle  p:  pin contacts s:  socket contacts n:  red /  a:  yellow /  b:  blue /  c:  orange /  d:  green /  u:  universal  523:  lighweight in-line receptacle connector basic series                                                                                                                                                                   8s ta 9 10 shell style  shell size           9:  receptacle protective cap protective cap all 8sta contact layouts for shell size above 08 - 10 - 12 - 14 - 16 - 18 - 20 - 22 - 24 08 - 10 - 12 - 14 - 16 - 18 - 20 - 22 - 24 * mandatory

 8sta in-line receptacle 8sta in-line receptacle  note : all dimensions are in mm range presentation in-line receptacle g shell size ? a max. ? d  +0.20 g max. 08 17.60 12.00 33.50 10 20.70 15.00 12 25.10 19.05 14 28.30 22.22 16 31.40 25.40 18 34.70 28.57 20 38.10 31.75 22 41.20 34.92 24 44.70 38.10 -0.13 3.5 - 3.6 6 - 6.12 ? d ? a   orientation orientations shell size n   red a   yellow b   blue c   orange d   green 08 95 77 - - 113 10 95 81 67 123 109 12 95 75 63 127 116 14 95 74 61 129 116 16 95 77 65 125 113 18 95 77 65 125 113 20 95 77 65 125 113 22 95 80 69 121 110 24 95 80 69 121 110 b a n d c 100 37 28 5 b a n d c 100 37 28 5 for each shell size, u orientation can be mateable with any other orientations. viewed from face of receptacle viewed from face of plug  

 8sta in-line receptacle  crimped contacts contact  size contact  type contact ?   max. part numbers admissible wire section external dia. over insulation (mm) awg mm2 crimp contact min. max. min. max. min. max. 22d   signal  contact male 0.76 8599-0702 jj 28 22 0.09 0.38 0.76 1.37 female 8599-0706 900 20   signal  contact male 1.00 8599-0703 sa 24 20 0.21 0.60 1.02 2.11 female 8599-0707 900 16   signal  contact male 1.60 8599-0704 mj 20 16 0.60 1.34 1.65 2.77 female 8599-0708 900 16   coaxial  contact male m39029/76 424 rg 174   rg 179   rg 316 1.65 2.60 female m39029/77 428 12   signal  contact male 2.40 8599-0705 mj 14 12 1.91 3.18 2.46 3.61 female 8599-0709 900 12   coaxial  contact male m39029/28 211 rg 174   rg 179   rg 316 2.40 2.60 female m39029/75 416 08    power  contact male 3.64 8599-7544 - 8 - 8.98 4.50 6.50 female 8599-7541 boot 8599-4542 reductor** 8599-7645 08    coaxial  contact male m39029/59 366 rg 188a/u - 2.80 female m39029/60 367 boot 8590-4571 08    triaxial  contact male m39029/90-529 mil-c17/176 00002   fileca f2703/14   raychem cheminax 10612   filotex m 17/176 00002 3.15 3.40 female m39029/91-530 boot 8590-4571 04    power  contact male 5.75 8599-7520a 900 7 10 according to wire used female 8599-7521a 900 boot 8599-4590 reductor* 8400-2351a male 8599-7520a 900 4 16 female 8599-7521a 900 boot 8599-4591 contacts * reductor must be used for wire 8 & 10 mm2 ** reductor must be used for wire 8 mm2 note : all dimensions are in mm 

 8sta in-line receptacle 8sta in-line receptacle  note : all dimensions are in mm crimping tools contact    size type pliers m22520/1-01 m22520/2-01 m300bt m22520/23-01* turret    part number locator    part number locator    part number die    part number locator   part number spec. souriau spec. souriau spec. spec. spec. 22d male - - m22520/2-09 8476-09 - - - female m22520/2-07 8476-07 20 male m22520/1-04 8365-04 m22520/2-10 8476-10 female 16 male - - female 12 male female 8 male - - sp 593 m22520/23-02 8599-9601 female 4 male - m22520/23-04 m22520/23-11 female * pneumatic pliers m22520/1-01+  m22520/1-04 m22520/2-01 +  m22520/2-09 &    m22520/2-07 wire stripping contact size 26 22d 20 16 12 8 4 l (mm) 4 6 12 l m22520/23-01  

 8sta in-line receptacle  for further information, visit our website  www.motorsport-connectors.com or contact us at  contactindustry@souriau.com ind8stas523fl01en  ? copyright souriau - all information in this publication presents only general particulars and shall not form part of any contract. all rights reserved to souriau for changes without prior notifcation or public announcement. shell size ?a ? b 08 19.00 14.20 10 21.80 12 26.10 14 29.30 16 32.50 15.00 18 35.30 20 38.80 22 42.00 24 45.10 15.85 accessories shrinkable termination detail metal protective cap receptacle cap type 9 filler plug contact    size part numbers colour spec. souriau 22d ms27488-22 8660-212 black 20 ms27488-20 8522-389a red 16 ms27488-16 8522-390a blue 12 ms27488-12 8522-391a yellow shell size ?a ? b 0.05 c 0.05 d 08 10.62 9.70 6 3.5 10 13.72 12.65 12 17.26 16.02 14 20.41 19.00 16 23.60 22.23 18 26.76 25.22 20 29.93 28.37 22 33.11 31.86 24 36.30 34.67 d c ? b over knurl ? a a max. b max. insertion & extraction tools contact  size material part numbers colour spec. souriau insertion extraction 22d plastic m81969/14-01 - green white 20 plastic m81969/14-10 - red orange 16 plastic m81969/14-03 - blue white 12 plastic m81969/14-04 - yellow 8 plastic m81969/14-06 - - red metallic - 8660-197 - 4 plastic m81969/14-07 - - blue metallic - 8533-8175 - direction of insertion note : all dimensions are in mm    
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