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		  Datasheet File OCR Text:


		  1 nic components  corp.    www.niccomp.com    www.lowesr.com     www.rfpassives.com     www.smtmagnetics.com specifications are subject to change hybrid aluminum electrolytic capacitors nspry series rated voltage range 25 ~ 63vdc capacitance range 10 ~ 330  f operating temperature range -55c ~ +135c capacitance tolerance 20% (m) maximum leakage current after 2 minutes 0.05cv or 100  a whichever is greater max. tan    at 120hz/20c w.v. (vdc) 25 35 40 50 63 s.v. (vdc) 32 44 50 63 79 tan   0.16 low temperature stability impedance ratio @ 120hz z-55c/z+20c 1.0 ~ 2.5 z+135c/z+20c 0.6 ~ 1.0 load life test @ 135c duration  d 6.3mm = 1,000 hours,   d > 8mm = 2,000 hours   capacitance within 30% of initial measured value   tan   less than 200% of speci   ed value   lc less than speci   ed value   esr less than 200% of speci   ed value very  high  temperature, extended load life,  radial leads, polarized features ?  long endurance at high temperature    (up to 2,000hrs @ 135c) ?  reduced sizes characteristics precautions please review the notes on correct use, safety and precautions found on  pages t10  &  t11  of nic?s   electrolytic capacitor catalog .  also found at  www.niccomp.com/precautions   if in doubt or uncertainty, please review your speci   c application - process  details with nic?s technical support personnel:  tpmg@niccomp.com   * new * high temperature +135c   nspry  101  m  35v   8x9.5   y   f  .                                                                                rohs compliant                                                                 case size (d  xl)                                                   working voltage (vdc)                                        tolerance code (m=20%)                                                                 capacitance  code:  first  2  characters                                                                                        signi   cant, third character is multiplier                  series part number system suitable for automotive equipment, sourced to special production and inspection at ts-16949 certi   ed production site.

 2 nic components  corp.    www.niccomp.com    www.lowesr.com     www.rfpassives.com     www.smtmagnetics.com specifications are subject to change miniature aluminum electrolytic capacitors nspry series lead spacing and diameter (mm) case dia. (d  ) 6.3 8 10 lead dia. (d  ) 0.45 0.6 0.7 lead spacing (f) 0.25 3.5 5.0 dim.   0.5 dim.   1.5 standard product and case size table d  xl (mm) part number cap. (  f) w.v. (vdc) dissipation factor +20c/120hz leakage current (  a) after 2 minutes ripple current rating (ma) +135c/100khz max. esr (m  ) +20c/100khz load life hours @+135c nspry680m25v6.3x7.2 y f68 25 0.16 100.0 780 45 1000 nspry151m25v8x9.5 y f 150 0.16 187.5 1060 27 2000 nspry271m25v10x9.5 y f 270 0.16 337.5 1220 22 2000 nspry331m25v10x11.5 y f 330 0.16 412.5 1390 16 2000 nspry470m35v6.3x7.2 y f47 35 0.16 100.0 730 60 1000 nspry101m35v8x9.5 y f 100 0.16 175.0 1010 30 2000 nspry151m35v10x9.5 y f 150 0.16 262.5 1180 23 2000 nspry221m35v10x11.5 y f 220 0.16 385.0 1360 17 2000 nspry270m40v6.3x7.2 y f27 40 0.16 100.0 700 70 1000 nspry560m40v8x9.5 y f 56 0.16 112.0 980 32 2000 nspry101m40v10x9.5 y f 100 0.16 200.0 1150 24 2000 nspry121m40v10x11.5 y f 120 0.16 240.0 1320 18 2000 nspry150m50v6.3x7.2 y f15 50 0.16 100.0 670 80 1000 nspry330m50v8x9.5 y f 33 0.16 100.0 940 35 2000 nspry560m50v10x9.5 y f 56 0.16 140.0 1110 25 2000 nspry820m50v10x11.5 y f 82 0.16 205.0 1270 19 2000 nspry100m63v6.3x7.2 y f10 63 0.16 100.0 590 100 1000 nspry220m63v8x9.5 y f 22 0.16 100.0 870 40 2000 nspry330m63v8x9.5 y f 33 0.16 104.0 870 40 2000 nspry330m63v10x9.5 y f 33 0.16 104.0 1010 30 2000 nspry470m63v10x9.5 y f 47 0.16 148.1 1010 30 2000 nspry560m63v10x11.5 y f 56 0.16 176.4 1150 22 2000 frequency (hz) 100 1k 10k >100k 10  f ~ 33  f 0.05 0.32 0.67 1.00 47  f ~ 560  f 0.10 0.35 0.70 1.00 ripple current frequency correction factors y2d 100  35v marking date code 2 = year 2012 4 = month (1 - 9 jan ~ sept, o = oct, n = nov, d = dec.) capacitance voltage series dimensions (mm) d    0.05 laminated case f  0.5   d      5mm  min. 15mm min.    l +    max. - + polarity marking top vent 10mm dia.
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