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		  Datasheet File OCR Text:


		  s0387 - r02. (web)  20130912 product description features cfoi025 series min typical max unit c band channel center wavelength range 1529.55 1563.86 nm channel center frequency range 191700 196000 ghz l band channel center wavelength range 1569.59 1605.74 nm channel center frequency range 186700 191000 ghz multiplexed channel spacing 25 ghz de-multiplexed channel spacing 50 ghz clear channel bandwidths (ccb) - 4.0 4.0 ghz insertion loss within ccb (all sop) 2.0 db tdl within ccb   [1]  0.3 db il ripple within ccb 0.3 db pdl within ccb 0.3 db insertion loss uniformity within each port  (all sop) 0.3 db adjacent channel isolation over ccb   [2]  22 db chromatic dispersion within ccb - 80 80 ps/nm optical return loss 40 db directivity 40 db dgd within ccb   [3] 0.7 ps total optical power handling   [4] 24 dbm operating temperature 0 to +65 c storage temperature -40 to +85 c fiber type smf-28 or equivalent package dimensions   [5] 100.5 (l) x 60.0 (w) x10.3 (h) mm applications performance specification ns note: [1] for any given polarization. [2] all sop, measured over ccb of nearest-neighbor  channels. [3] by design and dvt. [4] no epoxy on the optical path. [5] the mechanical tolerance should be +/-0.2mm on  all package dimensions unless otherwise custom  specifed. * all parameter are without connector if no specifed green  25ghz compact fiber  optical interleaver cfoi025 series oplinks compact, low-dispersion interleavers greatly expand wavelength  channel counts in dwdm systems. it is the best solution to upgrade exist - ing 50ghz spacing transport system. oplinks dwdm interleavers feature  excellent wide, fat passband and high isolation. both mux and demux func - tions are supported. these interleavers are athermal and therefore require  no temperature control. its stable center wavelength accuracy over c or l  band 160 channels is suitable for higher bit rate application. the green cfoi  is compliant with industry green initiatives such as rohs and weee. ?   compact size ?   low dispersion ?   completely passive ?   ultra-low insertion loss ?   highly stable & reliable ?   epoxy-free optical path ?   environmental green plan compliance ?   metro and long haul dwdm system ?   network capacity expansion ?   signal comb fltering

 46335 landing pkwy fremont, ca 94538  tel: (510) 933-7200 fax: (510) 933-7300 email: sales@oplink.com ? www.oplink.com product lines:    ?   mux/demux    ?    switching/routing    ?    coupling/splitting    ?    monitoring/conditioning    ?    amplifcation    ?    interconnect    ?    transmission    ?    hfc/rof subsystem s0387 - r02. (web)  20130912 25ghz compact fiber optical interleaver cfoi025 series ordering information mechanical drawing / package dimensions   (dimension in mm)  oplink can provide a remarkable range of customized optical solutions. for detail, please contact oplinks oem  design team or account manager for your requirements and ordering information (510) 933-7200. fiber jacket 250m bare fber = 1 input output band code fiber length 25ghz = 025 50ghz = 050 c band = c l band = l 1.0 meter = 1*  1.5 meters = 5 2.0 meters = 2 0.5 meter = h connector type none = 1 fc/pc = 2 fc/spc = 3 fc/apc = 4 sc/pc = 5 sc/spc = 6 sc/apc = 7 st = 8 lc = 9 mu = a lc/apc = b * the tolerance of fber length is +/-0.1m. 1 meter is standard. the lead-time for special fber length will be longer. cfoi 1  e 0 5 0 5 2 0
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