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		  Datasheet File OCR Text:


		   symbol condition  fundamental 3rd overtone   please specify    -10c ~ +60c ( -40c~+85c available) please specify   please specify    @25c    please specify    dc 100v15v   @25c 3c             compact in size, the surface mount, plastic packaged  ACT86SMX  is ideal for high density packing and  automatic placement on circuit boards.  the device has, as its core, a heat resisting cylinder type crystal  which makes full use of at cut crystal characteristics. this device can be used in a variety of applications  such as communications, audio visual, measurement and portable equipments. the footprint is an industry  standard layout and is compatible with other popular plastic crystals in this package. 3 the business centre, molly millars lane, wokingham, berkshire, rg41 2ey, uk http://www.actcrystals.com   customer to specify : frequency, frequency tolerance, temperature stability, operating temperature range, load capacitance iso9001:2000 registered for quotations or further information please contact us at: in line with our ongoing policy of product evolvement and improvement, the above specification may be subject to change without  notice 100 80 fundamental tel :         0044 (0)118 979 1238 fax :         0044 (0)118 979 1283 email :       info@actcrystals.com please note that all parameters can not necessarily be specified in the same device fundamental fundamental 3rd overtone 3rd overtone   esr (  ) max mode fundamental 200 150 100 5ppm  ir  36.00    fo ~ACT86SMX specification specification  equivalent series resistance  temp storage range  stability over temp range   temp operating range 10 ~ 32pf & sr esr tc  load capacitance 50ppm ( 30ppm option for 6.00mhz & over)  parameter  frequency range                                        m j k l g h i reel dimensions ( units :mm ) tape dimensions  (  units :mm  ) tape and reel specifications  (standard reel size 1kpcs)  act device orientation issue:6 m4 c1e  date:21-11-2006 pad surface finish   95sn/5cu recommended reflow profile dimensions
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