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		  Datasheet File OCR Text:


		  lcd graphic 122x32 incl. controller for 8 bit bus 6.2007 lochhamer schlag 17    d-82166 graefelfing    phone +49-(0)89-8541991    fax +49-(0)89-8541721    www.lcd-module.de    info@lcd-module.de ordering information lcd graphic module 122x32, with backlight y/g ea dip122-5nled y/g for -20~+70c operating temp. range ea dip122-5hnled blue-white for -20~+70c, low power ea dip122b-5nlw amber for -20~+70c ea dip122j-5nla 9-pin socket, height 4.3mm (2 pcs. required) ea b200-9 high-level-graphicscontroller with rs-232c ea ic1520-1pgh features * high contrast lcd display as stn and fstn * classic line yellow/green: ea dip122-5hnled * or blue-white ea dip122b-5nlw * built in controller pt6520 or compatible * interface for 8 bit data bus * power supply  + 2.7~5v / -6.3~-4v 800  a max. * led backlight y/g max. 150ma@+25c * led backlight amber and white max. 45ma@+25c * some more modules with same mechanic and same pinout: dotmatrix 1x8, 2x16, 4x20 and 128x64, 240x128 with larger outline * no screws required: solder on in pcb only * detachable via 9-pin socket ea b200-9 (2 pcs. required) * operating temperature range 0~+50c or *  -20~+70c operating temp. with built-in temp. comp. circuit yellow/green: ea dip122-5hnled dimension 68 x 27 mm blue-white: ea dip122b-5nlw dimension 75 x 27 mm no more mounting required amber: ea dip122j-5nla dimension 75 x 27 mm

 ea dip122-5 page 2 specifications may be changed without prior notice. printing error reserved pinout controller pt6520 graphic modules of ea dip122-5 series do have 2 controller pt6520 (or compatible) built in: one for the left half of display and the other for the right one. from 61 columns each 0..60 are used only. pt6520 do not have any character mode, so all character has to be set by graphic. many different fonts are optionally available on disk with part numer ea diskfont1520. a detailed description for all commands and interface timing you will find at the user manual for pt6520 *) . instructions code function a0 rd wr d7 d6 d5 d4 d3 d2 d1 d0 display on/off 0 1 0 1 0 1 0 1 1 1 0/1 turns display on or off. 0=off; 1=on; display start line 0 1 0 1 1 0 display start address (0 - 31) specifies ram line corresponding to top of display. set page address 0 1 0 1 0 1 1 1 0 page (0-3) sets display ram page. set column address 0 1 0 0 column address (0 - 79) sets display ram column address. read status 0 0 1 b u s y a d c o n / o f f r e s e t 0 0 0 0 read the following status: busy: adc: on/off: reset: 1=busy; 1=cw output; 1=display off; 1=being reset; 0=ready; 0=ccw output; 0=display on; 0=normal; write display data 1 1 0 write data writes data into display ram. read display data 1 0 1 read data reads data from display ram. select adc 0 1 0 1 0 1 0 0 0 0 0/1 0=cw output; 1=ccw output; static drive on/off 0 1 0 1 0 1 0 0 1 0 0/1 selects static driving operation. 0=normal driving; 1=static drive; select duty 0 1 0 1 0 1 0 1 0 0 0/1 select duty cycle. 0=1/16; 1=1/32; read-modify-write 0 1 0 1 1 1 0 0 0 0 0 read-modify-write on end 0 1 0 1 1 1 0 1 1 1 0 read-modify-write off reset 0 1 0 1 1 1 0 0 0 1 0 software reset. *)  http://www .lcd-module.de/eng/pdf/zubehoer/pt6520.pdf pin symbol level function pin symbol level function 1 vss l power supply 0v (gnd) 10 d3 h / l display data 2 vdd h power supply +5v 11 d4 h / l display data 3 vee - contrast adjustment (-4 v) 12 d5 h / l display data 4 a0 h / l command / data 13 d6 h / l display data 5 r/w h / l h=read, l=write 14 d7 h / l display data, msb 6 e1 h enable left side 15 e2 h enable right side 7 d0 h / l display data, lsb 16 res l reset 8 d1 h / l display data 17 a - led backlit+ (external rv !) 9 d2 h / l display data 18 c - led backlit - attention handling precautions!

 ea dip122-5 page 3 specifications may be changed without prior notice. printing error reserved contrast adjustment contrast voltage for all displays of ea dip122-5 series is typ. -4v. that means that for 5v power supply an additional negative voltage of min. 4v is required. display modules for -20..+70c (-5hnled, -5nlw and -5nla) are equipped with an on-board temperature compensation. so there's no more need for contrast adjustment while operation anymore. furthermore these 3 displays are featured with a superfast stn/fstn liquid that allows fast resonse even at very low temperatures: typical response time at -20c is 2 seconds only. backlight driving the backlight requires a current source or an external resistor for current limit. please take care of derating for t a  >+25c. u f  for yellow/green backlight is 3.9~4.2v, 2.2~2.6v (amber) and 3.0~3.6v for white led backlight. note: do never drive backlight direct to 5v; immediately damage my happen ! yellow/green - blue - amber the blue-white display ea dip122b-5nlw is best for indoor use with and without ambient light. reading the display requires a minimum of backlight with about 15ma. the yellow/green version ea dip122-5nled is especially designed for 24-hour or outdoor applications. these displays do provide best contrast for all ambient illuminations, even with direct sunlight. no need to say that these display can be read in darkness when led backlight is switched on. this is same for the amber backlighted version ea dip122j-5nla.

 ea dip122-5 page 4 specifications may be changed without prior notice. printing error reserved lochhamer schlag 17    d-82166 graefelfing    phone +49-(0)89-8541991    fax +49-(0)89-8541721    www.lcd-module.de    info@lcd-module.de dimensions all dimensions are in mm attention handling precautions! note: in general lc display are not suitable for wave soldering and reflow soldering pr ocess. an ambient temperature above 80c may destroy the display.

 mouser electronics    authorized distributor      click to view pricing, inventory, delivery & lifecycle information:         electronic assembly:     ? ea dip122-5nled? ea dip122j-5nle? ea dip122b-5nlw? ea dip122j-5nla? ea dip122-5hnled
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