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		  Datasheet File OCR Text:


		  3 interconnect solutions http://www.3mconnectors.com 3m is a trademark of 3m company. for technical, sales or ordering information call 800-225-5373 3m ?  color coded flat cable .050" 28 awg stranded, pvc   3302 series ?	 28 awg wire on .050 inch centers permits mass  termination to a broad line of idc connectors ?	 stranded wire provides fexibility and extended  product life ?	 zippable for branching or discrete termination ?	 color coded for wire identifcation ?	 rohs	 compliant. 	 see	 the	 regulatory	 information	 appendix	 (ria)	 in	 the	 "rohs	 compliance"	 section	 of	 www.3mconnectors.com 	 for	 compliance	 information	 (ria 	 e1	 &	 c1	 apply) date modifed: may 1, 2012    ts-0123-c     sheet 1 of 2 physical insulation: material: polyvinyl chloride (pvc) color: 10 color repeat, clear carrier marking: standard: none canadian option:  awm 20462 105c 300v vw1 3m nu    c    awm ia 80c 150v ft1    eu  1  10 9   /10 ft. [ 3 m ] characteristic impedance: unbalanced  105   capacitance: 14.1 pf/ft [ 46.3 pf/m ] inductance: 0.15 h/ft [ 0.49 h/m ] propagation delay: 1.47 ns/ft [ 4.82 ns/m ] velocity of propagation: 69% note: unbalanced is measured between ground-signal-ground conductors. environmental temperature rating: usa: -20c to +105c  canada: -20c to +80c flammability rating: usa: vw-1     canada: ft1 ul file no.: e42769, style no: 20462 

 3 interconnect solutions http://www.3mconnectors.com 3m is a trademark of 3m company. for technical, sales or ordering information call 800-225-5373 3m ?  color coded flat cable .050" 28 awg stranded, pvc   3302 series ts-0123-c  sheet 2 of 2  ordering information 3302/xx xxc inch [mm] tolerance unless noted .0 .00 .000 inch .1 .01 .005 [ ] dimensions for reference only note: available in standard lengths of 100 feet or 300 feet per roll,  please specify when ordering.. number of conductors (see table) blank = standard c = canadian certifed version blank = standard sf = splice free number of  conductors 3m part  number dimension a dimension b 09 3302/09 0.450  .015 [ 11.43 ] 0.400  .010 [ 10.18 ] 10 3302/10 0.500  .015 [ 12.70 ] 0.450  .010 [ 11.43 ] 14  3302/14 0.700  .015 [ 17.78 ] 0.650  .010 [ 16.51 ] 15 3302/15 0.750  .015 [ 19.05 ] 0.700  .010 [ 17.78 ] 16 3302/16 0.800  .020 [ 20.32 ] 0.750  .015 [ 19.05 ] 18 3302/18 0.900  .020 [ 22.86 ] 0.850  .015 [ 21.59 ] 20 3302/20 1.000  .020 [ 25.40 ] 0.950  .015 [ 24.13 ] 24 3302/24 1.200  .020 [ 30.48 ] 1.150  .015 [ 29.21 ] 25 3302/25 1.250  .020 [ 31.75 ] 1.200  .015 [ 30.48 ] 26 3302/26 1.300  .020 [ 33.02 ] 1.250  .015 [ 31.75 ] 30 3302/30 1.500  .025 [ 38.10 ] 1.450  .020 [ 36.83 ] 34 3302/34 1.700  .025 [ 43.18 ] 1.650  .020 [ 41.91 ] 36 3302/36 1.800  .025 [ 45.72 ] 1.750  .020 [ 44.45 ] 37 3302/37 1.850  .025 [ 46.99 ] 1.800  .020 [ 45.72 ] 40 3302/40 2.000  .025 [ 50.80 ] 1.950  .020 [ 49.53 ] 50 3302/50 2.500  .025 [ 63.50 ] 2.450  .020 [ 62.23 ] 60 3302/60 3.000  .025 [ 76.20 ] 2.950  .020 [ 74.93 ] 64 3302/64 3.200  .025 [ 81.28 ] 3.150  .020 [ 80.01 ] c * 10 color repeat  brown   red  orange   yellow   green   blue  violet  gray   white  black b a . 0 42     . 0 0 3 [   1 . 07  ] . 050  t y p [   1 . 2 7   ] brown *   pvc  insu l a t i o n c l ear  p v c   car rier 2 8   a wg  7   x   36  [   7   x   0 . 127   ]   tinn e d s t r a nged   cop per  con d uct o r s (optional) 

 important notice all statements, technical information, and recommendations related to 3ms products are based on information believed to be reliable, but the accuracy or completeness is not guaranteed. before using this product, you must evaluate it and determine if it is suitable for your intended application. you assume all risks and liability associated with such use. any statements related to the product which are not contained in 3ms current publications, or any contrary statements contained on your purchase order shall have no force or effect unless expressly agreed upon, in writing, by an authorized offcer of 3m. warranty; limited remedy; limited liability.  this product will be free from defects in material and manufacture for a period of one (1) year from the time of purchase.   3m makes no other warranties  including, but not limited to, any implied warranty of merchantability or fitness for a particular purpose.   if this product is defective within the  warranty period stated above, your exclusive remedy shall be, at 3ms option, to replace or repair the 3m product or refund the purchase price of the 3m product.   except  where prohibited by law, 3m will not be liable for any indirect, special, incidental or consequential loss or damage arising from this 3m product, regardless of  the legal theory asserted.    please recycle. printed in usa. ? 3m 2012.  all rights reserved. ria-2217b-e 3 3m electronics solutions division 6801 river place blvd. austin, tx  78726-9000 u.s.a. 1-800-225-5373 www.3mconnectors.com 3m is a trademark of 3m company.
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