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		  Datasheet File OCR Text:


		  www.protekdevices.com page 1 description the pbsp-10k series is designed to be used in conjuncton with led drivers, electric fuorescent and hid ballasts to provide an additonal level of protecton against  power line disturbances in industrial and commercial applicatons. features ?  ul approved: e245450 ?  protects line to neutral, line to ground and neutral to ground in ac - cordance with ieee/ansi c62.41.2 guidelines ?  surge current 10,000 amps @ 8/20s waveform ?  high temperature flameproof plastc enclosure ?  maximum temperature ratng of 85c ?  pulse ratng @ 8/20s: 1  @ 10,000a 2 @ 6,500a mechanical characteristics ?  high temperature flameproof plastc enclosure ?  maximum temperature raing of 85c (surface) ?  approximate weight: 116 grams ?  flammability ratng ul 94v-0 ?  marking: logo, part number, device informaton applications ?  led drivers ?  universal voltage ballast black white ground neutral line green load o/p to lamp ballast/led driver pbsp-10k application  only one name means protektion?  05455.r3 1/15  05455 pbsp-10k series 3 pole led driver & ballast protection module

 www.protekdevices.com page 2 maximum ratings  @ 25c unless otherwise specifed parameter symbol value units wlwovalr / pp   p t    p t    electrical characteristics per line  @ 25c unless otherwise specifed part number rated stand-off voltage v wm volts ac energy @2 ms w v 1 x pulse joules maximum peak pulse current (8/20s) i pp amps maximum clamping voltage (fig. 1) @ i p  = 100a v c   volts typical capacitance @0v, 1mh z c p f wwrr   10000      10000      10000      10000      10000    only one name means protektion?  05455.r3 1/15  05455 pbsp-10k series typical device characteristics

 www.protekdevices.com page 3 test waveform parameters t f  = 8s t d  = 20s t f e -t peak value i pp t d  = t/(i pp /2) figure 1 pulse wave form t - time - s 0                   5               10                15                20               25                30 i pp  - peak pulse current - % of i pp 0 20 40 60 80 100 120 ambient temperature - c 25          50           60            70           80            90           100       110          120           130 0 20 40 60 80 100 figure 2 power derating curve % of rated power  only one name means protektion?  05455.r3 1/15  05455 pbsp-10k series typical device characteristics

 www.protekdevices.com page 4 solder pad outline dimensions dim inches milimeters min max min max a 1.95 1.99 49.5 50.5 b 1.44 1.48 36.5 37.5 c 2.18 2.22 55.5 56.5 d 1.63 1.67 41.5 42.5 e 1.55 1.59 39.5 40.5 f 0.77 0.81 19.5 20.5 g 1.87 1.91 47.5 48.5 h 0.19 0.21 4.8 5.2 white green black front side top g f e h c d b a  only one name means protektion?  05455.r3 1/15  05455 pbsp-10k series package information

 www.protekdevices.com page 5 contact us corporate headquarters 2929 south fair lane tempe, arizona 85282 usa by telephone general: 602-431-8101 sales: & marketng: 602-414-5109 customer service: 602-414-5114 product technical support: 602-414-5107 by fax general: 602-431-2288 by e-mail: asia sales:  asiasales@protekdevices.com europe sales:  europesales@protekdevices.com u.s. sales:  ussales@protekdevices.com distributor sales:  distysales@protekdevices.com customer service:  service@protekdevices.com technical support:  support@protekdevices.com protek devices (asia pacic) pte. ltd.  8 ubi road 2, #06-19  zervex  singapore - 408538 tel: +65-67488312 fax: +65-67488313 web www.protekdevices.com  only one name means protektion?  05455.r3 1/15  05455 pbsp-10k series company information copyright ? protek devices 2014 - this literature is subject to all applicable copyright laws and is not for resale in any manner. specifications: protek reserves the right to change the electrical and or mechanical characteristcs described herein without notce. design changes: protek reserves the right to discontnue product lines without notce and that the fnal judgement concerning selecton and specifcatons is the buyers and that in furnishing engineering  and technical assistance.  protek assumes no responsibility with respect to the selecton or specifcatons of such products.  protek makes no warranty, representaton or guarantee regarding the suitability of  its products for any partcular purpose, nor does protek assume any liability arising out of the applicaton or use of any product or circuit and specifcally disclaims any and all liability without limitaton special,  consequental or incidental damages. life support policy: protek devices products are not authorized for use in life support systems without writen consent from the factory.  company profile in business more than 20 years, protek devices? is a privately held semiconductor company. the company ofers a product line of overvoltage pro - tecton and overcurrent protecton components. these include transient voltage suppressor array (tvs arrays) avalanche breakdown diode, steering  diode tvs array and electronics smd chip fuses. these components deliver circuit protecton in electronic systems from numerous overvoltage and  overcurrent events. they include lightning; electrostatc discharge (esd); nuclear electromagnetc pulses (nemp); inductve switching; and electro - magnetc interference (emi) / radio frequency interference (rfi). protek devices also ofers high performance interface and linear products. they  include analog switches; multplexers; led drivers; led wafer die for esd protecton; audio control ics; rf and related high frequency products.
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