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		  Datasheet File OCR Text:


		  S1ZA60 600v  1.1a ratings outline dimensions case : 1z      unit : mm ?? small smt package ?? array ?? high reliability with superior moisture     resistance ?? applicable to automatic insertion features ?? conventional rectification ?? motor ?? home appliances, office equipment ?? telecommunication, factory automation application ??absolute maximum ratings  (if not specified tl=25??) item symbol conditions ratings unit storage temperature tstg -40?`150 ?? operating junction temperature tj 150 ?? maximum reverse voltage v rm 600 v 50hz sine wave, r-load, ta=25??    on alumina substrate          1 element operation 1.1 average rectified forward current i o 50hz sine wave, r-load, ta=25??    on alumina substrate          2 element operation 0.8 a 50hz sine wave, r-load, ta=25??    on glass-epoxy substrate    1 element operation 0.9 50hz sine wave, r-load, ta=25??    on glass-epoxy substrate    2 element operation 0.63 peak surge forward current i fsm 50hz sine wave, non-repetitive 1cycle peak value, tj=25?? 30 a ??electrical characteristics  (if not specified tl=25??) item symbol conditions ratings unit forward voltage v f i f =0.9a,   pulse measurement, rating of per diode max.1.1 v reverse current i r v r =v rm ,         pulse measurement, rating of per diode max.10 ?a junction to ambient    on alumina substrate          1 element operation max.93 thermal resistance ??ja junction to ambient    on alumina substrate          2 element operation max.140 ??/w junction to ambient    on glass-epoxy substrate    1 element operation max.120 junction to ambient    on glass-epoxy substrate    2 element operation max.186 product specification 1 of 1 4008-318-123 sales@twtysemi.com http://www.twtysemi.com
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