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		  Datasheet File OCR Text:


		     15 pf  rise time ( tr ) / fall time ( tf ) characteristic group   embedded systems; electrical musical instrument   still digital cameras (sdcs)  general specifications   output logic low " 0 " 0.8v (max.) ; 0.2v (typ.)  [ at  10% v dd  ] applications 8.0  ~  165.0 mhz  commercial  ( -1 0c to +70c  ) mercury group " y "  spread type / total spread percentage center spread  /   0.5 %      scanner; modems; projectors emi reduction ( applys to the whole spectrum ) -9 dbc ( min.)  [ 100 mhz ] cycle - to - cycle jitter   100 ps ( typical )  ;   150 ps ( max. ) 4n sec. (max.) [ 10% v dd   ?  90% v dd  ] modulation carrier frequency ( dither rate )  12 khz ( min. )  ; 42 khz (max.)  [ freq. dependent . ] duty  cycle  50%  5%  [cl=15pf;at 50%vdd ] ultra small smd seam sealed spread spectrum  low emi clock crystal oscillator units. 2.0v (min.) ; 3.2v ( typ.)  [ at  90% v dd  ] mercury      www .mercury-cryst al.com  taiwan : (886)-2-2406-2779 / sales-tw@mercury-crystal.com    u.s.a: (1)-909-466-0427 / sales-us@mercury-crystal.com     china :   (86)-512-5763-8100 / sales-cn@mecxtal.com  general specifications    ( unit : mm )  paramenters electrical  spec. input voltage ( v dd )  frequency stability over  25 ppm  50 ppm cmos output output logic high " 1 " 3.3 v d.c.  5 % frequency range  output wave form 18 ma typ. output  load    adsl; pcmcia    automotive; gps car navigation systems   lcd pc monitors / lcd tvs smd   cmos out p ut y group 7.0 x 5.0 x 1.4 mm      printers ; multiple function printers (mpcs)     digital copiers; pdas     networking; lan / wan; routers     storage systems ( cd-rom, vcd, dvd and hdd  ) features   " c20 " 20 ppm over -10c to +70c ; tri-state function available.  frequency stability  (1)  codes  100 ppm current consumption aging  5 ppm per year ( max.) ; t = 25    if non-standard , please enter  the start - up time (ts)  2.0 m sec.( typical ) ; 5.0 m sec.( max. ) storage temperature - 65c to 150c 8.0  ~  50.0 mhz 50.1  ~  100.0 mhz 100.1  ~  165.0 mhz 10 ma typ.  industrial  (  -40c to +85c  ) 35 ma typ. center spread    0.5 % spread spectrum low emi clock oscillato r hm572 series def    operating temperature range desired stability after the  " c " or  "   i  "  "  i 20 "  20 ppm over -40c to +85c abc  for example :




		


		
			

			▲Up To 
				Search▲    



		 
	
Price & Availability of HM572YC05 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	

	


.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 























