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		  Datasheet File OCR Text:


		  116 nac3mx nac3fpx nac3fx nac3mx NAC3MPX nac3fpx nac3px liechtenstein liechtenstein 81.1 [55] 81.1 [3.19] ?   23.6 [.93] ?   26 [1.024] 38.2  [1.504] 4.5  [.177] ?   3.4  [.134] 2.5  [.098] 61.0  [2.402] 28.0  [1.102] ?   28.4 [1.12] 71-75 [2.80-2.95] ?   26.5 [1.043] ?   25 [0.94] 38.3  [1.51] 31.0  [1.220] ?   23.6  [0.929] 35.4  [1.394] 5.7  [.224] 4.5  [.177] 2.5  [.098] liechtenstein liechtenstein 81.1 [55] 81.1 [3.19] ?   23.6 [.93] ?   26 [1.024] 38.2  [1.504] 4.5  [.177] ?   3.4  [.134] 2.5  [.098] 61.0  [2.402] 28.0  [1.102] ?   28.4 [1.12] 71-75 [2.80-2.95] ?   26.5 [1.043] ?   25 [0.94] 38.3  [1.51] 31.0  [1.220] ?   23.6  [0.929] 35.4  [1.394] 5.7  [.224] 4.5  [.177] 2.5  [.098] liechtenstein liechtenstein 81.1 [55] 81.1 [3.19] ?   23.6 [.93] ?   26 [1.024] 38.2  [1.504] 4.5  [.177] ?   3.4  [.134] 2.5  [.098] 61.0  [2.402] 28.0  [1.102] ?   28.4 [1.12] 71-75 [2.80-2.95] ?   26.5 [1.043] ?   25 [0.94] 38.3  [1.51] 31.0  [1.220] ?   23.6  [0.929] 35.4  [1.394] 5.7  [.224] 4.5  [.177] 2.5  [.098] nac3px NAC3MPX innovative  solutions  i   superior  quality   powercon   powercon powercon true1 - lockable 16 a single phase connector v   true mains connector with breaking capacity (cbc) v   lockable 16 / 20 a single phase connector v   complete system with inlet and outlet connectors v   unique duplex chassis connector - combines inlet and      outlet coupler v   ip65 - water resistant ready-made cord sets v   enec certified according to iec 60320 v   easy and reliable locking system v   ul recognized components ergonomic quick  lock bushing with secure  key overmolded ready  made cable 1/4" flat tabs 1/4" flat tabs enec certified ul recognized  http://www..net/  datasheet pdf - http://www..net/

  117 scdp-* scnac-px scnac-fpx scnac-mpx www.neutrik.com powercon ordering information accessories cable connector nac3fx   mains cable connector, female cbc, screw terminals   n ac3mx   mains cable connector, male cbc, screw terminals n kac3f-x-y-z   overmolded ready-made cable with nac3fx on one side and   x ... different length in m or ft   y ... eu or us version ( h05vv, sjt)   z ... different termination on second end chassis connector n ac3fpx   mains chassis connector female cbc, 1/4" flat tab terminals   n ac3mpx   mains chassis connector male cbc, 1/4" flat tab terminals   n ac3px   mains chassis duplex, 1/4" flat tab terminals   scdp-*   d-size sealing gaskets, colour coding s cnac-px   sealing cover duplex ip65 s cnac-fpx   sealing cover for nac3fpx s cnac-mpx   sealing cover for NAC3MPX   *: 0- black, 2- red, 4- yellow, 5- green, 6- blue, 9- white nac3fx or nkac3f nac3mx or nkac3m NAC3MPX appliance inlet appliance outlet appliance combination cable extention nac3px nac3fx or nkac3f (connector) nac3fx or nkac3f (connector) nac3mx or nkac3m (plug connector) power in power in power out power out connector assignment inlet     outlet nac3fpx nac3mx      http://www..net/  datasheet pdf - http://www..net/

 118 nac3mxw 20 ____ 250 nac3mxw 20 ____ 250 nac3mxw 20 ____ 250 nac3mxw 20 ____ 250 nac3mxw 20 ____ 250 nac3mxw 20 ____ 250 innovative  solutions  i   superior  quality current rating 16 a voltage rating 250 vac cable type / color / nom. o.d. h05vvf3g1.5 / black / 8.0 mm conductor size 3 x 1.5 mm 2 standard length 2 m, 3 m, 5 m   plug / end termination neutrik nac3fxw / stripped open end approvals enec, vde part number e.g. nkac3f-woc-3 current rating 16 a voltage rating 250 vac cable type / color / nom. o.d. h05vvf3g1.5 / black / 8.0 mm conductor size 3 x 1.5 mm 2 standard length 2 m, 3 m, 5 m   plug / end termination neutrik nac3fxw / schuko ra approvals enec, vde part number e.g. nkac3f-sr-3   powercon   powercon   specification  ready-made power cords            ready -made overmolded power cord in protection class ip65.  the cable utilizes standard duty cord with 3 conductors with  cross section 1.5 mm 2  or 12 awg. cables  are  equipped  with  neutrik  true1  powercon  nac3fxw  and  nac3mxw  for  extention  cables  or  with  an  open end for termination of local connectors for "power in"  supply cables. overmolded local connectors on request. cables are available in different lengths. current rating 16 a voltage rating 250 vac cable type / color / nom. o.d. h05vvf3g1.5 / black / 8.0 mm conductor size 3 x 1.5 mm 2 standard length 0.5 m, 1 m, 1.5 m plug / end termination neutrik nac3fxw / neutrik nac3mxw approvals enec, vde part number e.g. nkac3f-m-0.5   international power cord 16 a / 250 vac   international power cord 16 a / 250 vac   international extension cord 16 a / 250 vac international cord  http://www..net/  datasheet pdf - http://www..net/

 119 nac3mxw 20 ____ 250 nac3mxw 20 ____ 250 nac3mxw 20 ____ 250 nac3mxw 20 ____ 250 nac3mxw 20 ____ 250 nac3mxw 20 ____ 250 www.neutrik.com nkac 3f - m - 3 - 12   powercon   powercon current rating 20 a voltage rating 250 vac cable type / color / nom. o.d. sjtow / black / 11.3 mm conductor size 3 x 12 awg standard length 2 m, 3 m, 5 m plug / end termination neutrik nac3fxw / stripped open end approvals ul, cul part number e.g. nkac3f-woc-5-12 current rating 20 a voltage rating 250 vac cable type / color / nom. o.d. sjtow / black / 11.3 mm conductor size 3 x 12 awg standard length 2 m, 3 m, 5 m plug / end termination neutrik nac3fxw / nema 5/15 approvals ul, cul part number e.g. nkac3f-n520-3-12 current rating 20 a voltage rating 250 vac cable type / color / nom. o.d. sjtow / black / 11.3 mm conductor size 3 x 12 awg standard length 0.5 m, 1 m, 1.5 m plug / end termination neutrik nac3fxw / neutrik nac3mxw approvals ul, cul part number e.g. nkac3f-m-1-12   us power cord 20 a / 250 vac   us power cord 20 a / 250 vac   us extension cord 20 a / 250 vac us cord cable part number breakdown neutrik power cord 3   ..........   3 conductor f   ............   nac3fxw   m   ...........   nac3mxw cable type blank   .....   h05vvf3g1.5 12   ..........   sjtow 12awg length in m (3 ... 3 metre) termination 2. end m   ...........   nac3mxw woc   ......   stripped open end sr   ..........   schuko right angle n520   ......   nema  5-20  http://www..net/  datasheet pdf - http://www..net/
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