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		  https://www.phoenixcontact.com/us/produkte/1437326 30.01.2013???page? 1 ?/? 4 sensor/actuator cable?-?sac-12p-ms/0,5-35t/m23fs shsco?-?1437326 please be informed that the data shown in this pdf document is generated from our online catalog. please find the complete data in the user's documentation. our general terms of use for downloads are valid (http://download.phoenixcontact.com) sensor/actuator cable, 12-position, pur/pvc, black ral 9005, shielded, plug straight m12- speedcon, a-coded, on socket straight m23, cable length: 0.5 m why buy this product ? ? ? ?  ?   ? key commercial data packing unit 0 minimum order quantity 1 catalog page page 150 (pc-2011) gtin custom tariff number 85444290 country of origin germany technical data general data rated current at 40c 1.5 a rated voltage 30 v number of positions 12 volume resistance  5 m insulation resistance  100 m length of cable 0.5 m ambient temperature (operation) -25 c ... 90 c (male connector / female connector) ambient temperature (operation) -40 c ... 125 c (male connector / female connector) general characteristics  85 ?26   46,7 14,1 14,8  11 11 2 2 9 9 10 10 7 7 8 8 5 5 4 4 6 6 3 3 1 1 12 12  2 3 4 5 6 7 8 1 9 10 11 12  2 4 5 1 9 10 12 11 6 7 8 3

 https://www.phoenixcontact.com/us/produkte/1437326 30.01.2013???page? 2 ?/? 4 sensor/actuator cable?-?sac-12p-ms/0,5-35t/m23fs shsco?-?1437326 technical data general characteristics standards/regulations m12 plug-in connector iec 61076-2-101 coding a - standard surge voltage category ii pollution degree 3 degree of protection ip67 torque 0.4 nm (m12 plug-in connector) contact material cuzn contact surface material ni/au contact carrier material pbt / pa 66 material of grip body pur material, knurls nickel-plated brass sealing material fkm status display no conductor data cable type black pur/pvc twisted pair cable type (abbreviation) 35t conductor cross section 0.14 mm2 awg signal line 26 conductor structure signal line 18x 0.10 mm core diameter including insulation 1 mm 0.05 mm wire colors white-brown, green-yellow, gray-pink, blue-red, black-violet, gray/ pink-red/blue overall twist six pairs around the filler to the core shielding tinned copper braided shield optical shield covering 85 % external sheath, color black ral 9005 external cable diameter 8.50 mm number of bending cycles 2000000 bending radius 85 mm traversing path 10 m traversing rate 3 m/s acceleration 10 m/s2 outer sheath, material pur material, inner sheath pvc material conductor insulation pvc conductor material tin-plated cu litz wires conductor resistance 142 /km flame resistance din vde 0472 part 804, test type b resistance to oil din vde 0472 part 803, test type b other resistance hydrolysis and microbe resistant as per vde 0282 section 10 ambient temperature (operation) -40 c ... 80 c (cable, fixed installation)  85 ?26   46,7 14,1 14,8  11 11 2 2 9 9 10 10 7 7 8 8 5 5 4 4 6 6 3 3 1 1 12 12  2 3 4 5 6 7 8 1 9 10 11 12  2 4 5 1 9 10 12 11 6 7 8 3

 https://www.phoenixcontact.com/us/produkte/1437326 30.01.2013???page? 3 ?/? 4 sensor/actuator cable?-?sac-12p-ms/0,5-35t/m23fs shsco?-?1437326 technical data conductor data ambient temperature (operation) -5 c ... 80 c (cable, flexible installation) classifications etim etim 3.0 ec001855 etim 4.0 ec001855 etim 5.0 ec001855 unspsc unspsc 11 31251501 unspsc 12.01 31251501 unspsc 13.2 31251501 unspsc 6.01 31251501 unspsc 7.0901 31251501 ecl@ss ecl@ss 4.0 27060306 ecl@ss 4.1 27060306 ecl@ss 5.0 27061801 ecl@ss 5.1 27061801 ecl@ss 6.0 27061801 ecl@ss 7.0 27061801 drawings schematic diagram pin assignment m12 male connector, 12-pos., male side view schematic diagram pin assignment m23 socket, 12-pos., female side view  85 ?26   46,7 14,1 14,8  11 11 2 2 9 9 10 10 7 7 8 8 5 5 4 4 6 6 3 3 1 1 12 12  2 3 4 5 6 7 8 1 9 10 11 12  2 4 5 1 9 10 12 11 6 7 8 3

 https://www.phoenixcontact.com/us/produkte/1437326 30.01.2013???page? 4 ?/? 4 sensor/actuator cable?-?sac-12p-ms/0,5-35t/m23fs shsco?-?1437326 cable cross section black pur/pvc twisted pair?[35t] dimensioned drawing m12 speedcon connector, straight, shielded dimensioned drawing m23 socket, straight, shielded circuit diagram contact assignment of the m12 plug and the m23 socket ? phoenix contact 2012 - all rights reserved http://www.phoenixcontact.com  85 ?26   46,7 14,1 14,8  11 11 2 2 9 9 10 10 7 7 8 8 5 5 4 4 6 6 3 3 1 1 12 12  2 3 4 5 6 7 8 1 9 10 11 12  2 4 5 1 9 10 12 11 6 7 8 3
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