

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						40250			MCR10			2SK175			INA110KP			50PF120			G40N60			NPIS138A			MSM9202			

			
	
	Product Description

			
	
	Full Text Search




				


		
		
		


			




			
				 	
				To Download 
				SC240908-1 Datasheet File

	
				 
				If you can't view the 
				Datasheet, Please click here to try to view without PDF Reader .	
				 



[image: ]


			
				
					





				　



			 



	

	



		



			
				


				


			



		
 
		





		  Datasheet File OCR Text:


		  unit version date approved 1 10/21/2013 j.s (hz) (hz) (dba) (ohm) (w) (w) drawn by date checked by date approved by date c a.b. 10/21/2013 c.e. 10/21/2013 j.s 10/21/2013 c (g) 82 900 ~ 20,000 900 1 value rectangle 0.5 2) all parts meet rohs cloth description released from engineering notes 8 insert graphics storage temperature revision history specifications frequency range spl @ 10cm operating temperature SC240908-1 dynamic speaker shape description nominal power cone material resonant frequency impedance 1) all dimensions are in mm unless otherwise noted mount type max power weight 2 -20 ~ +55 frame -20 ~ +55 sales@dbunlimitedco.com | www.dbunlimitedco.com ?2013, db unlimited sheet 1 of 1
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