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		  Datasheet File OCR Text:


		  .045  lb/10  pcs (20.3  g/10  pcs) MP530-C mp530-m part  number weight .128 3.25 .242 6.15 .310 7.87 .460 11.68 .260 6.60 .516 13.10 7x nominal .040 1.02 .897 22.78 .391 9.92 .374 9.51 1.652 41.97 8x .023 0.60 plug  housing w/contacts cable manager strain relief boot nominal 1.26 32.0 1.21 30.8 this  copy  is  provided  on  a  restricted  basis  and  is  not  to  be  used  in  any  way  detrimental  to  the  interests  of  panduit  corp. a b a b 1 2 2 1 11m280ad/00.prt 11m280ad_dc02/00a.prt part  number product  spec/pkg  spec see  table n/a i.i.  number work  instruction n/a n/a notes: 1.  category  5e  utp  30awg  modular  plug 2.  material:  housing,  adapter,  strain  relief  boot-clear  pvc;        contact  terminal-phosphor  bronze  electropolished  and  plated      with  .000050"  min.  gold  in  contact  area,  gold  flash  over      remainder,  .000100"  min  nickel  underplate. 3.  plug  accepts  4  pair  cable  .122"-.130"  (3.1mm-3.3mm)  diameter      with  30  awg  solid  or  stranded  conductors  with  a  maximum      insulation  diameter  of  .021"(.53mm). 4.  meets  dimensional  requirements  of  fcc  part  68  and  iec  60603-7.      all  dimensions  maximum  unless  otherwise  specified. 5.  terminal  contact  height  dimension:  .237 .005"(.60 .13mm)      with  pandit  crimp  tool. title pan-plug  category  5e  30  awg  utp  modular  plug with  boot customer  drawing item  revision  name dataset  file  name material: unless  otherwise  specified, dimensional  tolerances  are:  in  [mm] see  notes .x   .1  [2.54] .xxx   .005  [.127] .xx   .01  [.25] angles   5   drawing  number: third  angle projection 11m280ad-02 drawn  by date chk scale size bjn 1-3-13 jco none sht  1  of  1 a r 1-3-13 bjn jco ejh released  to  production 11m280ad-02 rev date by chk apr description ecn
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