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		  Datasheet File OCR Text:


		    sparkle po w er inc.  a  lead ing   pow e r supp l y   m a n u f actur e r w e b   s i t e :     w w w . s p a r k l e p o w e r . c om            SPI-230G   ( rohs compliant)   230 watts at/ps2 switching power supply   inpu t ch arac t eri sti c s     inpu t range :  9 5   ~ 1 3 2 / 180 ~2 64v ac ( r ms),  manu al  select  frequenc y:  47 ~ 63 hz  input current:  5 a  ( r ms)  @1 15v ac, 2 . 5a  ( r ms)  @230v ac  inrush curre nt:  50a  max  @132 v a c co l d  star t  features     ?  co m p lied  with at stand a rd   ?  high  efficien cy an d reliab ility  ?  inter n al 12 v d c   fan   inclu d e d    ?  lo w  noi se a n d  ri p p l e         ?  co m p lies with  fcc p a rt 15  sub p a rt j class b  an d cispr  2 2   class b  ?  o u t p u t   ov er voltag e , sh or t circu it,  and over current protection  ?  10 0%  hi - p ot ,  ate,  an d  b u r n -i n t e st ed    ?  r e -set t a bl e p o w er  sh ut   do w n   ?  a p p r ov ed   b y   u l 6 095 0- 1, c s a  c 2 2.2 no .  6 095 0-1   specification     ?  temperature range : operat in g :   0  c ~ +50c on   fu ll lo ad;  st ora g e &  s h i p pi n g :  - 2 0c  ~   +65  c    ?  humidity:    90% on  operating and  95% stora g e   ?  dielectric withstand:  i npu t  to  f r a m e   g r o und  1 800  v a c  fo r  1 sec o nd    ?  efficiency:  65 % at m i nim u m m easured at  nom i nal ac m a in  vol t a ge  an d  fr e que ncy   wi t h  m a xi m u m  l o ad o n  al l  o u t p ut s  ?  rise time :  les s  t h a n   10 0m s on  al l  o u t p ut s  ?  hold-up time:   16m s  m i nim u m  at  nom i n al  i n p u t   vol t a g e   ?  pow er g o od  s i gnal :  p o wer  o n   del a y  t i m e  100  ~   50 0m s, of f  delay 1m s  m i nim u m  (ttl a n d cmos c o m p atible)  ?  mtbf:  50 ,0 00  h our s o n   m a x i m u m   lo ad   at +4 0c  ?  dimensions (lxw xh):  14 0x 150 x86 mm/5 . 5 x 5 . 9x 3.4 i n   outp ut  c h ar a c teristics     outp ut voltage  minimum l o ad ma xi mum  l o ad l oad  re g . line reg . ripple &  nois e +5v 3a 23 a  5%  1% 50m v p- p +12v 1a 9a  5%  1% 12 0m v p-p -5 v 0a 0. 5a  10%  2% 15 0m v p-p -1 2v 0a 0. 5a  10%  2% 15 0m v p-p   * t h i s  s u bject   po we r s u p p l y  i s  2 3 0 w     spar k le p o wer inc.  main  o ffice  10 0 0  r o ck  a v enue  san  jo se, ca 95 131   tel: 408-519-8888  fax :  408 -5 19- 999 9   e-mail:  in fo@sp a rk lepo wer.co m     spar k le p o wer inc.  los an geles office  1 707 1 gr een   d r i v e  city o f  ind u s t r y, ca   9 1745   tel: 626-839-7180  fax :  626 -8 39- 339 5   spar k le p o wer inc.  col o rado offi ce  13 1 6   in di an  pa i n t b r u s h  la ne  lo ngm ont , c o  8 0 5 0 3   tel: 303-776-3281  fax :  303 -7 76- 764 5  
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