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		  Datasheet File OCR Text:


		  1 AM20P03-60I analog power january, 2005 - rev. a preliminary publication order number: ds-AM20P03-60I_c these miniature surface mount mosfets utilize  high cell density process.  low r ds(on) assures  minimal power loss and conserves energy, making  this device ideal for use in power management  circuitry.  typical applications are pwmdc-dc  converters, power management in portable and  battery-powered products such as computers,  printers, battery charger, telecommunication power  system, and telephones power system. v ds  (v) r ds(on)  m( ? )i d  (a) 59 @ v gs  = -10v 24 95 @ v gs  = -4.5v 19 product summary -30 p-channel 30-v (d-s) mosfet ?low r ds(on) provides higher efficiency and  extends battery life ? miniature to-251 surface mount package  saves board space ? high power and current handling capability ? extended vgs range (25) for battery pack  applications notes a. surface mounted on 1? x 1? fr4 board. b. pulse width limited by maximum junction temperature symbol maximum units v ds -30 v gs 25 continuous drain current a t a =25 o c i d 24 i dm 40 i s -30 a power dissipation a t a =25 o c p d 50 w t j , t stg -55 to 175 o c operating junction and storage temperature range continuous source current (diode conduction) a absolute maximum ratings (t a  = 25  o c unless otherwise noted) parameter pulsed drain current b v gate-source voltage drain-source voltage a parameter symbol maximum units maximum junction-to-ambient a r  ja 50 o c/w maximum junction-to-case r  jc 3.0 o c/w thermal resistance ratings

 2 AM20P03-60I analog power january, 2005 - rev. a preliminary publication order number: ds-AM20P03-60I_c notes a. pulse test:  pw  3 AM20P03-60I analog power january, 2005 - rev. a preliminary publication order number: ds-AM20P03-60I_c package information




		


		
			

			▲Up To 
				Search▲    



		 
	
Price & Availability of AM20P03-60I 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	

	


.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 























