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		  Datasheet File OCR Text:


		  a a a - - - b b b r r r i i i g g g h h h t t t   a-bright industrial co., ltd.      part no.  AL-12R6B1CWC-A2X  spec no.   page  1  of  6     + + + _ + _ + _ + + _ v- _ _ _ _ + _ + v+ + _ _ + _ +    package dimension:                                              part no.    housing  emitting color lens color  AL-12R6B1CWC-A2X ----  blue water clear    notes:  1.   all dimensions are in millimeters (inches).  2.   tolerance is   0.25mm (.010?) unless otherwise noted.  3.   protruded resin under flange is 1.0mm( .04?) max.                                 4.   lead spacing is measured where the  leads emerge from the package.  5.   specifications are subject to change without notice.    6.   this data-sheet only valid for six months.    

 a a a - - - b b b r r r i i i g g g h h h t t t   a-bright industrial co., ltd.      part no.  AL-12R6B1CWC-A2X  spec no.   page  2  of  6        absolute maximum ratings at ta=25      parameter symbol max. unit  forward current  i f  700 ma  peak pulsed forward current  i pf  1000 ma  power disspation  p d  12 w  reverse voltage  v r  5  v  operating temperature range  topr  -40 to +85     storage temperature range  tstg  -40 to +85     soldering temperature (max.)  tsol  260  5  seconds                            

 a a a - - - b b b r r r i i i g g g h h h t t t   a-bright industrial co., ltd.      part no.  AL-12R6B1CWC-A2X  spec no.   page  3  of  6        electrical optical characteristics at ta=25      parameter symbol min. typ. max. unit test condition luminous flux  flux  120  216  ---  lm  i f =700ma  forward voltage  v f  16.8 20.6 27.0 v i f =700ma  dominant wavelength  d   460 465 470  nm i f =700ma  spectral half-width    1/2  --- 25 --- nm i f =700ma  temperature coefficient or  dominant wavelength    d /  tj --- 0.04 ---  nm/    i f =700ma  temperature coefficient of v f    v f  /  tj --- -2.0 ---  mv/    i f =700ma  termal resistance junction to  board  ---- --- 15 ---   /w  i f =700ma  viewing angle  2  1/2 --- 120 --- deg i f =700ma                                             

 a a a - - - b b b r r r i i i g g g h h h t t t   a-bright industrial co., ltd.      part no.  AL-12R6B1CWC-A2X  spec no.   page  4  of  6     no  item  test conditions  test hours/cycle  sample  q?ty  ac/re 1 solder heat  temp  260  5    5 sec  30 pcs  0/1  -40    30  min  -25    5  min  -105   30  min  2 temperature cycle  -25    5  min  100 cycles  30 pcs  0/1  -40      5min  3 thermal shock  -105     5min  20 cycles  30 pcs  0/1  4 high temperature storage  temp  85    1000 hrs  30 pcs  0/1  5 low temperature storage  temp  -35    1000 hrs  30 pcs  0/1  6  dc operating life  i f =350ma  1000 hrs  30 pcs  0/1  7  high temperature    high humidity  ta=60       r.h 90%  1000 hrs  30 pcs  0/1       reliability test item s and conditions :                                                                       

 a a a - - - b b b r r r i i i g g g h h h t t t   a-bright industrial co., ltd.      part no.  AL-12R6B1CWC-A2X  spec no.   page  5  of  6        typical electro-optical characteristics curves :                                        

 a a a - - - b b b r r r i i i g g g h h h t t t   a-bright industrial co., ltd.      part no.  AL-12R6B1CWC-A2X  spec no.   page  6  of  6        typical electro-optical characteristics curves :                                  
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