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		  technical speci  cations contact con guration s.p.d.t., s.p.s.t. - n.o., s.p.s.t. - n.c. contact gap < 3 mm  (? switching voltage max. 250 v ac switched current 0,1 to 10 a ac, dependig on model  (see table) operating force 70 to 280 cn without auxiliary actuator,  depending on model total travel 1,6 mm mechanical life min.  10 x 10 6  operations (see table) electrical life (max. load) up to 10 6  operations (see table) ambient temperature -40 to +85 ? /120 ? proof tracking index pti 175 (pti 250 on request) materials   pet (ul 94 v-0) base pet (ul 94 v-0) cover pbt (ul 94 v-0); pet (ul 94 v-0) actuator pbt (ul 94 v-0) t120, pom (ul 94 hb) t85 contacts agsno 2 , agni, auagpt (crosspoint) snap switches terminals cuzn (silver-plated) auxiliary actuator stainless steel or plastic approvals   depending on model degree of protection  (switch interior) ip50 for detailed information and the layout of the details described above,  please do not hesitate to ask for our technical speci  cations and drawing. db subminiature switch electrical rating and operating life electrical rating according to electrical life  at rated load for 40t85*  (operations) mechanical  lifetime operating  force max.  (cn) housing mark en 61058-1 ul 1054 acc. to en acc. to ul 6a 250 v ac 5 a 125   ?50 v ac 10.000 6.000 15 x 10 6 150 db 1 10 (1,5) a, 250 v ac 10,1 a, 125 ?50 ac, 1/4 hp, 125 v ac 10.000 6.000 10 x 10 6 250 db 2 0.1  a,  250 v ac 0,1  a  125?50 v ac 50.000 100.000 15 x 10 6 150 db 3 4  a,  250 v ac 4  a,  125 ?50 v ac 50.000 6.000 15 x 10 6 90 db 4 1  a,  250 v ac 1  a,  125 ?50 v ac 50.000 6.000 15 x 10 6 70 db 5* 10  (1,5)  a,  250 v ac 10.1  a,  125 ?50 v ac,  1/4  hp,  125 v ac 50.000 6.000 10 x 10 6 280 db 7* 10  (3)  a,  250 v ac 10.1  a,  125 ?50 v ac,  1/4  hp,  125 v ac 10.000 6.000 10 x 10 6 280 db l 3  a,  250 v ac 3  a,  125 ?50 v ac 50.000 6.000 15 x 10 6 90 db m 6  (2)  a,  250 v ac 5  a,  125 ?50 v ac 50.000 6.000 15 x 10 6 150 db o special versions with lower ratings upon request * only t85 features   ? precision switch with high repeat accuracy   ? available for up to 120 ? operating temperature   ? nominal current up to 10 a at 250 v ac   ? various auxiliary actuators (can also be retro  tted),  two mounting positions   ? various application-speci  c contact materials   ? mechanical operational life up to 15 x 10 6  actuations   ? wide variety of terminal types 34

 dimensions in mm 02,175 6,45 7,3 6,7 2,55 2,25 7 max. 9,3 min. 7,5 rest position operating point end position terminals ?1,35 ? 1,25 3,35 1,875 q.c. terminal  2,8 x 0,5 mm solder terminal, short pcb  terminal  1,3 x 0,5 mm straight pcb  terminal  0,6 x 0,5 mm straight pcb  terminal  0,6 x 0,5 mm rh-side w/o location pins pcb  terminal  0,6 x 0,5 mm lh-side w/o location pins pcb  terminal  0,6 x 0,5 mm rh-side with location pins pcb  terminal  0,6 x 0,5 mm lh-side with location pins side de  nition with  terminals and location pins lh-side rh-side drilling pattern for pcb terminal 1,3 x 0,5 mm drilling pattern for pcb terminal 0,6 x 0,5 mm  straight/lateral drilling pattern for pcb terminal 0,6 x 0,5 mm lateral with location pins drilling patterns 35

 snap switches switching parameters model type operating  force max. (cn) max. pretravel (mm) min. overtravel  (mm) differential  travel max. (mm) max.  rest position  (mm) operating  point (mm) spherical-head actuator  or actuator with radius,  without auxiliary actuator db5 70 1,0 0,6 0,1 9,3 8,4   0,3 db1/o/3 150 1,0 0,6 0,1 9,3 8,4   0,3 dbl 280 1,0 0,6 0,1 9,3 8,4   0,3 db2 250 1,0 0,6 0,1 9,3 8,4   0,3 db7 280 1,0 0,6 0,15 9,3 8,4   0,3 db4 90 1,0 0,6 0,1 9,3 8,4   0,3 dbm 90 1,0 0,6 0,1 9,3 8,4   0,3 db subminiature switch preferred parts order code electrical rating terminals auxiliary actuator operating  force (cn) operating  point (mm) max. pretravel  (mm) min. overtravel (mm) differential  travel max. (mm) en ul db1c-a1aa 6 a,  250 v ac 5 a,  125 - 250 v ac solder  terminal  short without  actuator,  spherical-head  150 8,4 ?0,3  1,0 0,6 0,1 db1c-a1lb 6 a,  250 v ac 5 a,  125 - 250 v ac solder  terminal  short straight,  rm  rear,  length 4,8 60 10,7 ?1,3 4,0 2,0 0,5 db1c-a1rc 6 a,  250 v ac 5 a,  125 - 250 v ac solder  terminal  short straight,  rm  rear,  length 4,7 55 16,2 ?1,5 4,5 2,0 0,6 db1c-b1aa 6 a,  250 v ac 5 a,  125 - 250 v ac q.c.  terminal,  2,8 x 0,5 mm,  straight without actuator,  spherical-head  150 8,4 ?0,3  1,0 0,6 0,1 db1c-c1aa 6 a,  250 v ac 5 a,  125 - 250 v ac pcb  terminal 1,3 x 0,5 mm,  straight without actuator,  spherical-head  150 8,4 ?0,3  1,0 0,6 0,1 db1c-c1lb 6 a,  250 v ac 5 a,  125 - 250 v ac pcb  terminal 1,3 x 0,5 mm,  straight straight, rm rear,  length 4,8 60 10,7 ?1,3 4,0 2,0 0,5 db1c-c1rc 6 a,  250 v ac 5 a,  125 - 250 v ac pcb  terminal 1,3 x 0,5 mm,  straight roller, rm rear,  length 4,7 55 15,8 ?1,3 4,5 2,0 0,6 db2c-a1aa 10 (1,5) a,  250 v ac 10,1 a,  125 - 250  v  ac 1/4 hp, 125 v ac solder terminal short without actuator,  spherical-head  250 8,4 ?0,3  1,0 0,6 0,1 db2c-c1aa 10 (1,5) a,  250 v ac 10,1 a,  125 - 250  v  ac 1/4 hp, 125 v ac pcb terminal 1,3 x 0,5 mm,  straight without actuator,  spherical-head  250 8,4 ?0,3  1,0 0,6 0,1 db3c-a1aa 0,1 a,  250 v ac 0,1 a,  125 - 250 v ac solder terminal short without actuator,  spherical-head  150 8,4 ?0,3  1,0 0,6 0,1 db3c-a1lb 0,1 a,  250 v ac 0,1 a,  125 - 250 v ac solder terminal short straight, rm rear,  length 4,8 60 10,7 ?1,3 4,0 2,0 0,5 db3c-b1aa 0,1 a,  250 v ac 0,1 a,  125 - 250 v ac q.c. terminal,  2,8 x 0,5 mm,  straight without actuator,  spherical-head  150 8,4 ?0,3  1,0 0,6 0,1 db3c-b1lb 0,1 a,  250 v ac 0,1 a,  125 - 250 v ac q.c. terminal,  2,8 x 0,5 mm,  straight straight, rm rear,  length 4,8 60 10,7 ?1,3 4,0 2,0 0,5 db3c-c1aa 0,1 a,  250 v ac 0,1 a,  125 - 250 v ac pcb terminal 1,3 x 0,5 mm,  straight without actuator,  spherical-head 150 8,4 ?0,3  1,0 0,6 0,1 36

 auxiliary actuator options steel auxiliary actuator  front mounting pivots rear mounting pivots straight roller simulated roller straight simulated roller roller auxiliary actuator options model mounting point length (mm) order code* without lever, spherical  head lever, radius shape         straight rm rear fm front 4,8 7 42 7 9,4 43,5 6141232 6141233 6141234 6141232 6141233 6141234 roller rm rear fm front 2,5 4,7 39,7 4,7 7,1 41,2 7140260  7140261 7140262 7140260 7140261 7140262 simulated roller rm rear fm front 2,5 4,7 39,7 4,7 7,1 41,2 6141237 6141238 6141239 6141237 6141238 6141239 plastic straight rm rear fm front 7 14 9,4 16,2 6141247 6141253 6141247 6141253 plastic roller rm rear fm front 5,2 7,3 7140299 7140299 plastic simulated roller rm rear fm front 5,6 7,9 6141249 6141249 * for retro  tting plastic auxiliary actuator  with/without adjusting screw 37
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