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		  Datasheet File OCR Text:


		                                                                                                                         input characteristics    input range:  90 ~ 264vac (rms), full range input  frequency:  47 ~ 63hz  input current:   max 1.5a (rms) @ 115vac,1.0a (rms) @ 230vac  inrush current:  no damage .   specification    ?   temperature range:  operating: 0c ~ +40c; storage  & shipping: -20c ~ +80c   ?   humidity :  80% on operating, 90% on storage   ?   dielectric withstand:  primary frame ground 1800v  ac   for 3 second   ?   average efficiency :  efficiency level vi & erp teir 2  ?   no load power consumption:  less than 2.1w  ?   turn-on delay time:  less than 3s  ?   hold-up time:  10 ms minimum at 115vac input and  max output loading   ?   leakage current:  less than 250ua at 264vac, 60hz  ?   mtbf:  100,000 hours on maximum load at +25c  ?   altitude:  5,000m   ?   dimensions (lxwxh):  151.3x75.6x25.4mm       /5.96x2.95x1.0inch   output characteristics    spi model  output  voltage  output  current  load  reg.  ripple &  noise  connecter  type  connecter  idxodxl  dc cable  length (mm)  ad120abbn2-j25r  19v  6.32a   5%  350mv p-p barrel 90   ?   2.5*5.5*11 1800           FSP120-ABBN2  (efficiency level vi, rohs compliant)  120 watts power adapter  sparkle power inc.  main office  48502 kato road  fremont, ca 94538  tel: 408-519-8888  fax: 408-519-9999  e-mail:  info@sparklepower.com       sparkle power inc.  los angeles office  17071 green drive  city of industry, ca 91745  tel: 626-839-7180  fax: 626-839-3395  features    ?   high efficiency and reliability  ?   compatible with european union directive 2011/65/eu  (restriction on hazardous substances).  ?   low noise and ripple       ?   output over voltage, short circuit, and over current  protection  ?   100% hi-pot, ate, and burn-in tested   ?   complies with fcc part 15 subpart j class b 115vac  operation, and cispr 22 class b at 230vac operation  ?   approved by cul/ul60950-1  2 nd  tuv en60950-1  2 nd ,  cb 60950-1 2 nd ,  fcc, emc   sparkle power inc.  a leading power supp ly manufacturer   web site:  www.sparklepower.com    
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