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		  Datasheet File OCR Text:


		  46 EMETXE-I2903 intel? atom? n455/ d525 com express basic type 2 cpu module ?	 fanless design ?	 soldered onboard intel? atom? n455/d525 processor ?	 integrated gigabit ethernet ?	 support both lvds and analog rgb output ?	 support dual independent displays ?	 extended operating temp.: -20 ~ 70c system cpu soldered onboard intel ?  atom ?  n455 1.6ghz, or d525  1.8ghz processor memory soldered onboard 2gb ddr3 sdram chipset intel ?  ich8m bios ami uefi bios watchdog timer 1~255 levels reset i/o usb port 8 x usb 2.0 ports digital i/o 8-bit programmable digital input/output expansion bus 5 x pcie x1 lanes 4 x pci masters lpc (low pin count) interface storage 1 x ultra ata, supporting 2 ide devices 3 x serial ata ports with 300mb/s hdd transfer rate ethernet chipset 1 x intel ?  82574it pcie gbe controller audio  hd audio link display graphics chipset integrated intel ?  graphics media accelerator 3150 graphics interface analog rgb supports resolution up to: - 1400 x 1050 @60hz (n455) - 2048 x 1536 @60hz (d525) single channel 18-bit lvds supports resolution up to: - 1280 x 800 or 1366 x 768 (n455) - 1366 x 768 (d525) support dual independent displays mechanical & environmental power requirement +12v, 5vsb power consumption 1.05a@+12v with n455 (typical) 1.25a@+12v with d525 (typical) operating temp. -20 ~ 70oc (-4 ~ 158of) operating humidity 10 ~ 95% @ 70oc (non-condensing) dimension (l x w) 125 x 95 mm (4.9" x 3.7") dimensions 29.08 39.12 47.35 125.00 95.00 4.00 42.16 87.00 4.00 76.00 41.00 1.60 unit: mm features   all specifcations are subject to change without notice. 

 47 block diagram connector ab connector cd intel? ich8m soldered onboard 2gb ddr3 sdram single channel 18-bit lvds analog rgb ddr3-800mhz hd audio link dmi pcie x1 gbe lan smbus 8 gpio intel  82574it gbe controller f75111rg sata0, 1, 2 usb port0~7 5 x pcie x1 lpc i/f pci0 smbus pci1 pci2 pci3 primary ide ata i/f intel? atom n455 1.6ghz /  d525 1.8ghz processor ordering information EMETXE-I2903-n4 intel ?  atom? n455 com express cpu module EMETXE-I2903-d5 (bto) intel ?  atom? d525 com express cpu module optional accessories hs-0746-f2 heat spreader (95x125x8 mm) hs-0000-w4 universal	evaluation	heatsink	kit	w/	thermal	pad	(dimension:	125x95x22mm,	only	used	on	a	fat	type	heatspreader) pbe-1700-w r1.3 com express type 2 evaluation board in atx form factor w/ w83627 super io page 64 cbk-04-1700-00 cable kit ?	  ?	  ?	  ?	  cpf-0000-c1 fan, 4500rpm, 60x60x20mm   $oovshfl?fdwlrqvduhvxemhfwwrfkdqjhzlwkrxwqrwlfh
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