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		  Datasheet File OCR Text:


		  11/13/2013 features    mechanical data mechanical data p0640sa p0640sal gc 58 77 150 800 50 1 60 p0720sa p0720sal gd 65 88 150 800 50 1 60 P0800SA P0800SAl ge 75 98 150 800 50 1 60 p1100sa p1100sal gf 90 130 150 800 50 1 60 p1300sa p1300sal gg 120 160 150 800 50 1 40 p1500sa p1500sal gh 140 180 150 800 50 1 40 p1800sa p1800sal gi 160 220 150 800 50 1 40 p2300sa p2300sal gj 190 260 150 800 50 1 30 p2600sa p2600sal gk 220 300 150 800 50 1 30 p3100sa p3100sal gl 275 350 150 800 50 1 30 p3500sa p3500sal gm 300 400 150 800 50 1 30 p4000sa p4000sal go 360 450 150 800 35 1 30 maximum off-state current @v drm  : 5a maximum on-state voltage @i t  : 5volts     passivated junction mil-std-750, method 2026 terminal : solder plated, solderable per mil-std-750, weight:  0.015 ounce, 0.4 gram  1-800-831-4881 email: sales@mdesemiconductor.com web: www.mdesemiconductor.com 78-150 calle tampico, unit 210, la quinta, ca., usa 92253 tel: 760-564-8656 ? fax: 760-564-2414 ?  low capacitance for  t1/e1 trunk and line card application ?  provides protection in accordance with fcc ?  high surge current capability (see electrical characteristics)??         part 68,ul1459,bellcore 1089,itu-tk. 20 & k. 21 case:  jedec do-15 molded plastic over passivated junction case : jedec do214aa. molded plastic over glass terminals:  tin   plated axial leads, solderable per  mde semiconductor, inc. bidirectional thyristor surge suppressor series surface mount smb and axial lead do-15   ?  ul94v-0 flammability classification ?  peak off-state voltage from 58 to 300 volts ?  esd protection >40 kilovolts ?  meet iec100-4-4 & -5 industry requirement mounting position : any     method 2026 standard packaging : 12mm tape (eia std rs-481) weight:  0.003 ounce, 0.093 gram   mde     part  number marking  code for  axial          do-15  package marking  code for  smb  package repetitive  peak off- stage  voltage   vdrm                volts  on-stage  current    it                      a typical  capacitance  @50v,1mhz                                                 pf switching  voltage  @100v/us          vs            volts minimum  holding  current  dl/dt=1a/ms                              ih                    ma switching  current          is                    ma surge  ratings  ipp  10x1000     s        amps for axial devices,use suffix l (e.g. p3100al) electrical charactics apply in both axial and surface mounted devices.

 11/13/2013 p0640sb p0640sbl gp 58 77 150 800 80 1 100 p0720sb p0720sbl gq 65 88 150 800 80 1 100 p0800sb p0800sbl gr 75 98 150 800 80 1 100 p1100sb p1100sbl gs 90 130 150 800 80 1 100 p1300sb p1300sbl gt 120 160 150 800 80 1 70 p1500sb p1500sbl gu 140 180 150 800 80 1 70 p1800sb p1800sbl gv 160 220 150 800 80 1 70 p2300sb p2300sbl gw 190 260 150 800 80 1 50 p2600sb p2600sbl gx 220 300 150 800 80 1 50 p3100sb p3100sbl gy 275 350 150 800 80 1 40 p3500sb p3500sbl gz 300 400 150 800 80 1 40 p4000sb p4000sbl gn 360 400 150 800 80 1 40 p0640sc p0640scl hc 58 77 150 800 100 1 100 p0720sc p0720scl hd 65 88 150 800 100 1 100 p0800sc p0800scl he 75 98 150 800 100 1 100 p1100sc p1100scl hf 90 130 150 800 100 1 100 p1300sc p1300scl hg 120 160 150 800 100 1 70 p1500sc p1500scl hh 140 180 150 800 100 1 70 p1800sc p1800scl hi 160 220 150 800 100 1 70 p2300sc p2300scl hj 190 260 150 800 100 1 50 p2600sc p2600scl hk 220 300 150 800 100 1 50 p3100sc p3100scl hl 275 350 150 800 100 1 40 p3500sc p3500scl hm 300 400 150 800 100 1 40 p4000sc p4000scl hs 360 450 150 800 100 1 40 maximum off-state current @v drm  : 5a maximum on-state voltage @i t  : 5volts for axial devices,use suffix l (e.g. p3100al) electrical charactics apply in both axial and surface mounted devices. mde semiconductor, inc. on-stage  current    it                      a surge  ratings  ipp  10x1000     s        amps bidirectional thyristor surge suppressor series surface mount smb and axial lead do-15   typical  capacitance  @50v,1mhz                                                 pf 78-150 calle tampico, unit 210, la quinta, ca., usa 92253 tel: 760-564-8656 ? fax: 760-564-2414  1-800-831-4881 email: sales@mdesemiconductor.com web: www.mdesemiconductor.com switching  voltage  @100v/us          vs            volts minimum  holding  current  dl/dt=1a/ms                              ih                    ma switching  current          is                    ma   mde     part  number marking  code for  axial         do-15  package marking  code for  smb  package repetitive  peak off- stage  voltage   vdrm                volts 

 bidirectional thyristor surge suppressor series ratings and characteristic curves  mde semiconductor, inc. 78-150 calle tampico, unit 210, la quinta, ca., usa 92253 tel   : 760-564-8656 ? fax  : 760-564-2414 1-800-831-4881 email: sales@mdesemiconductor.com web: www.mdesemiconductor.com 0 0 fig.1 pulse wave form example   t  -   time - s   i pp   -   peak pulse current  -     test     waveform     example     t f   10 s   peak value  half value: i pp   / 2 = t d   t f   e - t   0.01 0.1 1 10 - 40  0   40  80  120  t j   -   temperature  -    c   i drm   -   peak off - state  fig.2 typical peak off - state current    vs junction temperature   1 10 100 0   1   2   4   5   6   3   7   fig.3 typical on - state current    i t   -   on  -   state current  -   a   v t   -   on  -   state voltage  -   v   pxxxxa  pxxxxb  pxxxxc   - 40  0   40  80  120  0   0.05   1   1.5   2   2.5   fig.4 typical holding current vs    t j   -   temperature  -    c   ratio of i h  / i h   (t j   25 c)   - 40  0   40  80  120  0.8   0.85   0.9   0.95   1   1.05   1.1   1.15   fig.5 typical normalized    v s   vs junction temperature   normalized v s  (ratio)   t j   -   temperature  -    c   1 10 100 1 10 100 1000 fig.6 on - state current vs surge current duration   surge current duration  -   full cycles   non - repetitive on - state current (i tsm )  -   amps   supply frequency:   60hz sinusoidal   load:   resistive   rms on - state current(i t(rms) ):  maximum    rated value at specified case temperature   pxxxxa  pxxxxb  pxxxxc   i pp   i tsm   i t   i s   i h   i rm   v t   v rm   v s   fig.7 v  -   i characteristics curve  
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