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		  Datasheet File OCR Text:


		                                  27   january 2011        specification for monolithic crystal filter:     q f   5   .  3 1 2 5   C   0   6   0 0 /  0   6                          1.    general         1.1.   package :                                                                                  1.2.   type name:             qf  5 . 3125 - 06 00 /06      1.3.   number of po les:           4           1.4.   operating t emperature range:         - 20c to +70 c       1.5 .   storage temperature range:         - 30c to +8 5c      1.6 .   weight:             34 g   ?   10%        2.   electric values        2.1.   nominal centre frequency fo:         5 . 3125   mh z         2.2 .   drift of  centre frequency  in        operation temperature range  :         <  ? 10 0 hz         p late  materials:     ni / au              ni:  4.0 - 8.0   m            au :   0. 05 - 0.1   m  

          2.2.   pass band        2.2.1.   bandwidth between  3 db  -   frequencies:     >   fo   ?   3.0   khz      2.2.2.   bandwidth between  1 db  -   frequencies:     >  fo   ?   1.5 khz       2.2.3 .   ripple   ( pe ak to peak )         <   1 . 0   db within   fo   ?   1 . 2   khz          2.2.4 .   insertion loss:             <   4 .0 db      ( measured on smallest attenuation in pass band )            2.3.   stop band         2.3.1.   f o   ?   1 5   khz             > 5 0   db       2.3. 2 .   alternate attenuation   (   fo   ?   1.0 mhz ) :     >  70   db         2 .3.3 .   spurious response s :           > 5 0 db            2. 4 .   terminating im pedance ( input and output ):   5 0  ?    // 0   pf         2.5 .   nominal  / maximum i nput  power level :     0 / +2 0   dbm          3.   marking:                                4.   environment conditions  according to  vectron mil standar d          5.   mean time between failures ( mtbf ) corr. to iec 60050 (191)   >   12 years                _______________________________________________________________________              edited by:      date:  ______ ______ ___________  name:  _________________________      
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