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		  Datasheet File OCR Text:


		  page 1 of 2 revised: 17-aug-11 lf receiver antenna cad10d30 description ? lf receiver antenna for z axis. ? low profile.  ? l  w  h: 9.6  9.2x 3.2 mm max. ? product weight:0.61g ref.. ? rohs compliance. environmental data ? operating temperature range: -40  ~+85  ? storage temperature range: -40  +125  packaging ? carrier tape and reel. ? tape specification according to eia481. ? 1000pcs/reel. applications ? peps, smart key system. ? security system rohs dimension - [mm] suggest pcb layout - [mm] schematic diagram   l r l: ferrite core coil inductance. r: copper resistance.

 page 2 of 2 revised: 17-aug-11 lf receiver antenna cad10d30 neumarkt obernzell chicago tel.+49-9181-4509-110 fax. +49-9181-4509-310 tel.+49-8591-937-0 fax. +49-8591-937-103 tel.+1-847-545-6700   fax. +1-847-545-6720 taipei shenzhen shanghai hong kong tel.+1-408-321-9660 fax.+1-408-321-9308 tel.+65-6296-3388   fax.+65-6296-3390 tel.+82-2-6237-0777  fax.+82-2-6237-0778 tel.+81-3-5202-7112    fax.+81-3-5202-7105 san jose singapore seoul tokyo for more information, please browse our website http ://www.sumida.com tel.+886-2-8751-2737 fax.+886-2-8751-2738 tel.+86-755-8291-0228 fax.+86-755-8291-0338 tel.+86-021-5836-3299 fax.+86-021-5836-3266 tel.+852-2880-6688   fax.+852-2565-9600 electrical characteristics   it is possible for different inductance value. 127 500 50  5 16.2 163 CAD10D30-163 81 700 50  5 10.0 103 cad10d30-103 75 700 50  5 9.0 902 cad10d30-902 59 700 50  5 7.20 722 cad10d30-722 39 1000 50  5 4.90 492 cad10d30-492 38 1000 50  5 4.77 472 cad10d30-472 33 1000 50  5 4.05 402 cad10d30-402 27 1000 50  5 3.45 342 cad10d30-342 26 1000 50  5 2.47 242 cad10d30-242 21 1000 50  5 2.38 223 cad10d30-223 within(%) (mh) dcr ref.(  ) srf min.(khz) unloaded q min. inductance(1-2) stamp part no.
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