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		  Datasheet File OCR Text:


		        current sense transformer       type: ceeh55      please refer to the sales offices on our website fo r a representative near you  www.sumida.com                                                                1/1     1 3 6 4 8.38 max. 8 7 5.45 max. 1.85 7.8 max. 0.61 0.25 pin 1 indicate 1.27 1.52 3.05 2.69 1.27 2.7 8 7 3 1    product description   ? ?? ? 8.38  7.8mm max.(l  w), 5.45mm max. height .  ? ?? ? custom design is available.     feature  ? ?? ? low profile smd type, low primary dcr version.  ? ?? ? current rating: up to 20a.  ? ?? ? operating frequency range: 50khz~1mhz.  ? ?? ? rohs compliance.    dimensions (mm)                                                    land pattern                                                            schematics (bottom)                                                                                                         specification     .  .  .   hi-pot  no.   part no.   stamp   inductance     min.  (1-3)   (mh)  1  8-7  1-3  rated current   (  )   2  1,3to7,8  01  s?2?b   a  0.08  0.75  550  20  500  02  s?3?b   b  0.18  0.75  870  20  500  03  s?4?b   c  0.32  0.75  1140  20  500  04  s?5?b   d  0.50  0.75  1500  20  500  05  s?6?b   e  0.72  0.75  1750  20  500  06  s?7?b   f  0.98  0.75  4750  20  500  07  s1??b   g  2.00  0.75  5500  20  500  08  s125b  h  3.00  0.75  6800  20  500   1 measuring frequency inductance at 10khz,0.1vrms.     2 rated current: dc current when temperature of coi l increased up to 40  .(ta=20  )     3 the hi-pot test condition is 50/60hz,1 minute and  leakage current is 1ma. 
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