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		  Datasheet File OCR Text:


		        features  small size  C  non/ bi-polar      applications   audio coupling  C  crossover networks        operating temperature  range  -40c to +85c   capacitance tolerance  +20% at 120 hz, 20c  surge  voltage  wvdc  16  25  50  100          svdc  20  32  63  125  dissipation  factor  wvdc  16  25  50  100  tan    .22  .2  .14  .1  leakage current  5 minutes  .05cv or 3ua,  whichever is greater     low temperature  stability  impedance ratio  (120 hz)   wvdc  16  25  50  100  -25c to  20c  2  2  2  2  -40c to +20c  6  5  4  3  load life  2000 hours at 85c with rated wvdc and rated voltage reversed e very 250 hours.  capacitance change   bpa +85c, bi- polar/ non- polar 2000 hrs capacitance (f) wvdc ic part number maximum esr () 120 hz, +20c maximum rms ripple current (ma) 120 hz, +85c dims dxl (mm) 0.47 50 474bpa050m 493.832 13 6x16 1 50 105bpa050m 232.101 19 6x16 1 100 105bpa100m 165.786 25 6x16 2.2 50 225BPA050M 105.5 30 6x16 2.2 100 225bpa100m 75.358 36 6x16 3.3 50 335bpa050m 70.334 37 6x16 3.3 100 335bpa100m 50.238 46 6x16 4.7 50 475bpa050m 49.383 46 6x16 4.7 100 475bpa100m 35.274 55 6x16 10 50 106bpa050m 23.21 68 6x16 10 100 106bpa100m 16.579 92 8x19 15 25 156bpa025m 22.105 73 6x16 15 50 156bpa050m 15.47 98 8x16 22 25 226bpa025m 15.072 88 6x16 22 50 226bpa050m 9.38 120 8x16 22 100 226bpa100m 7.538 155 10x19 33 25 336bpa025m 10.048 120 8x16 33 50 336bpa050m 7.033 145 8x19 33 100 336bpa100m 5.024 210 10x24 47 16 476bpa016m 7.76 110 6x16 47 25 476bpa025m 7.055 140 8x16 capacitance (f) wvdc ic part number maximum esr () 120 hz, +20c maximum rms ripple current (ma) 120 hz, +85c dims dxl (mm) 47 50 476bpa050m 4.938 200 10x19 47 100 476bpa100m 3.527 285 12.5x27 68 16 686bpa016m 5.364 155 8x16 68 25 686bpa025m 4.876 204 10x19 68 50 686bpa050m 3.413 260 10x24 100 16 107bpa016m 3.647 175 8x19 100 25 107bpa025m 3.316 235 10x19 100 50 107bpa050m 2.321 325 10x24 100 100 107bpa100m 1.658 500 16x34 150 25 157bpa025m 2.211 320 10x19 220 16 227bpa016m 1.658 290 10x19 220 25 227bpa025m 1.507 390 10x24 220 50 227bpa050m 1.055 600 12.5x31 330 16 337bpa016m 1.105 450 10x24 330 25 337bpa025m 1.005 555 12.5x27 330 50 337bpa050m 0.703 730 16x34 470 16 477bpa016m 0.776 565 10x30 470 25 477bpa025m 0.706 665 12.5x31 470 50 477bpa050m 0.494 860 16x39 1000 16 108bpa016m 0.365 950 12.5x31
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