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		  Datasheet File OCR Text:


		  high-flex mini diameter data cable         ul awm style 2661  csa awm ii a/b ft4  csa awm ii a/b ft4 rohs compliant 300 volt  xtreme performance in single axis, high-flex duty, continuous rolling or bending flexing environments up to 6 million flex life cycles xtreme performance benefits: flexible pvc insulation and jacket with overall cable design for installation in c-track or high flexing applications up to 6 million flex life cycles unique premium-grade pvc insulation and jacket provides easier routing of cables in tight spaces outstanding oil, solvent, chemical and fuel resistance perfectly round geometry helps insure a liquid-tight installation per ip-67 or nema 6 superior performance against emi/rfi when specified with  suprashield? continuous flex xtraguard? continues flex multipair data cable applications:   industrial electrionic processing equipment datacomm connections automation networking plc, microprocessor and computer interconnects connecting sensors and actuators to controllers characteristics   operating temperature:   5 c to 105 c (flexing) -10 c to 105 c (stationary)   voltage rating:   300 volt  color description :   color code: chart a  page 374   jacket color: gray   product description:   conductor: super finely stranded  tinned copper   insulation : lubricated  semi-rigid pvc   drain wire: 26 awg, 7/34 stranded  tinned copper shielding : foil and 85%  tinned   copper  braid  jacket: oil resistant pvc specifications   bend radius : 10x cable diameter (static) and 15x cable diameter (dynamic) ul type cm ul awm 2661 csa awm i a/b ii a/b  ft4 csa type cmg vde 0472, section 803 oil test (jacket) ce lvd-cd 73/23/eec modified by cd 93/68/eec  rohs compliant           availability most items are available for same-day shipment from inventory orders placed by 6:00 est will be shipped the same day please refer to www.alphawire.com for stocked items fit ?tubing recommendation  fit ? - flex  - highly flexible irradiated silicone rubber (see page 134 for product specifications) fit ?- 650  - chemical and temperature resistant viton? (see page 132 for product specifications)      95 28 awg  (0,09mm2), 7/36 (7/0,13mm), insulation thickness: 0.010" (0,25mm)    alpha part no. no. of pair. jacket thickness nominal diameter inches  mm  inches  mm 86401cy 1  0.040 1,02 0.186 4,72 86402cy 2  0.040 1,02 0.231 5,87 86403cy 3  0.040 1,02 0.240 6,10 86404cy 4  0.040 1,02 0.256 6,50 86405cy 5  0.040 1,02 0.274 6,96 86406cy 6  0.040 1,02 0.293 7,44 86408cy 8  0.040 1,02 0.331 8,41 86410cy 10  0.045 1,14 0.365 9,27 86414cy 14  0.045 1,14 0.381 9,68 26 awg  (0,14mm2), 7/34 (7/0,16mm), insulation thickness: 0.010" (0,25mm)    alpha part no. no. of pair. jacket thickness nominal diameter inches  mm  inches  mm 86501cy 1  0.040 1,02 0.194 4,93 86502cy 2  0.040 1,02 0.244 6,20 86503cy 3  0.040 1,02 0.254 6,45 86504cy 4  0.040 1,02 0.272 6,91 86505cy 5  0.040 1,02 0.292 7,42 86506cy 6  0.040 1,02 0.313 7,95 86508cy 8  0.040 1,02 0.355 9,02 86510cy 10  0.045 1,14 0.392 9,96 86514cy 14  0.053 1,35 0.426 10,82 24 awg  (0,23mm2), 10/34 (10/0,16mm), insulation thickness: 0.010" (0,25mm)    alpha part no. no. of pair. jacket thickness nominal diameter inches  mm  inches  mm 86601cy 1  0.040 1,02 0.204 5,18 86602cy 2  0.040 1,02 0.260 6,60 86603CY 3  0.040 1,02 0.272 6,91 86604cy 4  0.040 1,02 0.292 7,42 86605cy 5  0.040 1,02 0.314 7,98 86606cy 6  0.040 1,02 0.337 8,56 86608cy 8  0.040 1,02 0.385 9,78 86610cy 10  0.045 1,14 0.427 10,85 86614cy 14  0.053 1,35 0.463 11,76 22 awg  (0,38mm2), 19/34 (19/0,16mm), insulation thickness: 0.010" (0,25mm)    alpha part no. no. of pair. jacket thickness nominal diameter inches  mm  inches  mm 86701cy 1  0.040 1,02 0.220 5,59 86702cy 2  0.040 1,02 0.287 7,29 86703cy 3  0.040 1,02 0.301 7,65 86704cy 4  0.040 1,02 0.324 8,23 86705cy 5  0.040 1,02 0.350 8,89 86706cy 6  0.040 1,02 0.377 9,58 86708cy 8  0.045 1,14 0.443 11,25 86710cy 10  0.053 1,35 0.497 12,62 86714cy 14  0.053 1,35 0.527 13,39 web site: www.alphawire.com  email: info@alphawire.com  toll free: 1-800-52 alpha ? telephone: 908-925-8000 ? fax: 908-925-6923  europe/uk telephone: +44 (0) 1932 772422 ? europe/uk fax: +44 (0) 1932 772433 
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