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		  Datasheet File OCR Text:


		  j.s.ii.s.11 j^emi-t-onauctoi tj^ioaucti, una. c/ 4/ 20 stern ave. springfield, new jersey 07081 u.s.a. scr telephone: (973) 376-2922 (212)227-6005 fax: (973) 376-8960 i c6.C611 | for high volume light industrial, computer, and consumer applications ? low cost ? all-diffused for proved reliability ? popular voltage range?up to 200v ? sensitive gate (1 ma to trigger) ? standard to-5 package (c6) for convenient mounting ? diamond flange option (C611) simplifies heat dissipation outline drawing jsl dhmtt > m in m tmki n ? wmm rnir to tnim. ?*? amp ? mh.iw dnin ntajtlmi o? type. c6u, C611u c6f, C611f c6a, C611a c6g, C611g c6b, C611b peak forward blocking voltage, vkxm tj = -40uc to +125c r..k = 1000 ohms 25 volts 50 volts 100 volts 150 volts 200 volts working and repetitive peak reverie voltage vnom(wkg) and vnnu(rep) tj = -40c to +125c 25 volts 50 volts 100 volts 150 volts 200 volts non-repetitive peak reverse voltage, vnom(non-rep) ?5 midi we.) tj = -40c to +125c 40 volts 75 volts 150 volts 225 volts 300 volts maximum allowable ratings peak forward voltage, pfv 300 volts rms forward current, on-state (independent of conduction bangle) 1.6 amperes average forward current, on-state depends on conduction angle (see charts) peak one cycle surge forward (non-repetitive) current, ifm (surge) 10 amperes peak gate power, pgm 0.1 watt average gate power, pg(av> 0.01 watt peak gate current, igfm 0.1 ampere peak gate voltage, forward & reverse, vgfm & vgrm 6 volts storage temperature, tstg ?40c to +150c operating temperature ?40c to +125c peak non-recurrent surge forward current during turn-on time interval (current rise time = 5.0 yxsec minimum). . ,. 40 amperes quality semi-conductors
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