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		  Datasheet File OCR Text:


		  dip switches grayhill, inc. ? 561 hillgrove avenue ? lagrange, illinois 60525-5997 ? usa ? phone: 708-354-1040 ? fax: 708-354-2820 ? www.gra yhill.com toggle switches ()=momentary ()=momentary ()=momentary schematic 02comm. 1 3 schematic 02comm. 1 3 05comm. 4 6 schematic 02comm. 1 3 05comm. 4 6 08comm. 7 9 switching position model comm. term. wsp4 wsp5 wsp3 wsp2 wsp1 no. (on) 2-3 open 2-1 (on) on on off off off on on none none (on) on (on) on 1 2 3 1 2 3 4 5 6 switching position model comm. term. wdp4 wdp5 wdp3 wdp2 wdp1 no. (on) 2-3 open 2-1 (on) on on off off off on on none none (on) on (on) on 5-6 5-4 4 5 6 7 8 9 switching position model w3p3 w3p2 w3p1 no. on off on on none none (on) on on w3p4 (on) off off on w3p5 term. comm. 2-3 5-6 open 2-1 5-4 (on) (on) 1 2 3 .268  (6.8) .504 (12.8) .250 (6.35)  .663 (16.85) .250 (6.35) .030 (0.76) .185  (4.7) .050 (1.27) ?.107 (?2.72) epoxy seal .457 (11.6) .504 (12.8) .250 (6.35)  .663 (16.85) .250 (6.35) .030 (0.76) .185  (4.7) .050 (1.27) epoxy seal ?.220 ?5.60 ?.220 (?5.60) .297 (7.54) ?.107 (?2.72) .297 (7.54) .190 (4.83) .650 (16.5) .250 (6.35)  .722 (18.35) .250 (6.35) .030 (0.76) .185  (4.7) .050 (1.27) epoxy seal ?.220 (?5.60) ?.107 (?2.72) .297 (7.54) .190 (4.83) .500 (12.7) series 34b sealed miniature toggle switches features ? save space and weight ? spdt,  dpdt, and  3pdt circuitry ? choice of actuators, bushings and terminations ? sealed per ip67 models in inches (and millimeters) spdt dpdt 3pdt series 34b: sealed miniature toggle switches toggle 10

 grayhill, inc. ? 561 hillgrove avenue ? lagrange, illinois 60525-5997 ? usa ? phone: 708-354-1040 ? fax: 708-354-2820 ? www.gra yhill.com toggle switches thk. .030 (0.76) thk. .030 (0.76) subtract .079 (2.00) for bushing option b1 subtract .083 (2.10) for bushing option b1 .496 (12.60) .299 (7.60) ?.115 (?2.92) ?.107 (?2.72) .350 (8.90) 1/4-40 uns .250 (6.35) .189 (4.80) .080 (2.03) .047 (1.19) .078 (1.98) .156 (3.96) epoxy seal .050 (1.27) .220 (5.60) epoxy seal 123 p.c. mounting .050 (1.26) .504 (12.8) .200 (5.08) .106 (2.70) ?.220 (?5.60) .500 (12.7) .050 (1.26) .663 (16.85) .297 (7.54) ?.107 (?2.72) .125 (3.18) .030 (0.76) .050 (1.27) .185 (4.70) .200 (5.08) .185 (4.70) .500 (12.7) ?.073 (?1.85) p.c. mounting 123 456 .500 (12.7) .150 (3.81) .200 (5.08) .185 (4.70) ?.073 (?1.85) ?.220 (?5.60) .200 (5.08) .050 (1.26) .106 (2.70) .504 (12.8) .500 (12.7) .297 (7.54) ?.107 (?2.72) .663 (16.85) .050 (1.26) .125 (3.18) .030 (0.76) .185 (4.70) .050 (1.26) epoxy seal epoxy seal m1 m2 m6     right angle p.c. mount, horizontal actuation actuator  options  in inches (and millimeters) bushing options  in inches (and millimeters) termination options  in inches (and millimeters) 1 2     std b1 b4     std series 34b: sealed miniature toggle switches spdt dpdt p.c. mount (std) solder lug toggle 11

 dip switches grayhill, inc. ? 561 hillgrove avenue ? lagrange, illinois 60525-5997 ? usa ? phone: 708-354-1040 ? fax: 708-354-2820 ? www.gra yhill.com toggle switches p.c. mounting 1 23 4 56 7 89 ?.220 (?5.60) .200 (5.08) .050 (1.26) .106 (2.70) .504 (12.8) .297 (7.54) ?.107 (?2.72) .720 (16.85) .185 (4.70) .565 (14.35) epoxy seal .200 (5.08) .185 (4.70) .150 (3.81) .565 (14.35) ?.073 (?1.85) .030 (0.76) .050 (1.26) .125 (3.18) .050 (1.26) 3 1 2 1 2 3 .500 (12.7) .500 (12.7) .150 (3.81) .200 (5.08) ?.073 (?1.85) .504 (12.8) .106 (2.70) .050 (1.26) ?.220 (?5.60) .297 (7.54) ?.107 (?2.72) .663 (16.85) epoxy seal .125 (3.18) .150 (3.81) .050 (1.26) .030 (0.76) .200 (5.08) p.c. mounting p.c. mounting 4 56 p.c. mounting 3 2 1 6 5 4 7 8 9 1 2 3 4 5 6 7 8 9 .500 (12.7) .500 (12.7) .150 (3.81) .200 (5.08) ?.073 (?1.85) .106 (2.70) ?.220 (?5.60) .297 (7.54) epoxy seal .125 (3.18) .150 (3.81) .457 (11.6) .050 (1.26) .663 (16.85) ?.220 (?5.60) .650 (12.8) .720 (18.30) .565 (14.35) epoxy seal .200 (5.08) .150 (3.81) .565 (14.35) .504 (12.8) .190 (4.83) .050 (1.27) .200 (5.08) .050 (1.26) .030 (0.76) .190 (4.83) .190 (4.83) .500 (12.7) .297 (7.54) .150 (3.81) .125 (3.18) .200 (5.08) .048 (1.22) ?.073 (?1.85) .190 (4.83) ?.107 (?2.72) ?.107 (?2.72) option code dim."a" v2 v3 .460 (11,68) .630 (16,00) p.c. mounting 1 2 3 dim. "a" .320 (8.13) .048 (1.22) .125 (3.18) .620 (15.75) .020 (0.51) .185 (4.70) .030 (0.76) .620 (15.75) .185 (4.70) .125 (3.18) .073 dia. (?1.85) ?.107 (?2.72) .230 (5.84) .297 (7.54) termination options  in inches (and millimeters) m7     right angle p.c. mount, vertical actuation v2-v3     vertical bracket p.c. mount 3pdt series 34b: sealed miniature toggle switches 3pdt spdt dpdt spdt toggle 12

 grayhill, inc. ? 561 hillgrove avenue ? lagrange, illinois 60525-5997 ? usa ? phone: 708-354-1040 ? fax: 708-354-2820 ? www.gra yhill.com toggle switches (         ) (        ) (             ) (        ) (             ) (         ) (        ) specifications ratings contact rating:  q option - 5a with resistive load @ 125vac or 28 vdc; 2a with resistive load @ 250 vac. r option-0.4 va max @ 20 vmax (ac or dc) electrical life:  50,000 make-and-break cycles at full load contact resistance:  10 milliohms max. initial @ 2-4 vdc, 100 ma insulation resistance:  1,000 megaohms minimum dielectic strength:  1,500 v rms @ sea level operating temperature:  -30c to 85c materials case and bushings:  glass-filled nylon 6/6, termination options in inches (and millimeters) flame retardant, heat stabilized (ul94v-0) actuator:  brass, chrome plated. internal o- ring seal standard with all actuators. frame:  spring steel switch support:  brass, tin-plated actuator pivot & mounting bracket: nylon actuator pivot retainer:  stainless steel terminal and contacts:  copper alloy with plated over nickel or silver plate terminal seal:  epoxy hardware in inches (and millimeters) nut locking ring lock washer ordering information available from your local  grayhill component distributor.   for prices and discounts, contact a local sales office, an authorized local distributor or grayhill. series 34b: sealed miniature toggle switches dpdt 3pdt option code dim."a" v2 v3 .460 (11,68) .630 (16,00) p.c. mounting 4 5 6 option code dim."a" v2 v3 .460 (11,68) .630 (16,00) p.c. mounting 4 5 6 dim. "a" .320 (8.13) .048 (1.22) .125 (3.18) .620 (15.75) .020 (0.51) .185 (4.70) .030 (0.76) .620 (15.75) .125 (3.18) ?.073 (?1.85) .190 (4.83) .185 (4.70) .297 (7.54) .230 (5.84) ?.107 (?2.72) dim. "a" .320 (8.13) .048 (1.22) .125 (3.18) .620 (15.75) .020 (0.51) .185 (4.70) .030 (0.76) .620 (15.75) .190 (4.83) .297 (7.54) .230 (5.84) ?.107 (?2.72) .185 (4.70) ?.073 (?1.85) 34bwsp12b4m2rt series 34b sealed miniature toggle switches model: spdt: wsp1, wsp2, wsp3, wsp4, wsp5 dpdt: wdp1, wdp2, wdp3, wdp4, wdp5 3pdt: w3p1, w3p2, w3p3, w3p4, w3p5 (see model options.) actuator: 1, 2 (see actuator options) rohs compliant contact: r = copper alloy, gold plate over nickel plate, q = copper alloy, gold plate over silver plate termination options: m1, m2, m6, m7, v2, v3 (see termination options.) bus hing option: b1, b4 (see bushing options.) toggle 13
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