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		  Datasheet File OCR Text:


		           p  o w e r    t   r a n s f o r m e r   chassis mount: control transformer     web: www.triadmagnetics.com   phone 951 - 277 - 0757   fax 951 - 277 - 2757   460 harley knox blvd.   perris, california    92571   publish date: december 4, 2013     f - 215 u     electrical specifications ( @25 c )   1.   maximum power:  192 . 0   va   2.   primary:     series: 230 v  50/ 60 hz   parallel: 115v 50/60 hz   3.  secondary:    series: 48 .0 vct   @  4 .0   amp s   parallel:  2 4.0v   @  8 . 0   amp s   4.  voltage regulation: 10   % typ @ full load to no load   5 . temperature rise: 35c typ (45c max allowed)     description:   the f - 215 u   transformer is  part of a series   of triad control transformers that have  secondary  voltages   that are commonly utilized in various electronic, electro - magnetic and electrical control  sy stems. these include such applications as use with relays, solenoids, small motors, speed  changers, pumps, heating elements, control valves for fluid and gases, fans, blowers, electronic  tubes, automatic assembly equipment, recording devices, elevators, do or openers, low voltage    lamps, etc.     construction:   wound on a single channel nylon bobbin .  materials are ul recogni zed, class b  (130o c) rated.     safety:     these products are 100% hipo t   tested with an insulation of 15 00v between  primary and  secondary windin gs as well as between the  primary / secondary windings and the core .     dimensions :                              unit s : in inch es   a   b   c   d   e   4.187   3.437   3.875   2.750   3.00   mounting hole s :  0 .203 x 0.375    weight:    6 . 0 60   lb s     schematic:                 primary:   series:  1 to 4, jumper   3 to 2   parallel: 1 to 3, jumper 1 to 2 and 3 to 4     secondary:    series: 5 to 8, jumper 7 to 6   parallel: 5 to 7, jumper 5 to 6 and 7 to 8     rohs compliance:   as of manufacturing date february 2005, all standard products meet    the requirements of 2011/65/eu,  known as the rohs initiative.         * upon printing, this document is co nsidered uncontrolled. please contact   triad magnetics   website for the most current version.    1 3 2 4 5 7 6 8  1 2 3 4 5 6 7 8 a d e b c
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