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		  Datasheet File OCR Text:


		  91 gt 9 gt 8 gt 15 gt 18w gt 12 gt 10 gt 7 gt 6w gt 3 gt 2 gt 19n gt 17 gt 14 gt 11 po5g gt 16 gt 13 gt 5 gt 1 coaxial cable connection of antennas, sensors, and communication trunk lines po5g series ?5.8 ghz mobile coaxial connectors   features lock-release latching system excellent high frequency performance dc to 3 ghz: vswr of 1.3 max. 3 to 6 ghz: vswr of 1.5 max. suits 50 ohms polyethylene foam insulated coaxial cable. the board-side connector is of the board cut-out type. applications etc, gps, and vics.  the product  information in this catalog is for reference only. please request the  engineering drawing for the most current and accurate design  information. all non-rohs products  have been discontinued, or will be discontinued soon. please check the  products status on the hirose website rohs search at www.hirose-connectors.com, or contact your  hirose sales representative.

 92 po5g series gt 1 gt 5 gt 13 gt 16 po5g gt 11 gt 14 gt 17 gt 19n gt 2 gt 3 gt 6w gt 7 gt 10 gt 12 gt 18w gt 15 gt 8 gt 9 coaxial cable connection of antennas, sensors, and communication trunk lines part material finish shell phosphor bronze tin plating insulator pbt 94v-0 (white) housing pbt 94hb (black) retainer pbt 94v-0 (gray) contacts phosphor bronze gold plating ground plate phosphor bronze tin plating rating specification conditions contact resistance center: 30 m ohms 100 ma max. outside: 30 m ohms insulation resistance 100 m ohms min. 500 v dc withstanding voltage no flashover or insulation breakdown 650 v ac / one minute v.s.w.r. 1.3 max. dc to 3 ghz 1.5 max. 3 to 6 ghz rating characteristic impedance: 50 ohms operating temperature range: -40 o c to +105 o c rating frequency: dc to 6 ghz operating humidity: 90% max. specifications materials note: 1.6max. (3 to 6ghz) for jacks  the product  information in this catalog is for reference only. please request the  engineering drawing for the most current and accurate design  information. all non-rohs products  have been discontinued, or will be discontinued soon. please check the  products status on the hirose website rohs search at www.hirose-connectors.com, or contact your  hirose sales representative.

 93 po5g series gt 9 gt 8 gt 15 gt 18w gt 12 gt 10 gt 7 gt 6w gt 3 gt 2 gt 19n gt 17 gt 14 gt 11 po5g gt 16 gt 13 gt 5 gt 1 coaxial cable connection of antennas, sensors, and communication trunk lines item part number cl no. remarks straight plug  for 1.5d cable straight plug  for 2.5d cable 12.5 9.6 25 applicable cable  1.5ds-gxc-sp: manufactured by sumitomo electric industries, ltd. female inner contacts  10,000 pcs. per reel applicable cable  2.5ds-gxc(3.8): manufactured by sumitomo electric industries, ltd. female center contacts  10,000 pcs. per reel p05g-p-1.5dhqs p05g-contact/f1.5 p05g-p-2.5gxc p05g-contact/f2.5 gt5-1p/s-r gt5-1p/s-r 755-0006-2 755-0006-2 312-0192-8 312-0195-6 312-0198-4 312-0203-2 29.2 14.8 13.4 25 item part number cl no. remarks straight plug  for 1.5d cable applicable cable  1.5ds-gxc-sp: manufactured by sumitomo electric industries, ltd. male center contacts  10,000 pcs. per reel p05g-j-1.5dhqs p05g-contact/m1.5 gt5-1p/s-r 755-0006-2 312-0200-4 312-0201-7 23.6 10.2 4.8 2 - 2.2 8.6 5.8 1 5.9 7.5 11.9 0.47 4.1 6.37 18.1 2.1 part number cl no. p05g-lr-pc 312-0191-5 plugs * completed with 3 products jacks (for in-line use)  * completed with 3 products receptacles  the product  information in this catalog is for reference only. please request the  engineering drawing for the most current and accurate design  information. all non-rohs products  have been discontinued, or will be discontinued soon. please check the  products status on the hirose website rohs search at www.hirose-connectors.com, or contact your  hirose sales representative.

 94 po5g series gt 1 gt 5 gt 13 gt 16 po5g gt 11 gt 14 gt 17 gt 19n gt 2 gt 3 gt 6w gt 7 gt 10 gt 12 gt 18w gt 15 gt 8 gt 9 coaxial cable connection of antennas, sensors, and communication trunk lines panel 6.1 2 - 2.8 2.8 0.5 0.4 2 - 0.5through hole 2 - r0.3max 7.7 10.2 8.6 5.8 0.05  2 - 1.8 ( 2 - 0.6 ) 8.1 0.05 6 ( 4 ) ( 1.5 ) a b  b   * set dimension a to give 50 ? characteristics.  reference example: glass epoxy t = 1.0 (  = 4.8) a = 1.65 note: the adapter does not have a lock portion and thus can only be used for performance measurements.  note: the adapter does not have a lock portion and thus can only be used for performance measurements.  conversion adapter  sma conversion adapter (coupling portion: po5g side plug - sma side jack)  sma conversion adapter (coupling portion: po5g side jack - sma side jack)  po5gj-hrmj cl311-0329-4 part number hrs no. po5gp-hrmj cl311-0330-3 part number hrs no. 8 1/4-36uns-2a  7.4 20.9 10.9 6.4 1/4-36uns-2a 20.8 10.8 8  the product  information in this catalog is for reference only. please request the  engineering drawing for the most current and accurate design  information. all non-rohs products  have been discontinued, or will be discontinued soon. please check the  products status on the hirose website rohs search at www.hirose-connectors.com, or contact your  hirose sales representative.

 95 po5g series gt 9 gt 8 gt 15 gt 18w gt 12 gt 10 gt 7 gt 6w gt 3 gt 2 gt 19n gt 17 gt 14 gt 11 po5g gt 16 gt 13 gt 5 gt 1 coaxial cable connection of antennas, sensors, and communication trunk lines sma plug po5g mating sma receptacle measurement system 50 pcb 1.5ds-gxc-sp ( 500mm ) high frequency characteristics (v.s.w.r.) 1.5 1.4 1.3 1.2 1.1 1.0 0 1.0 2.0 0.045gh z 3gh z 6gh z insertion loss  the product  information in this catalog is for reference only. please request the  engineering drawing for the most current and accurate design  information. all non-rohs products  have been discontinued, or will be discontinued soon. please check the  products status on the hirose website rohs search at www.hirose-connectors.com, or contact your  hirose sales representative.
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