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		  Datasheet File OCR Text:


		   zv   series items characteristics capacitance tolerance ? 20% (m) (120hz,20 j ) rated voltage range (wv) 6.3~50 vdc operating temperature range -40   ~  + 105 j wv 4 6.3 10 16 25 35 50 surge voltage   (v) (20 j ) sv 5 8 13 20 32 44 63 i ?? 0.01 cv or 3 g a whichever is greater (after rated voltage applied for 2 minutes) leakage current   (max)  (20 j ) i= leakage current   ( g a)  c= nominal  capacitance   ( g f )  v= rated voltage   (v) wv 4 6.3 10 16 25 35 50 tan _ 0.35 0.26 0.19 0.16 0.14 0.12 0.12 dissipation factor (max) (tan _ )  (120hz ,20 j )           wv  z(120hz) 4 6.3 10 16 25 35 50 z(-25 j ) / z(20 j ) 4 2 2 2 2 2 2 low temperature stability impedance ratio (max) z(-40 j ) / z(20 j ) 8 4 4 3 3 3 3 after applying rated voltage for 1000 hours at 105 j , the capacitor shall meet the following requirement. capacitance change within ? 20% of the initial value dissipation factor not more than 200% of the specified value load life leakage current not more than the specified value shelf life after placed at 105 j without voltage applied for 1000 hours, the capacitor shall meet the same requirement as load life . applicable standards refer to jis c 51 0 1 r d l a h i w p k 4.0 5.4 4.3 5.5 max 1.8 0.65 ? 0.1 1.0 ? 0.2 0.35 +0.15 -0.20 5.0 5.4 5.3 6.5 max 2.2 0.65 ? 0.1 1.5 ? 0.2 0.35 +0.15 -0.20 6.3 5.4 6.6 7.8 max 2.6 0.65 ? 0.1 1.8 ? 0.2 0.35 +0.15 -0.20 8.0 6.2 8.3 9.5 max 3.4 0.65 ? 0.1 2.2 ? 0.2 0.35 +0.15 -0.20 8.0 10.2 8.3 10.0 max 3.4 0.90 ? 0.2 3.1 ? 0.2 0.70 ? 0.2 10.0 10.2 10.3 12.0 max 3.5 0.90 ? 0.2 4.6 ? 0.2 0.70 ? 0.2  frequency coefficient frequency (hz) 120 1k 10k 100k coefficient 0. 70 0. 80 0. 90 1.00  temperature  coefficient ambient  temperature ( j ) ?? 50 70 85 105 coefficient 1.90 1.75 1.40 1.00 ??   features ?e   lifetime:105 j ,1000hrs ?e   wide temperature range ?e   low profile vertical chip ?e   low impedance ??   recommend ed  applications ?e   monitor/computer ?e   battery charger ?e   dc/dc converter ?e   smps ?e   noise filter specifications multiplier for ripple current dimensions (mm) ( ) : reference size  tel: (949)642-7324 seci engineers & buyers' guide fax: (949)642-7327  sharma electrolytic capacitors

        case size ( r dxl(mm))   /   max permissible ripple current ?] rc(marms) / 1 0 0 k hz, 10 5 j?^       /   max  impedance ?] z ( [ ) / 1 00k hz,20 j?^          4 6.3 10 16   spec g f r dxl rc z r dxl rc z r dxl rc z r dxl rc z 4.7 4x5.4 60 4.0 4x5.4 60 4.0 6.8 4x5.4 60 4.0 4x5.4 60 4.0 10 4x5.4 60 4.0 4x5.4 60 4.0 4x5.4 60 4.0 22 4x5.4 60 4.0 4x5.4 60 4.0 5x5.4 95 2.6 5x5.4 95 2.6 33 4x5.4 60 4.0 5x5.4 95 2.6 5x5.4 95 2.6 5 x5.4 95 2.6 47 4x5.4 60 4.0 5x5.4 95 2.6 6.3x5.4 95 1.3 6.3x5.4 140 1.3 68 4x5.4 60 4.0 6.3x5.4 140 1.3 6.3 x 5.4 140 1.3 8x6.2 230 0.8 100 5x5.4 95 3.0 6.3x5.4 140 1.3 6.3 x 5.4 140 1.3 8x6.2 230 0.8 150 6.3x5.4 140 2.6 8x6.2 230 0.8 8x6.2 230 0.8 10 x10.2 450 0.5 220 6.3x5.4 140 2.6 8x6.2 230 0.8 8x 6.2 230 0.8 10 x10.2 450 0.5 330 8x10.2 450 0.5 8x10.2 450 0.5 10x10.2 670 0.3 470 10x10.2 670 0.3 10x10.2 670 0.3 10x10.2 670 0.3 1000 10x10.2 670 0.3 10x10.2 670 0.3          25 35 50   spec g f r dxl rc z r dxl rc z r dxl rc z 0.1 4x5.4 60 5.0 0.22 4x5.4 60 5.0 0.33 4x5.4 60 5.0 0.47 4x5.4 60 5.0 1 4x5.4 60 4.0 4x5.4 60 5.0 2.2 4x5.4 60 4.0 4x5.4 60 5.0 3.3 4x5.4 60 4.0 4x5.4 60 5.0 4.7 4x5.4 60 4.0 4x5.4 60 4.0 5x5.4 95 4.0 6.8 4x5.4 60 4.0 5x5.4 95 2.6 6.3x5.4 140 2.6 10 5x5.4 95 2.6 5x5.4 95 2.6 6.3x5.4 140 2.6 22 6.3x5.4 140 1.3 6.3x5.4 140 1.3 8x6.2 230 1.3 33 6.3x5.4 140 1.3 8x6.2 230 0.8 8x10.2 30 0 1.1 47 6.3 x 5.4 140 1.3 8x6.2 230 0.8 10x10.2 670 0.8 68 8x10.2 450 0.5 8x10.2 45 0 0. 5 10x10.2 670 0.8 100 8x10.2 450 0.5 10x10.2 670 0.3 10x10.2 670 0.8 150 10x10.2 670 0.3 10 x10.2 670 0.3 220 10x10.2 670 0.3 10x10.2 670 0.3 case size / max ripple current  / impedance      wv  wv  tel: (949)642-7324 seci engineers & buyers' guide fax: (949)642-7327  sharma electrolytic capacitors
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