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		  Datasheet File OCR Text:


		                100 8 hq   series  C   smd  wire wound ceramic chip inductors   rev. a   frontier electronics corp. ?                                                 page  1   of  3                                  667 e. coch ran st., simi valley, ca 93065       http://www.frontierusa.com                                                              phone: 1 - 805 - 522 - 9998, fax: 1 - 805 - 522 - 9989                                                   electrical specifications :     p/n   l     (nh)   tol.   l  test freq.  (mhz)   q    min .   q test  freq.  (mhz)   srf    min. (ghz)   dcr    max. ( ? )   rated current   max.   (a)   1 st   color   2 nd   color   3 rd   color   1008hq - 3n0_   3 .0   j   50   70   1500   8.1 0   0.04   1.6   orange   black   black   1008hq - 4n1_   4.1   j   50   75   1500   6.2 0   0.05   1.6   yellow   brown   black   1008hq - 7n8_   7.8   j   50   75   500   3.8 0   0.05   1.6   violet   gray   black   1008hq - 10n_   10   j, g   50   60   500   3.6 0   0.06   1.6   brown   black   brown   1008hq - 12n_   12   j, g   50   70   500   2.8 0   0.06   1.5   b rown   red   brown   1008hq - 18n_   18   j, g   50   62   350   2.7 0   0.07   1.4   brown   gray   brown   1008hq - 22n_   22   j, g   50   62   350   2.05   0.07   1.4   red   red   brown   1008hq - 33n_   33   j, g   50   75   350   1.7 0   0.09   1.3   orange   orange   brown   1008hq - 36n_   36   j, g   50   65   350   1.4 0   0.09   1.3   orange   blu e   brown   1008hq - 39n_   39   j, g   50   75   350   1.3 0   0.09   1.3   orange   white   brown   1008hq - 47n_   47   j, g   50   75   350   1.45   0.12   1.2   yellow   violet   brown   1008hq - 56n_   56   j, g   50   75   350   1.23   0.12   1.2   green   blue   brown   1008hq - 68n_   68   j, g   50   80   350   1.15   0.13   1.1   blue   gray   br own   1008hq - 82n_   82   j, g   50   80   350   1.06   0.16   1.1   gray   red   brown   1008hq - r10_   100   j, g   50   62   350   0.82   0.16   1 .0   brown   black   red     dimensions :     mm   (i n ch )       series   a   b   c   d   e   f   g   1008hq   2.92    ( 0.115 )   2 .03     ( 0. 080 )   2. 79     ( 0. 11 0 )   0 .51     ( 0.0 2 0 )   1. 27     (0.0 5 0 )   2. 54   ( 0.10 )   1 .02   ( 0. 04 0 2 )   tol.   max.   max.   max.   0 .05   ( 0.00196)   typ.   typ.   typ.     general information :     p/n:  1008 hq - xxx _, 1008  =  eia case size , hq  =  ultra high - q ,  xxx    =   inductance, _ = tolerance (g:  2%, j:  5%, k:   10%)   core material: ceramic   operating temperature:    - 40 ? c   to +1 25oc   maximum temperature rise: 15c  (when measured at 25c ambient)   inductance & q measured with hp42 87a   with 16197a test fixture   inductance & q measured with hp 8753e/hp4291b   with 16193a/ena5071c or equivalent test fixture   dcr measured using zentech 502bc  or its equivalent   msl: level 1     color codes :     p arts   are marked   with 3 dots.    dots 1 and 2 indicate the inductance in nano - henries.   d ot 3 indicates number of zeroes               ultra  high srf  and  ultra  high - q  wire wound ceramic core chip inductors   ind uctance:  3.0   ~  10 0 nh   case size:  1008   eia,  2520   metric.  tin plated termination.       0 = black      5= green   1 =  brown     6=   blue   2 =  red       7 =  violet   3 =  orange     8 =  gray   4 =  yellow     9 =  white              

               100 8 hq   series  C   smd  wire wound ceramic chip inductors   rev. a   frontier electronics corp. ?                                                 page  2   of  3                                  667 e. coch ran st., simi valley, ca 93065       http://www.frontierusa.com                                                              phone: 1 - 805 - 522 - 9998, fax: 1 - 805 - 522 - 9989       electrical characteristics :                                  

               100 8 hq   series  C   smd  wire wound ceramic chip inductors   rev. a   frontier electronics corp. ?                                                 page  3   of  3                                  667 e. coch ran st., simi valley, ca 93065       http://www.frontierusa.com                                                              phone: 1 - 805 - 522 - 9998, fax: 1 - 805 - 522 - 9989         packaging information:       series   reel dimensions (mm)   tape dimensions (mm)   parts per reel   quantity per     a   b   c   d   e   w   p   p0   p1   h   t   7   13   box   carton   1008hq   178   75   13   12.5   8. 5   8   4   4   2   ---   ---   3,000   ---   15,000   90,000           rohs reflow soldering profile:          
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